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Disclaimer 


While Tyco Electronics Corporation 

and its affiliates referenced herein 
(“Tyco Electronics”) have made every 
reasonable effort to ensure the accuracy 
of the information in this catalog, 

Tyco Electronics does not guarantee that 
it is error-free, nor does Tyco Electronics 
make any other representation, warranty 
or guarantee that the information is 
accurate, correct, reliable or current. 


Tyco Electronics reserves the right to 
make any adjustments to the information 
contained herein at any time without 
notice. Tyco Electronics expressly dis- 
claims all implied warranties regarding 
the information contained herein, includ- 
ing, but not limited to, any implied war- 
ranties of merchantability or fitness for 
a particular purpose. Tyco Electronics’ 
only obligations are those in the 

Tyco Electronics Standard Terms and 
Conditions of Sale, and in no case will 
Tyco Electronics be responsible for any 
incidental, indirect, or consequential 
damages arising from the sale, resale, 
use, or misuse of its products. Users 
should independently evaluate the suit- 
ability of, and test each product for, their 
application. 

The dimensions, specifications, designs, 
construction, materials and processes in 
this catalog are for reference purposes 
only and are subject to change without 
notice. Please consult Tyco Electronics 
for the most current product information. 
The export of certain Tyco Electronics 
products is restricted by the Arms 
Export Control Act (Title 22, U.S.C. 

Sec 2751, et seq.) or the Export 
Administration Act of 1979, as amended 
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approval by the U.S. Government. Buyer 
must comply with all applicable export 
laws of all applicable jurisdictions. 
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Product Facts 


w EMI shielded high density 
and low profile 1/0 system 


w Contacts on 0.8mm 
centerlines—offer 30% 
linear PC board space 
savings 


w Low profile right angle PC 
connector, 5.0mm high— 
a 50% reduction in height 


w Available in thru-hole, 
surface mount, and hybrid 
PC board lead 
configuration— 
combination of surface 
mount and thru-hole leads 


mw Depending on contact 
design, durability cycles 
range from 500 up to 2000 
insertion cycles 


= Contact tips recessed for 
ESD and damage protection 


w M2 threaded hardware for 
panel mounting 


mw PC board connectors avail- 
able in 50- and 68-position 
receptacle assemblies, and 
50-position plug assemblies 


mw Cable plug connectors 
accept 30 AWG [0.05mm2] 
solid or stranded wire and 
are available in 36-, 50- and 
68-position assemblies 


= Contacts are insulation 
displacement type (IDC) and 
can be quickly terminated 
by the CHAMPOMATOR 2.5 
Semi-Automatic Termination 
Machine 


a Metal-shell backshell kits 
feature integral cable braid 
termination and a choice of 
squeeze-to-release latches or 
jackscrew mating hardware 


w Enclosure cover for 
backshell kit made of UL 
94V-0 rated ABS 


w Die cast backshell with 
integral cable braid termina- 
tion and strain relief for 68- 
position offset cable plugs 


mw Produced under a Quality 
Management System 
certified to ISO 9001 
A copy of the 


certificate is available 
upon request. 
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CHAMP 0.8mm Centerline Connectors (SCSI-3, VHDCI) 


The CHAMP 0.8mm High 
Density Interconnection 
System is designed for high 
density, low profile (5.0mm), 
shielded applications featur- 
ing two rows of contacts on 
0.8mm centerlines. Typical 
applications include: 


e Docking Connectors 
e Shielded I/O Connectors 
e Removable Floppy / 
CD-ROM drives 
¢ Network Bridges / Routers / 
Hubs 
e Multiple Low Profile and 
High Density I/O's 
e Severely Limited 
“Backpanel” I/O Area 
e PC / File Server Controller 
Cards 
e Next Generation SCSI 
1/O or VHDCI 


The CHAMP 0.8mm 68-posi- 
tion connector system was 
developed to support the 
VHDCI (Very High Density 
Cable Interconnect) specifi- 
cation. Multiple options are 
available including single 
and stacked right angle 
receptacles and standard as 
well as offset cable plugs. 


to change. 


Dimensions are shown for 
reference purposes only. 
Specifications subject 


Contacts on 0.8mm center- 
lines provide 30% linear 
board space savings, and 
5.0mm low profile housing 
provide approximately 50% 
reduction in height when 
compared to other intercon- 
nection systems. 


Cable plug connectors 
accept 30 AWG [0.05mm2] 
solid or stranded wire, and 
feature insulation displace- 
ment crimp (IDC) termina- 
tions. Incorporated in the 
design are precision insert 
molded contacts with tips 
recessed for ESD and dam- 
age protection. 


Backshell kits offer additional 
protection and are com- 
posed of: a) Hermaphroditic 
metal shells with integral 
cable braid termination and 
strain relief, b) Choice of 
squeeze-to-release latches 
or jackscrew mating hard- 
ware, Cc) Backshell covers 
made of UL 94V-0 rated 
ABS/PC complete the cable 
connector assembly, d) die 
cast backshell with integral 
cable braid termination and 
strain relief for 68-position 
offset cable plugs. 


USA: 1-800-522-6752 
Canada: 1-905-470-4425 
Mexico: 01-800-733-8926 


C. America: 52-55-5-729-0425 


Application tooling for the 
cable plug connectors con- 
sists of the CHAMPOMATOR 
2.5 semi-automatic termina- 
tion machine, and a bench 
mounted arbor press and 
die set for terminating and 
installing the backshell kit. 


Technical Documents 
Product Specification 
108-1471 

Application Specification 
114-6057 


Test Report 
501-335 
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Standard Receptacle, 
Right Angle 


Material and Finish 

Housing and Pin Spacer — 

UL 94V-0 rated thermoplastic, black, 
SMT compatible 

Inserts — UL 94\V-0 rated thermoplas- 
ic, natural, SMT compatible 

Shell — Steel, plated .000197 
0.00500] min. bright tin over .000098 
0.00250] min. copper 
Contacts — Phosphor bronze, duplex 
plated .000003 [0.000076] min. gold 
over .000029 [0.00076] min. palladium 
nickel on mating end, .000148 
0.00375] min. bright tin-lead on solder 
end, all over .000050 [0.00127] min. 
nickel under plating 
Boardlocks — Brass, plated .000148 
0.00375] min. bright tin-lead over 
.000050 [0.00127] min. nickel 


Durability — 500 insertion cycles 


Product Facts 


mw EMI shielded high density 
and low profile 1/0 system 


w Precision insert molded 
contacts on 0.8mm 
centerlines offer 30% linear 
PC board space savings 


= Low profile right angle PC 
connector, 5.0mm high — 
a 50% reduction in height 


w Contact tips recessed for 
ESD and damage protection 


= Contacts are insulation 
displacement (IDC) and can 
be quickly terminated by the 
CHAMPOMATOR 2.5 Semi- 
Automatic Termination 
Machine 


w Metal-shell backshell kits 
feature integral cable braid 
termination 
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CHAMP 0.8mm Centerline Printed Circuit Board Connectors 


Base Part Number 796055-x 


Mating Face 


~« >| 


ANF 


r ral I ral 
Contact : | 0100 + .0005 
Bracket \—: 
7 pee. 68 Plcs. [0.254 + 0.013] 

Part No. of Mount Mount Style Description/ Mating 
Number Pos. Type Style y Finish Part 
787973-1 36 Thru-Hole Solder Single 30u" Au & Sn 787131-2 

: i 786930-1 
1658751-1 50 Thru-Hole Solder Single 30u" Au & Sn (Kit 787131-1) 
787131-3 or Offset 
796055-1 68 Thru-Hole Solder Single 30y" Au & Sn 787979-1, 787775-1, 
787801-1 
y ; 3y Au/30u" Pb & Sn. ts 
787254-1 68 Thru Hole Solder Single 4.70 (.185) posts 787775-1 
f : 3y Au/30u" Pb & Sn. ; 
787254-2 68 Thru Hole Solder Single 4.70 (.185) posts 787775-1 
F 3y Au/30u" Pb & Sn. 
787254-3 68 Thru Hole Solder Single 3.75 (.148) posts 787775-1 
: 3y Au/30u" Pb & Sn. 
787254-4 68 Thru Hole Solder Single 4.70 (.185) posts 787775-1 
796055-1 68 Thru-Hole Solder Single 30u" Au & Sn 786930-3 
796055-2 68 Thru-Hole Solder Single 30y" Au & Sn 786930-3 
787254-1 w/ 
1364973-2 68 Thru-Hole Solder Single 30yu" Au & Sn pre-installed 
screwlocks 


aS 
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CHAMP 0.8mm Centerline Printed Circuit Board Connectors (Continued) 


Hybrid Receptacle, 
Low Profile, Shielded, 
Hybrid Leads 


Receptacle 
Part Number 787096-1 


Material and Finish 

Housing — UL 94V-0 rated thermo- 
plastic, black, SMT compatible 

Inserts — UL 94\V-0 rated thermoplas- 
tic, natural, SMT compatible 


Shell — Steel, plated .000197 


[0.00500] min. bright tin over .000098 a0 
[0.00250] min. copper i [35.50] a 
Contacts — Phosphor bronze, duplex » ne 
plated .000008 [0.000076] min. gold 7 ges _ [80.50] 197 
over .000029 [0.00076] min. palladium | [24.50] ] [5.00] 
nickel on mating end, .000148 
[0.00375] min. bright tin-lead on solder | 
end, all over .000050 [0.00127] min. ——= 
nickel under plating 
Boardlocks — Brass, plated .000148 5 Pics 
[0.00375] min. bright tin-lead over 
.000050 [0.00127] min. nickel 
| Position 2 
Va Position 1 
Stuf | 
vy : 
22288 J 
Recommended PC Board Layout 
(50-Position Only) 
o 1.201 
192 +.003 [30.50] 
[4.88 + 0.08] r ere ‘ 
.047 
| bs = fir 
Recommended Panel Cutout 
Part No. of Mount Mount Style Description/ Mating 
Number Pos. Type Style y Finish Part 
787641-1 36 Thru-Hole Solder Single 3y Au/30u" Pb & Sn. 786930-2 
787096-1 50 Thru-Hole Solder Single 3p Au/30u" Pb & Sn. _ 


2 i) 
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Stacked Receptacle 
Right Angle 


CHAMP Interconnection System 


ANF 


CHAMP 0.8mm Centerline Printed Circuit Board Connectors (Continued) 


Part Number 787962-1 (2.08mm*) 
Part Number 787962-2 (3.55mm*) 


Material and Finish : ee 
Housing and Pin Spacer — 

UL 94V-0 rated thermoplastic, black, 
SMT compatible 

Inserts — UL 94\V-0 rated thermoplas- 
ic, natural, SMT compatible 


yi Pin Spacer 


Shell — Steel, plated .000197 


0.00500] min. bright tin over .000098 
0.00250] min. copper 


nickel on mating end, .000148 


Contacts — Phosphor bronze, duplex 2 Ples. 
plated .000003 [0.000076] min. gold M2 x .016 
over .000029 [0.00076] min. palladium ~ Paty el = 


0.00375] min. bright tin-lead on solder 
end, all over .000050 [0.00127] min. 
nickel under plating 


Boardlocks — Brass, plated .000148 


Housing 
2 Ples. 


0.00375] min. bright tin-lead over 


.000050 [0.00127] min. nickel 


* 
Durability — 500 insertion cycles Contact 
68 Plcs. 
J. Position 68 
©. Position 34 : 
SOCCOCSCOCC CSCO SY Full R. Se 
Position 2 "rg AKA AS AAAS % © 4 Ples. _* 
Le a Position 1 Individually ? 
Position 34 Zé. Besone - 
o Wigeaeeeunenes 6 2 
QYVOOOOOHOOOOOOOOO : 
Bastion 8 | 
.230 
I. 1.274 i I [5.84] 
[32.35 -192+.003 | 1.484 ~ 
le 1.650 | [4.88 + 0.08] [37.70] 
[41.90 
Recommended PC Board Layout Recommended Panel Cutout 
Part No. of Mount Mount Style Description/ Mating 
Number Pos. Type Style y Finish Part 
30u" Au & Sn. 
Top D inverted 787979-1, 
787962-1 68 Thru Hole Solder Stacked (Kit 796063-1 787775-1, 
has 4 screwlocks 787801-1 
787004-1) 
30u" Au & Sn. 
Top D inverted 787979-1, 
787962-2 68 Thru Hole Solder Stacked (Kit 796063-1 787775-1, 
has 4 screwlocks 787801-1 
787004-1) 
30u" Au & Sn. 796064-1, 787979-1, 
1489050-1 68 Thru Hole Solder Stacked Top D inverted, 787775-1, 787801-1, 
no alignment posts 1364308-1 
30u" Au & Sn. 
Top D inverted, 796064-1, 787979-1, 
1364306-1 68 Thru Hole Solder Stacked with cover. 787775-1, 787801-1, 
Kit 1489192-1 has 2 1364308-1 
screwlocks 787004-1 
Ee areata 796064-1, 787979-1, 
1489232-1 68 Thru Hole Solder Stacked ot id nment osts 787775-1, 787801-1, 
) posts: 1364308-1 
with cover 
oon ae St. 796064-1, 787979-1 
1489232-2 68 ThruHole Solder __— Stacked Top D inverted, 787775-1, 787801-1, 


no alignment posts, 
with cover 


1364308-1 


—_—— sss pst 
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Flectronics 


ANF 


CHAMP Interconnection System 


CHAMP 0.8mm Centerline Cable Connectors 


Standard Plugs 


Termination 
I Cover 


Plug 
Housing 


Termination 
Cover 


528 +.012 i 
[13.41 + 0.30] | 


|<—_—_—_. 


Position 3 
Position 2 
Position 1 <o. 081 | f 
a a SSS 
en ( Hep 


Last 
Position 
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— Cc =| 
<< D =| 
No. of Dimensions Part Mating 
Positions A B Cc D Numbers Part 
.750 754 739 877 
36 19.05 19.15 18.77 90.98 787131-2 787641-1, 787973-1 
970 974 -959 1.098 
50 94.65 24.75 24.37 27.88 787131-1 1658751-1, 787096-1 
787254-1, 787254-2 
1.254 1.258 1.243 1.381 , ; 
68 31.85 31.95 31.57 35.08 787131-3 787254-3, 796055-1, 


Dimensions are in inches and 
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are metric equivalents. 
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Offset Plugs for 
Stacked Receptacles 


CHAMP Interconnection System 


ANF 


CHAMP 0.8mm Centerline Cable Connectors (Continued) 


Ps aa Cover 
Sey 


Plug Contacts, 
Upper Row 


08 


Termination Area, Typ. 
Plug Contacts, 
A Lower Row 


Last Position 


E 


Plug Position 1 
[2.75] : Housing 271 
Localized [6.88] 
Gold Plate Area Its | 
Part No. of Mount eer Description/ Mating 
Number Pos. Type Termination Style Finish Part 
Thru-Hole, 30u" Au & Sn. 
796064-1 68 Cable cg Offset Unassembled Kit, iechee 
Connector Small shell (30 AWG) 
Thru-Hole 30u" Au & Sn. 
787979-1 68 Cable as Offset Unassembled Kit ae 
Connector Unshielded (30 AWG) 
Thru-Hole 30u" Au & Sn. 
787775-1 68 Cable sg Offset Unassembled Kit eae 
Connector (30 AWG) 
Thru-Hole 30u" Au & Sn. 
787801-1 68 Cable aa Offset Unassembled Kit, ae 
Connector /jackscrews (30 AWG) 


oo ss swNnSn§ $0890 ss 000000505 
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tyco CHAMP Interconnection System ANI 


Electronics CHAMP 0.8mm Centerline Connector Backshell Kits 
Standard c ~ A r ~ oe Cable supplied r ie ie 
| | 4 by customer | | 
With Squeeze-to-Release i! ue fd 
Latches ! I i 


Material and Finish 
Backshells — Steel, plated .000197 
[0.005] min. bright tin-lead over 
.000098 [0.0025] min. copper 
Spring Latches — Stainless Steel 
Spring Latch Covers — UL 94\-0 
rated, ABS/PC alloy, black 


1.417 +.008 
[36.00 +0.21] 


CNSz 


| | 
-315 + .010- <——>| 


[8.00 + 0.26] 
Cc —t 


Plug cable connector a 


must be purchased i A > 


separately <—— rl 
<—_ B —_—_>| 148 
[3.75] 
cc 
Connector shown for 
illustration purposes only 
No. of Dimensions Se 
Positi ulk Kits 
eres ‘és B ¢ (100 Assemblies) 
1.197 -754 394 
3 30.40 19.15 10.00 Tees 
1.417 -974 433 
= 36.00 24.75 11.00 Ch daciadly 
1.701 1.258 442 
i 43.20 31.95 11.22 sateeo>| 


With Jackscrew Fastener Cable supplied 


by customer 
ae 


Material and Finish 
Backshells — Steel, plated .000197 
[0.005] min. bright tin-lead over 
.000098 [0.0025] min. copper 
Jackscrews — Steel, plated blue 
chromate over zinc 

Jackscrew Head — ABS/PC, black 
Jackscrew Covers — UL 94\-0 
rated, ABS/PC alloy, black 


: 315 £.010 
Plug cable connector | [8.00 + 0.26] 
must be purchased m« A 
separately c—~< ? 
B -148 
[3.75] 
i oe 


Gh IIc 


Connector shown for 
illustration purposes only 


Note: Recommended wire size — 


3 A Part Nos. 
30 AWG [0.05mm2], insulation diam- No. of Dimensions Se 
eter range — .022-.025 [0.56-0.64] Positions A B Cc (100 Assemblies) 
Wire must be approved by 1.417 -974 433 
Tyco Electronics. 50 36.00 24.75 11.00 787233-1 
1.701 1.258 -442 
is 43.20 31.95 11.22 la 
Catalog 1-1773441-4 Dimensions are in inches and Dimensions are shown for — USA: 1-800-522-6752 South America: 55-11-3611-1514 
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Offset, 68-Position Plug Kit 


Material and Finish 
Backshells — LCP, 94V-0, natural 
Termination Covers — LCP, 94V-0, 
atural 

Shell — Carbon steel, plated .000200 
.00508] min. tin-lead over .000050 
.00127] min. copper 

Contacts — Phosphor bronze, 
AMP-DURAGOLD plated .0000030 
0.000076] min. gold on mating end, 
.000050 [0.00127] min. tin-lead on sol- 
der end, all over .000050 [0.00127] 
nin. nickel underplate 


68-Position Backshell Kit, 
(Unassembled) 


Material and Finish 
Backshells — Zinc plated .000100 
[0.00254] min. nickel over .000200 
[0.00508] min. copper 

Strain Relief — Carbon steel plated 
.000050 [0.00127] min. bright tin-lead 
over .000050 [0.00127] min. nickel 


Screws — Stainless steel 


Part Number 788362-1 
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CHAMP Interconnection System 


CHAMP 0.8mm Centerline Connector Backshell Kits (Continued) 


Plug Kit — Unassembled, Shielded Cable Connector 


68-Position — Part Number 787131-3 


Plug Kit — Unassembled, Shielded Cable Offset Cable Connector 


Cehs he dade een tr bated s Neh eUsS eS heSeCobeG cls baFek clr EcSePesevessdee 


<3 LANNY) 
NNT? 


DUGFHOUDELMISCECMRAITs PURORDSLALRCTIECHI OIA psacetorecniatseneasaaD 
SE RR 


I | 


acc 


68-Position — Part Number 787775-1 


Part No. of Mount Style Description/ Mating 
Number Pos. Type y Finish Part 
787231-1 ; With Latchspring STD 787973-1, 
(ROHS) 36 B/Shell Kit 180 (needs 787003-3 787973-21 

latch posts) HYBRID 787641-1 
. With Latchspring bs 
“ROHS). 50 B/Shell Kit 180 (needs 787003-3 ea 
latch posts) 
. With jackscrews 1658751-1, 
787233-1 50 B/Shell Kit 180 (needs 787004-3) 787096-1 
787229-1 With Latchspring 787254-1, 787254-2, 
(ROHS) 68 B/Shell Kit 180 (needs 787003-3 787254-3, 787254-4, 
latch posts) 796055-1, 796055-2 
A 787254-1, 787254-2, 
787191-1 68 B/Shell Kit 180 mas cH Ren ae 787254-3, 787254-4, 
J 796055-1, 796055-2 
5 787962-1, 787962-2, 
788362-1 68 B/Shell Kit Offset eed wit oes ois 1489050-1; 1364306-1, 


wio jackscrews 1489232-1, 1489232-2 


1 Contact Tyco Electronics for ROHS Part Number information. 
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Screwlock, Boardmount 


Part Number 787004-3— 
Bulk (quantity 200) 


Material and Finish 
Stainless steel 


Backshell Kit Tooling 


CHAMP Interconnection System 


CHAMP 0.8mm Centerline Connector Application Tooling and Hardware 


\ M2 x .016 


[0.40] 


Designed for Use with 
.044 + .003 [1.12 + 0.08] Thick Panel 


Latching Post, Boardmount 


Part Number 787003-3— 
Bulk (quantity 200) 


Material and Finish 
Stainless steel 


To crimp and assemble backshell kits over the plastic 


housings, use the following: 


ANF 


M2 x .016 
[0.40] 


Designed for Use with 
044 + .003 [1.12 + 0.08] Thick Panel 


Description Part Number Instruction Sheet 
Arbor Press 91085-2 408-7777 
122842-1 for 50-Position 
Die Set 122842-2 for 68-Position 408-4040 
122842-3 for 36-Position 
Standard Cable Connectors = Manual Tooling 
Description Part Number Instruction Sheet 
Mini Manual Arbor Frame Assy. 91295-1 408-9817 
Manual Arbor Frame Assy. 91085-2 408-7777 
Mass Termination Assy. 543580-1 408-4264 
Cutter Assembly 543610-1 408-4264 


Offset Cable Connectors 


Semiautomatic (Medium to High Volume) Tooling 


Description Part Number Customer Manual 
CHAMPOMATOR 
2.5 Machine 354786-7 409-5839 
Control Module 852423-1 (120 VAC) 409-5791 


Manual Tooling 


Description Part Number Instruction Sheet 
Mini Manual Arbor Frame Assy. 91295-1 408-9817 
Manual Arbor Frame Assy. 58024-1 408-6923 
Mass Termination Assy. 543630-1 408-4333 


Semiautomatic (Medium to High Volume) Tooling 


Description Part Number Customer Manual 
CHAMPOMATOR 
2.6 Machine 662300-1 409-5892 
Control Module 852423-4 (120 VAC) 409-5791 
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CHAMP Interconnection System ANI 


Engineering Notes 


a 
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CHAMP Interconnection System 


ANF 


CHAMP .050 Centerline Connectors (Series 1, VESA, Docking, SCSI, 
Blindmate, SCAII, Free Height, Series Il, Series III) 


CHAMP .050 Series Con- 
nectors meet the needs for 
high density .050 inch 
[1.27mm] contact center- 
lines required by constantly 
emerging miniaturized 
designs. These connectors 
allow the printed circuit 
board designer to maximize 
valuable PC board real 
estate without sacrificing 
interconnection capability. 


The trapezoidal, D-shaped 
mating face is a familiar 
industry standard, along 
with the ribbon, or leaf, con- 
tact design that is durable 
enough to withstand the 
rigors of repeated mating. 


Whether the application 
need is for board-to-board, 
or wire-to-board intercon- 
nections, the CHAMP .050 
Series connector family pro- 
vides a solution. 


Board-to-Board Connectors 


The Series I is an all-plastic 
connector system used for 
internal board-to-board 
interconnections. The Right 


Angle and Vertical connec- 
tors are available in both 
plug and receptacle gen- 
ders, which permits parallel, 
perpendicular, and in-line 
interconnection geometries. 
Receptacle connectors 
also serve as card edge 
connectors. Position sizes 
available range from 20 to 
200 positions. 


Series | connectors use a 
single spring fixed plug and 
compliant receptacle con- 
tact combination that is tol- 
erant of variations in mating 
depth. This tolerance allows 
the connectors to accom- 
modate printed circuit 
board warpage. 


In addition to the high den- 
sity and unique contact 
design, Series | connector’s 
options include a high tem- 
perature LCP plastic hous- 
ing material, polarization to 
PC board. 


Both connector configura- 
tions can provide parallel, 
perpendicular, and in-line 
interconnections. 


CHAMP .050 Series | 
Docking Connector is 
designed for use on new 
notebook type PCs. This 
product group has been 
developed to provide an 
improved ESD (Electrostatic 
Discharge) protection by 
means of shielding. Two 
versions are available, 
board-to-board connector 
and board-mount connector 
to mate with wiremount plug 
connectors. 


CHAMP .050 Series I, 
Blindmate Single 
Connector Attachment 
(SCA 2) is an 80-position 
configuration with integral 
blindmating capabilities. 

It is capable of carrying 
required SCSI data, control, 
power and auxiliary signals. 
Interconnections are simpli- 
fied by the SCA 2 connec- 
tor’s diverse architecture 
design that will support the 
requirements for narrow 
and wide SCSI operations. 


High Density Interconnection System 
CHAMP .050 Series Connector Family 


Board-to-Board 


025 & . 
r Fixed 
Ribbon Cable Stack HT 
Receptacle 


Std Temp 
Standard 
Series | 


High Temp 


Variable 
Stack HT 


Blindmate/ 
SCA-2 


Cable-to-Board 


Series II Series Ill 
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Flectronics 


CHAMP Interconnection System 


CHAMP .050 Centerline Connectors (Series 1, VESA, Docking, SCSI, 
Blindmate, SCAII, Free Height, Series Il, Series III) (Continued) 


The 40-position CHAMP 
.050 Series |, Blindmate 
Single Connector attach- 
ment (SCA 2) answers the 
industry’s need for one con- 
nector that is suitable for 
the direct attachment of 
Fibre Channel disk drives to 
backplanes and mother- 
boards. 


The CHAMP .050 Series, 
SCA 2 connector in a 40- 
position configuration has 
been designed for serial 
transfer Fibre Channel 
devices, and carries all 
signals as required by the 
Fibre Channel Physical 
Interface and the Fibre 
Channel Arbitrated Loop 
Standards. In addition, all 
required power and auxil- 
iary signals are carried by 
the same single attachment 
connector. 


Designed and manufac- 
tured with the Disk Drive 
Industry’s quality require- 
ments as the driving moti- 
vation, the 40-position SCA 
2 connector features the 
industry accepted polarized 
“D” connector interface. 
Features include housings 
made of UL 94V-0 rated IR 
reflow process compatible 
high temperature material, 
gold-over-nickel plated 
ribbon style contacts, 
Advanced Ground Contacts 
(AGC) with integral metal 
hold-down, and complete 
power sequencing capabili- 
ties. In addition to these 
features, the CHAMP Series 
|, Blindmate SCA 2 connec- 
tor is fully compatible with 
existing CHAMP .050 Series 
| connectors. 


Blindmate SCA 2 connec- 
tors are the interface for 3.5 
Fibre Channel disk drives 


and will permit direct drive 
attachment to backplane 
arrays, which can eliminate 
costly cable assemblies 
and adapter boards while 
improving system reliability. 


The CHAMP .050 Series, 
SCA 2 Connector in a 20- 
position configuration has 
been designated the inter- 
face for the Gigabit 
Interface Converter specifi- 
cation. A straddle-mount 
plug is used on the GBIC, 
a vertical receptacle is 
available for direct attach- 
ment to a backplane and a 
right angle receptacle is 
available for adapter card 
applications. 


For additional information 
on this new technology, 
contact Tyco Electronics. 


The FH, or Free Height, 
connectors are also an all- 
plastic connector system 
for internal board-to-board 
interconnections with a sin- 
gle spring leaf contact 
design. These connectors 
may be considered as an 
alternative to the Series | 
product line, with the added 
feature of variable stacking 
heights. The vertical recep- 
tacle is available in various 
housing profiles to permit 
board stacking heights from 
.315 inch [8.0mm] to .709 
inch [18.0mm] in .040 inch 
[1.0mm] increments. 


Position sizes available 
range from 40 to 180 posi- 
tions in both plug and 
receptacle for right angle 
and vertical configurations. 
A feature unique to the FH 
system is the closed bottom 
in the housing, which fur- 
ther inhibits contact con- 
tamination from flux and 
solder during processing. 


Wire-to-Board Connectors 


The Series Il is a shielded 
/O connector system for 
wire-to-board connections 
offering maximum EMI pro- 
tection. The series includes 
right angle and vertical 
printed circuit board recep- 
tacles and cable plug con- 
nectors. The right angle 
board connectors are avail- 
able with retention board 
locks and a stamped metal 
shield. The vertical connec- 
tors incorporate a die cast 
metal shield. Selected sizes 
are available in high tem- 
perature housing material. 


The cable plug connectors 
use insulation displacement 
contacts for fast, accurate 
termination of 28 AWG 
[0.008 mm2] stranded, dis- 
crete wire, jacketed cable. 
The cable plug offers a 
stamped metal backshell 
with a 180° exit for ESD 
(Electrostatic Discharge) 
protection. A plastic enclo- 
sure fits over the backshell 
to provide an aesthetically 
pleasing appearance. A 
“squeeze-to-release latch” 
captivation mechanism is 
used on the cable plug. 

A wide range of position 


offerings of 14 to 100 are 
available. 


General Product Facts 


mw High density .050 [1.27] 
contact centerlines 


uw Leaf contacts accommodate 
minor mating misalignment 

w D-shaped polarized mating 
face 


a Variety of application tool- 
ing available to meet a wide 
range of production volumes 


EEE eee nnn 9/99'9'9—9'_'/,:«! hm 2800000 


Catalog 1-1773441-4 
Issued 10-05 


www.tycoelectronics.com 


Dimensions are in inches and 
millimeters unless otherwise 

specified. Values in brackets 

are metric equivalents. 


to change. 


Dimensions are shown for 
reference purposes only. 
Specifications subject 


USA: 1-800-522-6752 
Canada: 1-905-470-4425 
Mexico: 01-800-733-8926 


C. America: 52-55-5-729-0425 


South America: 55-11-3611-1514 
Hong Kong: 852-2735-1628 
Japan: 81-44-844-8013 

UK: 44-141-810-8967 


tyco 
Electronics 


Series | Connectors for 
Internal Applications 


w All-plastic PC board 
mounting 


w Vertical and right angle 
plugs and receptacles 


w Parallel, perpendicular, and 
in-line interconnections 


m Single-spring contact design 
for high tolerance to mating 
depth variations 


w Receptacle connectors will 
mate with .062 [1.57] 
printed circuit boards to 
allow service as card edge 
connectors 


w 20 through 200 selected 
positions 


mw Recognized under the 
Component Program of 


Underwriters Al 


Laboratories Inc., 
File No. E-28476 


= Certified by Canadian 


Standards q 
Association © 
File No. LR 7189 

mw Produced under a quality 
management system 
certified to ISO 9001 


CHAMP Interconnection System 


CHAMP .050 Series | Connectors, Printed Circuit Board Connectors 


Performance Specifications 


Operating Temperature Range — 
—55°C to +85°C for standard 
-55°C to +105°C for high temperature 


Current Rating — 1 ampere max. 
Voltage Rating — 250 VAC max. 


Termination Resistance — 
35 milliohms maximum initial 


Insulation Resistance — 
1,000 megohms minimum initial 


Mating Force — 90 grams per 
contact maximum 


Rated Cycle Life — 500 cycles 


Technical Documents 


Product Specification — 
108-5290 — Standard temperature 
108-1367 — High temperature 


Application Specification — 
114-6045 


Instruction Sheet — 
411-5499 


CHAMP .050 Series Con- 
nectors meet the needs for 
high density .050 inch 
[1.27mm] contact center- 
lines required by constantly 
emerging miniaturized 
designs. These connectors 
allow the printed circuit 
board designer to maximize 
valuable PC board real 
estate without sacrificing 
interconnection capability. 


The trapezoidal, D-shaped 
mating face is a familiar 
industry standard, along 
with the ribbon, or leaf, con- 
tact design that is durable 
enough to withstand the 
rigors of repeated mating. 


Whether the application 
need is for board-to-board, 
or wire-to-board intercon- 
nections, the CHAMP .050 
Series connector family pro- 
vides a solution. 


Board-to-Board Connectors 


The Series | is an all-plastic 
connector system used for 
internal board-to-board 
interconnections. The Right 


Angle and Vertical connec- 
tors are available in both 
plug and receptacle gen- 
ders, which permits parallel, 
perpendicular, and in-line 
interconnection geometries. 
Receptacle connectors 
also serve as card edge 
connectors. Position sizes 
available range from 20 to 
200 positions. 


Series | connectors use a 
single spring fixed plug and 
compliant receptacle con- 
tact combination that is tol- 
erant of variations in mating 
depth. This tolerance allows 
the connectors to accom- 
modate printed circuit 
board warpage. 


In addition to the high den- 
sity and unique contact 
design, Series | connector’s 
options include a high tem- 
perature LCP plastic hous- 
ing material, polarization to 
PC board. 


Both connector configura- 
tions can provide parallel, 
perpendicular, and in-line 
interconnections. 
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tyco ANIP 


CHAMP Interconnection System 


Electronics CHAMP .050 Series | Connectors, Printed Circuit Board Connectors (Continued) 
. 122 +.012 aaa 
osition 
Right Angle Plugs eee Position 2 
-693 a Position 3 
; . —— [17.61] —>|| F 7 "| 
Materials and Finish | Max. i | 
Housing and Tine Plate — Glass 2 “) 301 
filled nylon, rated 94V-0, black forstan- = |] LL DN pc ss a ae ree 
dard. LCP, rated 94V-0, black for High 7 7 : 
Temp. = + WOUUUDUOUU UU NOTH UOT OUT f 
_ " 114 
Contacts — Phosphor bronze selec (2.90) ‘ais Last Position ee 
ively plated with minimum of .000030 Max. — [0.32] 
0.00076} gold in mating area and tin- an Re. oF B |g pies 
ead in solder tail area. [4.14] > 2.075.008 5 
Retention Leg (Board Lock) — Typ. [1.9052 0.20] ¥P: ee 
Brass, tin-lead plated. Last Position poeeaie, P| Re 
Performance Specifications — 
Page 19 Last Position 
PC Board Accommodation — 
031 [0.79] to .063 [1.60] nominal Hin EER oa ee re 
hickness 2 eee oe 
Mating Receptacle Connectors — $oee eee ee oe eo oe ee oe 
Right Angle— Page 21 o a a a a a again a oa oo a oa a a oa a a oo Qa yal : 
Vertical — Page 24 146 £.010 Position 3 — Peat iur 
Ribbon Cable—Page 26 [3.70+0.25] c >| Toston 
Mating Configurations — Page 28 7 
050 Position 1— 
102 ™ = [1.27] Position 2 075 
Last Position [2.59] : Position 3 [1.905] 
ia. Typ Ee eet te oe et Nee Typ. 
“wr : 
rire > > rrr Ra a 
$64. $-6-6-$ > oid t 
ees > >>> > o> > 6-6 > = ae 
eps he Stet [6.60] 
Cp ee a ee ee eee ee te Max. 
For 20, 40, 60, 68 Last -039+.002 
5 a Pe +£0.05 
80, 100, 120, 140, Position ene 
160 and 200 nena 
Positions Only Recommended PC Board Layout 
Component Side 
For 30, 50 and 130 Positions Only 
Pos Dimensions Part Number Part Number 
. A B Cc High Temp. Standard Temp. 
891 450 741 
ai 22.63 11.43 18.82 aide a a 
1.141 .700 991 
30 28.98 17.78 25.17 N/A Beene 
1.391 .950 1.244 
40 35.33 3413 31.52 557100-5 5-175472-5 
1.644 1.200 1.491 
50 A168 30.48 37.87 557100-9 5-175472-6 
1.891 1.450 1.741 : 
60 48.03 36.83 44.99 1-557100-3 3-175472-7 
2.091 1.650 1.941 
68 53.14 4191 49.30 1-557100-7 5-175472-8 
2.391 1.950 2.241 
80 60.73 49.53 56.92 2-557100-1 5-175472-9 
2.891 2.450 2.741 
100 73.43 4D 23 60.62 2-557100-5 6-175472-0 
3.391 2.950 3.241 
120 36.13 74.93 30.92 2-557100-9 6-175472-1 
3.641 3.200 3.491 
130 92.48 81.28 88.67 By Piece 
3.891 3.450 3.741 
120 98.83 87.63 95.02 4-557100-9 MIA 
4.391 3.950 4.241 
10 111.53 100.33 107.72 3-557100-71 N/A 
5.391 4.950 5.241 
_ 136.93 125.73 133.12 polis Apecatl Ne 


*Plating — .000020 [0.00050] Minimum Gold. 
1 Contact Tyco Electronics for ROHS Part Number information. 
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tyco 
Electronics 


Right Angle Receptacles 


Materials and Finish 


Housing and Tine Plate —Glass 
filled nylon, rated 94-0, black for stan- 
dard. LCP, rated 94V-0, black for High 
Temp. 
Contacts — Phosphor bronze selec- 
ively plated with minimum of .000030 
.00076] gold in mating area and tin- 
ead in solder tail area. 

Retention Leg (Board Lock) — 
Brass, tin-lead plated. 

Performance Specifications — 
Page 19 

PC Board Accommodation — .031 
0.79] to .063 [1.60] nominal thickness 
Mating Plug Connectors — 

Right Angle— Page 20 

Vertical — Page 22 

Mating Configurations — Page 28 


ANF 


CHAMP Interconnection System 


CHAMP .050 Series | Connectors, Printed Circuit Board Connectors (Continued) 


Position 1 687 
Position 2 ae -204 
Position 3 [7.50] [5.20] 


255 mn “ [17.46] "| 
[6.50] nee 


Ly 


eaten (aa .050 a7 : oe rl |__.15s 
a [1.27] 3 [3.70] "| / [2.70] [3.94] 
6 | 
A 
D 


-220 
[5.60] 


Position 2 — Hoo o ooo oo eo oe ++ me Last 
Po eee oe eee oo osition 
sas ae a 050 Position 
osition [1.27] 
— Position 1 .050 
ae. Position 2 [1.27] 
Dia. Typ Position 3 Typ. 
ee 
> 6 > > > > > O16 
SHOGEG GOGH OH 
.039+.002 -100 For 20, 40, 60, 68, 
[1,000.05] [2.54] =~ Position 80, 100, 120, 140, 
Dia. Typ. Typ. 160 and 200 
ld B itt Positions Only 
Cc 


Recommended PC Board Layout 
Component Side 
For 30, 50 and 130 Positions Only 


ay Dimensions Part Number Part Number 

A B Cc D High Temp. Standard Temp. 
20 38.69 it’ i883 (3.38 aii olla 
= 38.98 inns 3518 i968 ne pre 
oh ROBE arson aroaras 
: i a a i ee 
oR wa sarees 
oT sssionr arses 
ee ee ce 
Ce ee ee ce 
ogo SSOE SC ssriova | wvrouran 
Ce ee ee WA waaToarac 
wo MRSS ERE sors 
2 i153 6033 10773 10221 per re a 


*Part Number without board locks is available — Contact Tyco Electronics at the numbers listed below. 
*“Plating — .000008 [0.00020] Minimum Gold. 
*“Plating — .000020 [0.00050] Minimum Gold. 
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Vertical Plugs 


Materials and Finish 


Housing — Glass filled nylon, rated 
94-0, black for standard. LCP, rated 
94V-0, black for High Temp. 
Contacts — Phosphor bronze selec- 
ively plated with minimum of .000030 
0.00076] gold in mating area and tin- 
ead in solder tail area. 

Retention Leg (Board Lock) — 
Brass, tin-lead plated. 

Performance Specifications — 
Page 19 

PC Board Accommodation — .031 
0.79] to .063 [1.60] nominal thickness 
Mating Receptacles — 

Right Angle—Page 21 

Vertical — Page 24 

Ribbon Cable— Page 26 

Mating Configurations — Page 28 
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CHAMP Interconnection System 


CHAMP .050 Series | Connectors, Printed Circuit Board Connectors (Continued) 


Last Position 


B 
Position 1 
Position 2 


Position 3 


__y 
2.80 
[7.10] 
Max. 
le .050 
[1.27] 
D 
A 
-166 
[4.22] 
Max. 
.391 
[9.92] ft 
Max. 
4 i 
4.224.012 - 
Standard n | i 
[3.10+0.30] i Les 18 K 
.106+.010 High T a [4.99] * 116 
[2.694025] "gn Femp. [2.94] 
Cc Max. 
| Retention Leg 
2 Plies. 
Di i Part Number 
Pos. — Keying Post2 Standard Temp. 
A B c D Es w/o Post! 
947 776 843 450 
20 2405 1973 21.41 11.43 5-557102-4 sl eSaT ood 
1.197. 1.028 ~+1.093 700 : 
30 30.40 2612 2776 17.78 — N/A 0-175473-34 
1447. «1.278 ~~—«*1.343 "950 5 
oo 36.75 3247 34.11 24.13 = 5-557102-5 0-175473-54 
1.697. +1528 «+1593 1.200 
50 43.10 3882 4046 30.48 = 5-557102-94 5-175473-6 
1.947. (1.778 +41.843. ~+~+41.450 
60 49.45 45417 46.81 36.83 a 1-557102-3 5-175473-7 
2.147. 1.978 2.043 41.650 S 
68 54.53 50.25 51.89 41.91 = 1-557102-7 3-175473-8 
2.447 2.278 2.343 41.950 ca 
80 62.15 5787 59.51 49.53 a 2-557102-1 5-175473-9 
2.947. 2.778 2.843 2.450 
100 7485 7057 72.21 62.23 — 2-557102-5 6-175473-0 
3.447. 3.278 3.343 42.950 1.671 7 
120 8755 8327 8491 74.93 42.44 2-557102-9 115813 
3.697. 3.528 3.503. 3.200. 41.795 
130 93.90 89.62 91.26 81.28 45.59 3-557102-3 G17947372 
4447. 4.278 4343. 3.950. 2.171 
160 11295 108.67 110.31 10033 55.14 3-557102-7 N/A 
4.947. 4843. 44.450. 4.778 
180 125.65 123.01 113.03 121.37 _ 5-557102-3 N/A 


1 End Board Locks. 
2 End Board Locks and Keying Post. (See PC Board Layout Page 8). 
3 End and Center Board Locks and Keying Post. 
4 Contact Tyco Electronics for ROHS Part Number information. 
*Plating — .000008 [.00020] Minimum Gold. 
*“Plating — .000020 [.00050] Minimum Gold. 
*Part Number without board locks is available — Contact Tyco Electronics at the numbers listed below. 
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Electronics CHAMP .050 Series | Connectors, Printed Circuit Board Connectors (Continued) 
Vertical Plug 
Recommended 
PC Board Layout 
Standard Base Part Numbers 
175473 and 557170 
.031 
[0.79] 
Dia. Typ. 102 
Last Position Position 1 — [2.59] 
i Position 2 Dia. Typ. 
Position 3 ~ 
AS = TI) 
OOO 6 OOOO e 075 
ON itt ttt MES 
t t 
\" $eooeeo oo a 4 
SS. SS SS SS SS Ss 
y | “050, 2——O” 
For 20, 40, 60, 68, 7 >| |< [1.27] 
80, 100, 120, 140, Last Position Typ. 
160 and 200 B D ‘] 
Positions Only le c > 
Component Side 
For 30, 50 and 130 Positions Only 
Keying Post Base Part Number 557102 
Last Position 
Position 1 — 
‘ os se lr 
a Sy 
gos — ace SS aciey .087 
Typ. $66 > > 01 rte 
a! setttetetet COS // on 
i Wrereee eee eee ee! Oy i 
(i 102 
For 50 and 130 .050 [2.59] 
Positions Only >| |x [1.21] Typ. 
Last Position I~ yy: D gl ciple Lege ae 
~< GC >| 


For 40, 60, 68, 80, 100, 120, 140, 
160 and 200 Positions Only 
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tyco 
Electronics 


Vertical Receptacles 


Materials and Finish 
Housing — Glass filled nylon, rated 
94V-0, black for standard. PPA, rated 
94V-0 for High Temp. 

Contacts — Phosphor bronze selec- 
ively plated with minimum of .000030 
0.00076] gold in mating area and tin- 
ead in solder tail area. 

Retention Leg (Board Lock) — 
Brass, tin-lead plated. 

Performance Specifications — 
Page 19 

PC Board Accommodation — .031 
0.79] to .063 [1.60] nominal thickness 
Mating Plug Connectors — 

Right Angle— Page 20 

Vertical — Page 22 

Mating Configurations — Page 28 


ANF 


CHAMP Interconnection System 


CHAMP .050 Series | Connectors, Printed Circuit Board Connectors (Continued) 


Position 1 
Position 2 
Position 3 


7.10] 


114 
.394 [2.90] 
[10.00] I Max. 
122 4.012 ‘2 ‘ 4 
fan0 020 : a 
Standard eae 
.100 + .010 he 128 Max. 
[2.54+ 0.25] {4.99} 
High Temp. D 
-2204.010 
[5.60#0.25] 2 


Req. for 


.073+.010 
= 
41.85+0.25] -203 
0.03] 
ER, 2 ¢3—— | (5.15) 


Polarization Post 
= 
¥ 
.197+.008 
{5.00+0.20] — im 
Typ. 
; napuod Retention Leg 
Pin 1 |<< 14,2720.10] Typ. 2 Pies. 
Recommended PC Board Layout 
for Card-edge Applications 
Di i Part Number 
Pos. —— Keying Post2. w/o Post! Standard Temp. 
A B Cc D E F3 w/o Post! 
047. -.668.+~«524.-~=«B3~SCO A j 
20° 34.05 1697 1333 2141 1143 — N/A N/A 3-175475-1 
1.197.918 .770 1.093.700 
3030.40 23.32 1958 27.76 17.78 — = N/A 5-175475-3 
1.447 1.168 .985 1.343 .950 
40 36.75 29.67 25.03 34.11 2413 — 557103-5 N/A 5-175475-5 
1.697. 1.418 1.274. 1.593 1.200 
50 43.10 36.02 32.38 40.46 3048 — 557108-9  786925-94 = 5-175475-6 
1.947 1.668 1.524 1.843 1.450 
60 49.45 42.37 38.73 46.81 3683 — 1-557103-3 = 5-175475-7 
2.147 1.868 1.724 2.043 1.650 
Go: cies ue ae) Sten ay, = 1-557103-7 1-786925-74 —_5-175475-8 
2.447 2.168 2.024 2.343 1.950 ; 
OG. “fae: eee San saa denn, = 2-557103-1 -2-786925-14 —_5-175475-9 
2.947 2.668 2.131 2.843 2.450 ‘ 
100 74.85 «667.77. 54.13 72.21 6223 — 2-557103-5 N/A 6-175475-0 
3.447 3.418 3.024 3.343 2.950 1.671 
120 87.55 86.82 76.83 84.91 74.93 42.44 2557103-9 N/A GN75475-1 
3.697 3.406 3.274 3.503 3.200 1.796 
180 93.90 86.52 83.18 91.26 81.28 45.59 — 3-786925-34 —6-175475-2 
3.947 3.668 3.524 3.843 3.450 1.922 
140 400.25 93.17 89.51 97.61 87.63 48.82 — N/A N/A 
4.447 4.160 4.024 4343 3.950 2.171 
160 442.95 105.87 102.21 110.31 100.33 55.14 3-557103-7 N/A N/A 
5.447 5.168 5.024 5.343 4.950 2.671 
200 438.35 131.27 127.61 135.71 125.73 67.84 4-557103-1 N/A N/A 


1 End Board Locks. 

2 End Board Locks and Keying Post. 

3 End and Center Board Locks and Keying Post. (See PC Board Layout Page 10). 

4 Contact Tyco Electronics for ROHS Part Number information. 

“Part Numbers without board locks are available — Contact Tyco Electronics at the numbers listed below. 
*“Plating — .000020 [.00050] Minimum Gold. 
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Vertical Receptacle 
Recommended 
PC Board Layout 


Standard 


Keying Post 


CHAMP Interconnection System ANF 


CHAMP .050 Series | Connectors, Printed Circuit Board Connectors (Continued) 


Base Part Numbers 


175475 and 786925 
— Position 1 0.31 -102 
‘osition [2.59] 
“- ae 3 ae Dia. Typ. 
( => = SS SES SES ES SS 
$¢eeeedoees // 075 
[1.905] 
Or Pe8. Po obo ob 0 6 A/D 1 typ. 
\\+ ooo oo 5a] n 
.050 
Brel te) apt 20,60, 
I~ E __»| 160 and 200 
ne D >| Positions Only 


Component Side 
For 30, 50 and 130 Positions Only 


Base Part Number 557103 


— Position 1 .039 102 
Position 2 [1.00] [2.59] Last Position 
Position 3 Va Typ. / 
re i im — —._ Zz —[—— 
. eotoeeoogeogeo // 
| | oS OHHH SHOCOSHO OS es 
At eee 
ee 1G RRA ReIRRS Yi 
06 if (I(T SES a SS SS 
[1.905] >| |< _.050 
oP yp. | non 
Hole for —~ is E >| 7 
Keying Post 106 Last Position 
~) © [2.69] 
I< D >| 


Component Side 
For 40, 60, 68, 80, 100, 
120, 140, 160 and 200 

Positions Only 
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tyco 
Electronics 


Receptacle Assembly for 
.025 [0.64] Ribbon Cable 


Materials and Finish 
Housing and Stuffer—94V-0 rated 
LCP, black 


Contacts — Phosphor bronze, plated 
.000030 [0.00076] min. gold in mating 
area, .000150 [0.00381] min. tin-lead 
on terminating end, all over .000050 
[0.00127] min. nickel 


Performance Specifications — 
Page 19 


Mating Plug Connectors — 

Right Angle— Page 20 
Vertical — Page 22 

Mating Configurations — Page 28 
Packaging — Tubes 

Application Tooling — Page 27 
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CHAMP Interconnection System 


CHAMP .050 Series | Connectors, Printed Circuit Board Connectors (Continued) 


Wa Stuffer 


601 
[15.27] 


+ 006 
[+0.15] 


Terminated 


Polarization Post 


Last Position 


Position 1 Row 1 


Last Position 


Position 2 


-2204.010 
[5.60+0.25] 
Req. for 
Polarization Post 


WF 


0734010 


-———»:sa8] —— ee oa 
FELON UUTUUE TUT UUE TUTE \e 


.197%.008 i 
{5.00+0.20] — ia 
Typ. | | m im pee 
ji .050+.004 ‘a 57+ 0.15] 
Pin 1 <— [2740.10] Typ. 
Recommended PC Board Layout 
for Card-edge Applications 
No. of Dimensions Part Numbers with 
Positions A B Cc D Polarization Post 
1.447 1.025 1.168 1.012 
40 36.75 26.03 29.67 25.70 1-557089-6 
1.697 1.275 1.418 1.267 
= 43.10 32.38 36.02 32.18 ictal 
2.147 1.725 1.868 1.717 
sa 54.53 43.81 47.25 43.61 pene 
2.447 2.025 2.168 2.017 
a 62.15 51.43 55.07 51.23 Leacekciaelb 
2.947 2.525 2.668 2.517 
10 74.85 64.13 67.77 63.93 oe 
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South America: 55-11-3611-1514 
Hong Kong: 852-2735-1628 
Japan: 81-44-844-8013 

UK: 44-141-810-8967 


Dimensions are shown for 
reference purposes only. 
Specifications subject 

to change. 
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Application Tooling 
(.025 Centerline Ribbon 
Cable Receptacle) 


Pneumatic Auto-Cycle Unit 
Part Number 91112-3 


This tool, equipped with 
AMP Connector-Specific 
Kit Part Number 679177-1, 
and used with Base 
Assembly Universal Arbor 
Tool Part Number 768338- 
2, terminates CHAMP .050 
Series | connectors to .025 
[0.64] centerline ribbon 
cable. 


Manual Arbor Tool 
Part Number 91085-2 


This Manual Arbor Tool is 
ideal for small to medium 
size runs, while the 
Pneumatic Auto-Cycle Unit 
satisfies most needs for 
medium to large runs. Both 
machines offer quality termi- 
nation and minimum waste. 


For additional information 
on CHAMP .050 Series | 
application tooling call 
Tyco Electronics at the 
numbers listed below. 


CHAMP Interconnection System 


CHAMP .050 Series | Connectors, Printed Circuit Board Connectors (Continued) 


a RN 
ESSE... SSS SSS SS Sy 
Catalog 1-1773441-4 Dimensions are in inches and Dimensions are shown for 
Issued 10-05 millimeters unless otherwise reference purposes only. 

specified. Values in brackets Specifications subject 
www.tycoelectronics.com are metric equivalents. to change. 


USA: 1-800-522-6752 
Canada: 1-905-470-4425 
Mexico: 01-800-733-8926 

C. America: 52-55-5-729-0425 


South America: 55-11-3611-1514 
Hong Kong: 852-2735-1628 
Japan: 81-44-844-8013 

UK: 44-141-810-8967 
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tyco CHAMP Interconnection System ANI 


Electronics CHAMP .050 Series | Connectors, Printed Circuit Board Connectors (continued) 
Mating Configurations = 1.118 pet. " 


[28.40] 


In-Line Mating 


Perpendicular Mating a [Boel Pet. a 


Perpendicular Mating es aaa Ref, ———______» 


| | —— 
if Db 
-301 x x 283 
7.65] Max. [7 RSX S NY 1 [7.19] Max 
| Ss ' [ ZZ Z | 
iv] uv 


543 
173 7g] Ret. ——>| 


Right-Angle Plug Vertical Receptacle 


Parallel Mating Vertical Plug 


ry 
519 
113.18] Pet 
Y 
Vertical Receptacle 
Catalog 1-1773441-4 Dimensions are in inches and Dimensions are shown for — USA: 1-800-522-6752 South America: 55-11-3611-1514 
Issued 10-05 millimeters unless otherwise reference purposes only. Canada: 1-905-470-4425 Hong Kong: 852-2735-1628 
specified. Values in brackets Specifications subject Mexico: 01-800-733-8926 Japan: 81-44-844-8013 


www.tycoelectronics.com are metric equivalents. to change. C. America: 52-55-5-729-0425 UK: 44-141-810-8967 
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Product Facts 


w Contacts on .050 [1.27] 
centerlines 


m Single leaf contact design 
provides low mating force 


w 4-row high density contact 
arrangement 


mw Low profile, only .374 
[9.50] high 


m Choice of .000008 (0.00020) 
min. or .000030 [0.00076] 
min. selective gold plated 
in mating area; tin-lead 
plated on solder end, all 
over nickel underplating 


w Designed for blind mating 
mw ESD protection 


m Housings made of high 
temperature LCP material, 
SMT compatible 


w Choice of right angle or 
vertical mount headers 


w Available in 160 and 200 
positions, right angle 
receptacle and plug 
assemblies, and 
200-position, vertical 
mount plug assemblies 

w Boardlocks provide stability 
prior to soldering 

mw Produced under a Quality 
Management System 
certified to ISO 9001 


A copy of the certificate is 
available upon request 


Need more information? 


Call Technical Support at 

the numbers listed below. 

Technical Support is staffed 

with specialists well versed 

in all Tyco Electronics 

products. They can provide 

you with: 

a Technical Support 

a Catalogs 

a Technical Documents 

a Product Samples 

a Tyco Electronics 
Authorized Distributor 
Locations 
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South America: 55-11-3611-1514 
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Issued 10-05 
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Dimensions are in inches and 
millimeters unless otherwise 

specified. Values in brackets 

are metric equivalents. 


CHAMP Interconnection System 


CHAMP .050 Series, Low Profile Docking Connectors 


Box-to-Box Applications 


The CHAMP .050 Series, 
low profile connectors pro- 
vide a shielded |/O system 
for box-to-box interconnec- 
tion. These headers offer 
four-row contact configura- 
tion, minimizing total PC 
board real estate require- 
ments, coupled with a low 
profile, only .374 [9.50] 
high. In addition, they are 
designed to facilitate blind 
mating. CHAMP .050 Series 
connectors use the industry 
recognized and accepted 
ribbon leaf contact design 
to provide low mating force. 


The subminiature D type 
interface affords positive 
polarization to assure 
proper mating. Housings 
made of high temperature 
LCP are compatible with IR 
reflow and other surface 
mount soldering techniques. 
These right angle plugs and 
receptacles, and vertical 
mount plugs offer both per- 
pendicular and horizontal 
dock-to-dock mating. 


to change. 


Dimensions are shown for 
reference purposes only. 
Specifications subject 


CHAMP .050 Series | 
Docking Connector is 
designed for use on new 
notebook type PCs. This 
product group has been 
developed to provide an 
improved ESD (Electrostatic 
Discharge) protection by 
means of shielding. Two 
versions are available, 
board-to-board connector 
and board-mount connector 
to mate with wiremount plug 
connectors. 


USA: 1-800-522-6752 
Canada: 1-905-470-4425 
Mexico: 01-800-733-8926 


C. America: 52-55-5-729-0425 


Technical Documents 


Product Specification 
108-5386 


Electrical Characteristics 
Termination Resistance — 

50 milliohms, max. (initial) 

25 milliohms, max. increasing (final) 


Dielectric Withstanding Voltage — 
500V AC 


Insulation Resistance — 
100 megohms, min. 


Current Rating — 0.5 amp per contact 
Voltage Rating — 250V AC 


Soldering Heat Resistance — 
260°C +5°C for 10 seconds 


Temperature Rating — 
-55°C to +85°C 


Electrical Modeling — 
Available Upon Request 


Mechanical Characteristics 


Mating Force 

Insertion — 90g max. per contact 
Extraction — 15g max. per contact 
Durability — 5000 cycles 


Hong Kong: 852-2735-1628 
Japan: 81-44-844-8013 
UK: 44-141-810-8967 
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CHAMP Interconnection System 


ANF 


Electronics CHAMP .050 


.050 [1.27] Thru-Hole 
CHAMP Connectors 


Material and Finish 
Housing — Liquid Crystal Polymer 


Contacts — Copper alloy, plated gold 
in contact area; tin-lead in solder area; 


Series | Low Profile Docking Connectors 


160 Position, Right Angle Receptacles with Retention Legs 


all over nickel underplate 
Tine Plate — Liquid Crystal Polymer 


Shell — Steel, plated nickel 


Retention Leg — Brass, plated tin-lead 


Guide Socket/Pin — Brass, plated 


nickel 


Ground Plate — Stainless steel 
.098 + .012 110 + .012 
[2.50 + 0.30] A [2.80 + 0.30] 
| [1.27] 
I< E >| Retention Leg 
x B >| 
069 + .001 Position No. 1 
132 = [1.74 $0.03 + .004 -110 + .002 
[3.35] 2 Ples. O02 meet [2.80 + 0.05] .140 + .002 
Max. Va [0.55 * 999] 2 Ples. [3.556 + 0.05] 
| 
——," 
i 
} .276 | |__ .236 { 
[7.00] © |, 1.083 [6.00] .033 
.070 + .002 [27.50] [0.85] 
[1.778 + 0.05] 050%.002 » 4 +.002 
ean aie : (1.27 +£0.05] *"= "t+ 0.05) 
7.1 12+0.05]) !| L -050 + .002 
lL. [1.27 #0:08] + 002 | 
+.004 [£0.05] 
i B e010] “ 
Recommended PC Board Mounting Dimensions 
(Component Side) 
Au No. of Dimensions 
Part Number Thickness Positions n A B Cc D E 
.000008 2.450 3.122 2.758 3.437 2.604 
cit 0.00020 aig 49° 6223 = 79.30 += 70.05 ~—S 87.30 ~—« 66.13 


30) cm 


Dimensions are in inches and 
millimeters unless otherwise 

specified. Values in brackets 

are metric equivalents. 
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.050 [1.27] Thru-Hole 
CHAMP Connectors 
(Continued) 


South America: 55-11-3611-1514 
Hong Kong: 852-2735-1628 
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UK: 44-141-810-8967 
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are metric equivalents. 


CHAMP Interconnection System 


CHAMP .050 Series | Low Profile Docking Connectors (Continued) 


160 Position, Right Angle Plugs with Retention Legs 


ANF 


[. .915 
23.25] 
x D >| 
— Pin No. 1 
i= c > 274 ae 
>A . 6.95] | 
= h 
i .292 
098 + .012 .050 =A | Retention 449 +.012 — 
[2.50 + 0.30] | 050 (1.27) °" Leg [2.80 + 0.30] a ey a 
[1.27] , 
|. E s| 
l~ B >| 
.069 + .001 Pe 
hess Goa 110 +002 Position No. 1 
[3.35] 7 000 [2.80 + 0.05) 140 + .002 
[3.556 + 0.05] 
Hb Le] 
|__ -236 f 
[7.00] |__ 1.083 __| | [6.00] .033 
.070 eur [27.50] [0.85] 
ae 05] 050 +.002 | _ , +.002 
one an - [1.27 +0.05] *"' ~ "t+ 0.05) 
[7.112 £0.05]) |} L .050 + .002 
|. [1.27 + 0.05] +002 . 
+.004 [0.05] 
a [£0.10] =] 
Recommended PC Board Mounting Dimensions 
(Component Side) 
Au No. of Dimensions 
Part Number Thickness Positions n A B Cc D E 
.000008 2.450 3.122 2.748 3.437 2.604 
aS 0.00020 ag 49 6223 = 79.30 «69.80 ~—Ss 87.30 ~—s66.13 


USA: 1-800-522-6752 
Canada: 1-905-470-4425 
Mexico: 01-800-733-8926 

C. America: 52-55-5-729-0425 


Dimensions are shown for 
reference purposes only. 
Specifications subject 

to change. 
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.050 [1.27] Thru-Hole 
CHAMP Connectors 
(Continued) 


CHAMP Interconnection System 


ANF 


CHAMP .050 Series | Low Profile Docking Connectors (Continued) 


200 Position, Right Angle Receptacles 


A A Material and Finish 
eI - Housing and Tine Plate — 
5 — = 5 Polyester, natura 
LLL LL Contacts — Copper alloy, plated 
.000030 [0.00076] min. gold on mating 


area; .000100 [0.00254] min. tin-lead 
on solder area; all over .000050 
[0.00127] min. nickel underplate 
Shell — Carbon steel, plated nickel 
over copper 


ff 


(GUS UG ee La 


200 Position, Right Angle Plug 


G-Plate — Stainless steel 

Guide Socket — Brass, plated nickel 
over copper 

Retention Leg — Brass, plated tin-lead 
over nickel 


Material and Finish 


Housing and Tine Plate — 
Polyester, natura 


Contacts — Copper alloy, plated 
.000030 [0.00076] min. gold on mating 
area; .000100 [0.00254] min. tin-lead 


on solder area; all over .000050 


[0.00127] min. nickel underplate 


Shell — Carbon steel, plated nicke 
over copper 


G-Plate — Stainless steel 
Retention Leg — Brass, plated tin-lead 
over nickel 
a ay) 
oH 7 
Assy. Solder . : Mating 
Part Pos. Style Type Tail Alignment Beienuen Face Sequenced Pins Comments 

Number Length ] Hardware 

787855-1 200 Right Angle Plug .0039 [0.098] Yes Yes Guide Pin 1, 2,49, 50, 51, 52, 99, 100 

787855-2 200 Right Angle Plug .0049 [0.125] Yes Yes Guide Pin 1, 2,49, 50, 51, 52, 99, 100 

787885-1 200 Right Angle Plug .0053 [0.134] No Yes -110 Holes 1, 2, 49, 50, 51, 52, 99, 100 

787913-2 200 RightAngle Plug _—_.0039 [0.098] No Yes 110 Holes Ue yee Wee on 

1658240-1 200 RightAngle Plug _.0039 [0.098] No Yes 110 Holes De aes) qee ong eee cs 
787859-1 200 Vertical Plug .0057 [0.145] Yes Yes Guide Pin 1, 2, 4.9, 50, 51, 52, 99, 100 
787886-1 200 Vertical Plug .0057 [0.145] No Yes Guide Pin 1, 2, 49, 50, 51, 52, 99, 100 
F : : 101, 102, 149, 150, 
787887-1 200 Vertical Plug .0039 [0.098] No Yes Guide Pin 151, 152, 199, 200 
; 1, 2, 49, 50, 

788451-1 200 Vertical Plug .0057 [0.146] No Yes -110 Holes 51,52, 99, 100 

787851-1 200 RightAngle Receptacle .0039 [0.098] Yes Yes Guide Socket 152, 200 

787851-2 200 RightAngle Receptacle .0049 [0.125] Yes Yes Guide Socket 152, 200 

787882-1 200 Right Angle Receptacle .0039 [0.098] No Yes Guide Socket Te tee vad. bad 

1658203-1 200 Right Angle Receptacle .0039 [0.098] No Yes Guide Socket 152, 200 Ree he a 
787883-1 200 RightAngle Receptacle .0039 [0.098] No Yes Guide Socket 152, 200 
788450-1 200 Right Angle Receptacle .0039 [0.098] No Yes Special 101, 102, 149, 150, 


Catalog 1-1773441-4 
Issued 10-05 


www.tycoelectronics.com 


Dimensions are shown for 
reference purposes only. 
Specifications subject 

to change. 


USA: 1-800-522-6752 
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151, 152, 199, 200 


Om 


Dimensions are in inches and 
millimeters unless otherwise 

specified. Values in brackets 

are metric equivalents. 


South America: 55-11-3611-1514 
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tyco CHAMP Interconnection System ANI 


Electronics CHAMP .050 Series | Low Profile Docking Connectors (continued) 


Hardware — Guide Sockets 
Docking Connectors 


Material and Finish 
Brass, nickel plate 


[5.00] <———— Section A-A 


Dimensions 
Part Number n = E 5 - = 
lace a a ee a ae 
ira a ne? a a 
paras a a 
sara i 2 me 


1 Make from -2 
2 Thread locking material applied, except for thread tip area. (Equivalent LOCTITE DRI-LOC 202, 203) 


Guide Pin 
Part Number 177734-1 


Dimensions 
Part Number A B C D 
AM An (087 236 
177734-4 11.20 10.45 2.22 6.00 
"307 AN 087 236 
177734-2 7.80 10.45 2.29 6.00 
276 443 119 236 
177734-3 7.00 11.25 3.02 6.00 
“409 443 119 236 
1777 34-4 10.40 11.25 3.02 6.00 
220 An 087 181 
MTOR 5.60 10.45 2.29 4.60 
AM AN (087 236 
CALA SAA 11.20 10.45 2.29 6.00 
1 Make from -1 
2 Thread locking material applied, except for thread tip area. 
(Equivalent LOCTITE DRI-LOC 202, 203) 


LOCTITE DRI-LOC is a trademark of 
Loctite Corporation. 


Catalog 1-1773441-4 Dimensions are in inches and Dimensions are shown for — USA: 1-800-522-6752 South America: 55-11-3611-1514 
Issued 10-05 millimeters unless otherwise reference purposes only. Canada: 1-905-470-4425 Hong Kong: 852-2735-1628 
specified. Values in brackets Specifications subject Mexico: 01-800-733-8926 Japan: 81-44-844-8013 
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Product Facts 


m Single I/0 connector for 3.5 
SCSI Disk Drives 
mw Capable of carrying required 
SCSI data, control, power 
and auxiliary signals 
= Meets the requirements of 
SFF-8046 and SFF-8048 
Specifications & SFF-8451 
m Supports narrow and wide 
SCSI 
mw Transitions to Ultra SCSI: 
= 40 Megabyte/Sec 
w Designed for backplane 
applications: 
= Eliminates cable related 
problems 
= SCSI bus termination in 
backplane 
= No drive termination 
required 
w Integral blindmate capabili- 
ties with + 2mm misalign- 
ment tolerances 
w Receptacle has power 
sequencing capabilities with 
two level sequencing pattern 
mw Advanced Ground Contact 
(AGC) with integral metal 
hold-down 
= Completely backward 
compatible with CHAMP 
-050 Series | connectors 
w Disk drive connector options: 
a Straddle mount plug 
a Vertical plug with thru-hole 
leads 
= Surface mount plug 
mw Backplane Connector options: 
a Vertical receptacle with 
thru-hole leads 
a= Vertical receptacle with 
press-fit leads 
= Extended height vertical 
receptacle with thru-hole 
leads 
a Extended height vertical 
receptacle with press-fit 
leads 
= Extended height right 
angle receptacles with 
thru-hole leads 
w Durable phosphor bronze con- 
tacts, plated 0.00076 min. gold 
on the mating end, 0.00381 
min. tin-lead on the solder 
lead end, all over 0.00127 
min. nickel underplating 


Catalog 1-1773441-4 
Issued 10-05 


www.tycoelectronics.com 


Dimensions are in inches and 
millimeters unless otherwise 

specified. Values in brackets 

are metric equivalents. 


CHAMP Interconnection System 


CHAMP .050 Series | Blindmate, Single Connector Attachment (SCA 2) 


For SCSI Disk Drives 


The 80-position CHAMP 
.050 Series |, Blindmate 
Single Connector 
Attachment (SCA 2) answers 
the industry’s need for one 
connector that is suitable for 
the direct attachment of 
SCSI disk drives to back- 
planes and motherboards. 


The CHAMP SCA 2 connec- 
tor, in an 80-position config- 
uration, has been designed 
for 8-bit and 16-bit SCSI 
devices, and carries all 
required SCSI signals as 
defined by the SPI (SCSI-3 
Parallel Interface) proposed 
Standard. Featuring 
sequenced contacts, it is 
capable of carrying all the 
required SCSI data, control, 
power and auxiliary signals. 


Designed and manufactured 
with the Disk Drive Industry’s 
quality requirements as 

the driving motivation, the 
80-position SCA 2 connec- 
tor features the industry 
accepted polarized “D” 
interface. Housings are 
made of UL 94V-0 rated, IR 
reflow process compatible, 
high temperature material. 
The connector has gold- 
over-nickel plated ribbon- 
style contacts and 


to change. 


Dimensions are shown for 
reference purposes only. 
Specifications subject 


Advanced Ground Contacts 
(AGC) with integral metal 
hold-down. The receptacle 
has complete power 
sequencing capabilities. In 
addition to these features, 
the CHAMP Series 1, 
Blindmate SCA 2 connector 
is fully compatible with exist- 
ing CHAMP .050 Series | 
connectors. 


Blindmate SCA 2 connec- 
tors are the interface for 3.5 
SCSI disk drives and will 
permit direct drive attach- 
ment to backplane arrays, 
which can eliminate costly 
cable assemblies and 
adapter boards while 
improving system reliability. 


m Produced under a Quality 
Management System 
certified to ISO 9001 
A copy of the certificate is 
available upon request. 


mw Recognized under the 
Component Program of 
Underwriters 
Laboratories Inc., A 
File No. E-81956 


= Certified by Canadian 
Standards a 
Association @ 
File No. LR7189 


USA: 1-800-522-6752 
Canada: 1-905-470-4425 
Mexico: 01-800-733-8926 


C. America: 52-55-5-729-0425 


Performance Specifications 


Current rating — 1 amp max. 
Voltage rating — 250 VAC max. 
Durability —500 cycles 
Operating Temperature Range — 
-55°C to +105°C 

Mating Force — 110 grams/contact 
pair, max. 

Termination Resistance — 

35 millionms max. initial 

Insulation Resistance — 

1000 megohms min. initial 
Vibration Resistance — 

10-55-10 Hz for 2 hours 


Technical Documents 
Product Specification — 108-1548 


Application Specification — 
114-6061 


South America: 55-11-3611-1514 


Hong Kong: 852-2735-1628 
Japan: 81-44-844-8013 
UK: 44-141-810-8967 
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Receptacle Assembly, 


Vertical Mount 


Part Number 787311-1 
(with solder tines) & 


CHAMP Interconnection System 


ANF 


CHAMP .050 Series | Blindmate Receptacle Assemblies 


2.717 #012 | 
[69.00 + 0.30] 
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Standard retention legs ae 
F [3.18] 
UW L417 
[- [2.97] 
013 | 2 Ples. 
Retention Leg 2 Plcs. pas ey 
le [59.51] : 
2.717 £012 90 
276 Position go [69-90 959] Action a4 rey al [7.10] 
Material and Finish ee 
Housing —LCP, 94V-0 rated, black ; te 
Contacts — Phosphor bronze, plated 1.25 +0.10 [11.50] 2 Ples 
.000030 [0.00076] min. gold on mating Cris | 
end, .000150 [0.00381] min. tin-lead on (55.071 f 
solder end, both over .000050 [0.00127] | 
min nickel underplating oss | | — 
Retention Leg — Brass, plated % en =I we Typ. | [2-86] 2 Pies 
000150 [0.00381] min. tin-lead over Position 40 : - aa $0] 
000050 [0.00127] min. nickel essianied Position 41 eam | etd Part Number 787565-1 
Note: Connector will accommodate | Ame a tf 


nating PC board .063 [1.60] 


hick : Seoseeeeeoeseeoee OF GOO O 


Part Number 787565-1 


Recpt. Assembly — Vertical mount 102 031 NS 
and solder tines (with high-force [2.60] [0.80] 


SPOHSSCHOCOHSOEOSEDOE OEE 


Position 1 
j Dia. Dia. 
retention legs) apne ‘eab ES ae 
Part Number 787900-1 Recommended PC Board _ [1.27] [4.99] 


Mounting Dimensions 


Recpt. Assembly — Vertical mount (Component Side) 


(with press-fit tines and high-force 
retention legs) 


2.76 
| : l [7.00] 
Le ease 4.53 5 Pics 
[2.90 + 0.25] [9.85] [11.50] : 
Typ. | 
N { 
Retention _, 0.13 | 1.35 + 0.10 
Leg Typ. [0.30] 0.5 _,| |_ [0.64] [0.32] [3.43 0.25] 
2 Ples. Typ. [1.27] 2 Ples. 0.13 
Typ 0.32) ") | 4 
Typ. ~~! '[2.gg] 2 Ples 


Part Number 787900-1 


Catalog 1-1773441-4 Dimensions are in inches and Dimensions are shown for — USA: 1-800-522-6752 South America: 55-11-3611-1514 
Issued 10-05 millimeters unless otherwise reference purposes only. Canada: 1-905-470-4425 Hong Kong: 852-2735-1628 
specified. Values in brackets Specifications subject Mexico: 01-800-733-8926 Japan: 81-44-844-8013 
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tyco CHAMP Interconnection System ANI 


Electronics CHAMP .050 Series | Blindmate Receptacle Assemblies (Continued) 


Receptacle Assembly, Vertical 
Mount, Extended Height 


Press-Fit D 2.72 +.012 3 
[69.00 + 0.30} 


Position 80 Position 41 


Part Number 788395-1 
Press-Fit Contacts 


Position 40 Position 1 


2.17 + .005 
[55.07 +0.13] 


> of af | - a | 
" oN MAIL=? 689 
U | U U 
Material and Finish | a 


Housing —LCP, 94V-0 rated, black ! 
Contacts — Phosphor bronze, plated i 
Retention Leg 


a 


I 
| | rem .135 + .009 
Typ. 


.000030 [0.00076] min. gold on mating cone 
end, 000150 [0.00381] min. tin-lead on vp. Bae oe 
solder end, both over .000050 [0.00127] 
min nickel underplating 
Retention Leg — Brass, plated Per = ; _ 
.000150 [0.00381] min. tin-lead over r] . RS aS ser ae i 
.000050 [0.00127] min. nicke } a, sg Fa ee te eed oe ee 
# 9efoooc oa oO oo oO oC oO oC KCl OC OCC OCC 2 
Note: Connector will accommodate De MA ea BAe, F- \ 
mating PC board .063 [1.60] \ — see nie GUE 
thick. 
L 2.34 2! 
[59.51] 


Recommended Printed Circuit Board 
Mounting Dimensions — Component Side 


36 am 
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Tyco CHAMP Interconnection System ANI 


Electronics CHAMP .050 Series | Blindmate Receptacle Assemblies (continued) 


Receptacle Assembly, 

Vertical Mount, mae 
Extended Height 

Part Number 787596-1, 
4.57mm Contact Tail 
Part Number 787596-3, 
3.18mm Contact Tail 


2.717 +012 
[69.002 0.30] 


Position 80 


Position 41 (8.21] 


2.168 Position 1 


[55.07] 
Mating Face 


Position 40 


Housing | 
106 + .010 689 
[2.70 + 0.25] {17.50} 
2 Pics. 


Leg lL 
(See Part 
2 ples. a |. 013 Numbers) 
ae (0. Cs ae Typ. 


0.32 
: ae on me 7 
Material and Finish : 2.97] 
Housing — Thermoplastic, 94V-0 2.340 eee 
rated, black Bast eae [59.51] LL, -106 + .004 oe 
TONEUOOM EI Hn pees laa Position 80 Position 41 (2.70 0.10] (1.90 TY? 
! i min. gold on mating a t 
end, .000150 [0.00381] min. tin-lead on eek t 
solder end, both over .000050 [0.00127] Ores eens eeees sce PF 
min nickel underplating 087 +.004 937 
Retention Leg —Brass, plated ome ie a 95] 
.000150 [0.00381] min. tin-lead over 031 2.006 4 _/ Wl [2.602 0.10) 0 
.000050 [0.00127] min. nickel 0. aeewel Ma = ; Position 1 3 Ples. 
80 PI : 
Note: Connector will accommodate is 1.27] Lae 
mating PC board .063 [1.60] Recommended PC Board Typ. : 
; Mounting Dimensions 
thick. 
Receptacle Assembly, 9.70 #008 747 4.062 
Right Angle, Extended Height sedisne [69.00 40.25] ee [18.97 +0.30] 
osition 7 i 
Part Number 787535-1 Raasre | | Position 4 ae 
106 +-008 100 +.012 
[2.70 +0.20] [2.54 +0.30] 
Typ. Typ. 
a Y 1 
f 411 J , 
[10.44] Peel Typ 
E ue <—.075 
; +, : Typ. 
Pin 40 i Bind oe oi Le [1.905] 
CX) 5} | Typ. 
Housing SEsorercecpeeraloune 
®O@OGDOOOOOHOGOHOOOOOOOOD®G® 
~ ee Tine Plate Heeeee SSC O See eseeeeee Lrrinar 
Material and Finish bin a0 ans 
Housing and Tine Plate — | [3.70] 
LCP, 94V-0 rated, black ee 
Contacts — Phosphor bronze, plated r Position 40 [56.93] "| Position 1 
.000030 [0.00076] min. gold on mating Position 80 Position 41 5 075 typ 
end, .000150 [0.00381 min. tin-lead on eZ a ee 2 0 © 26 * 90-0 2.6 00) [1.905] : 
solder end, both over .000050 [0.00127] SOSH OSH OHH OHOSEOEES t 
min nickel underplating de cane ae ale 
Retention Leg —Brass, plated % m7, 
000150 [0.00381] min. tin-lead over 102 #004 is: ee —° om a a 
000050 [0.00127] min. nickel ed 80 Ples. Typ. 
Note: 
7 1 : Recommended PC Board 
He [ ait i Neils mating PC Mounting Dimensions 
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tyco CHAMP Interconnection System ANF 


Electronics CHAMP .050 Series | Blindmate Plug Assemblies 
Plug Assembly, Position 41 Position 80 
Vertical Mount { 
Part Number 84488-1 
(With Polarization Post) r 
(508) 2 Pics. 
Position 40 


2.76 
.070 +-010 | |_[7.00] 00] 


[1.78 40.25] 388 +.002 
q Typ. 9.85 +0.05 
jy 4 Y _ 
7 0 ro M17 
.089 +.010 Typ [2.97] 
Material and Finish aga Lg 2.340 Typ. | 3 
Housing —LCP, 94V-0 rated, black ss oo, paw ~~"10.32] 
Contacts — Phosphor bronze, plated eat = Typ. 
.000030 [0.00076] min. gold on mating 2.340 z 
end, .000150 [0.00381] min. tin-lead on 196 £004 59.31 ae 
solder end, both over .000050 [0.00127] af 14.99 40.10] Position 80 [ ce 
min nickel underplating 40. Se re / > | 
Retention Leg —Brass, plated $ @ © i ; 
.000150 [0.00381] min. tin-lead over 087 #004 a Le 
000050 [0.00127] min. nickel eh odg _ a. en ee 
Position 41 og .031 #.002 .102 #.004 
Position 1 Typ. Nae Position 40 tea 
Recommended PC Board 
Mounting Dimensions 
Plug Assembly, Right Angle, 2.180 
Surface Mount [85.27] 116 
Part Number 5-917593-9 ee ue a 
(With .000030 [0.00076] min. Postion 40 | Position 1 F701 Bsn, (290 
Gold Plating) i nc ~ ; 
Part Number 917593-9 (7.00) WW . 
; ; FF 
(With .000008 [0.0002] min. Position 80 Position 41 .350 4 | oye 
. ; 8.90 a ny 
Gold Plating) a 618 [2.65 #015] 
(15.70] 104 +.006 
123 (2.65 £0.15] 
[3.30] _t 
__fe ( \\- Position 40 or ) real .061 
7 —_ 80 jo. [1.55] 025 
i (0.635] 
(62.60) 2.550 
{64.70} ™ 
: ee 2.550 +.002 
Material and Finish a a10 2002 (64.70 20.05} 
Housing —LCP, 94V-0 rated, black (8.765 +0.05) as 185 +.0004 
Contacts — Phosphor bronze, plated e . soe) Speer 80.165] 470 [4.70 2003] 
.000030 [0.00076] or .000008 [0.0002] i | [1.60 £0.05} ' 25 (4-30) 
min. gold on mating end, .000150 as y | Dia., 2 Plies, ; 10 
[0.00381] min. tin-lead on solder end, TITITITIT ITT TTT 
both over .000050 [0.00127] min nickel ee Position 40 Position 1 018+ F 0940 
underplating a eet Position 80 Position 41~/ 19.45 +0.01) 72.40} 
Retention Leg — Brass, plated 
.000150 [0.00381] min. tin-lead over Recommended PCB Layout 
.000050 [0.00127] min. nickel 
Catalog 1-1773441-4 Dimensions are in inches and Dimensions are shown for — USA: 1-800-522-6752 South America: 55-11-3611-1514 
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CHAMP Interconnection System 


CHAMP .050 Series | Blindmate Plug Assemblies (Continued) 


Plug Assembly, 
Straddle Mount 


Part Number 84487-1 


Position 40 2.280 - Position 1 
;— .200 Max. 
[5.08] 2 Ples. 
N 
Position 80 L ae J | Position 41 
15, 
le 2.620 _ 
[66.50 
.276+.004 
Mating End Housing -264+.007 5 0040.10 
Ny Zz. [6.7220.18] [7.00#0.10] 
Retention a 
Leg ¢ 


8 Na 
i 


.500+.002 


9U!}48}U89 OSO° dINVHO 
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; = 2 Plcs. a [12.70#0.05] 
Material and Finish aa tae a i 
Housing —LCP, 94V-0 rated, black eee | ik ee || (255) TP ol (0971 

.020 : -_ : 
Contacts — Phosphor bronze, plated 10.50] TP. ai paLete 2 Ples. 
000030 [0.00076] min. gold on mating itd [Neree) 
end, .000150 [0.00381] min. tin-lead on iu , is .138 

: : 3.50. 
solder end, both over .000050 [0.00127] we owes 1.27) ~ [3.50] 
min. nickel underplating .060 | 26 Pes: 2) | fie 060 
Retention Leg — Brass, plated fg | (0312001 | C] nih [1.52] TYP. ie 
000150 [0.00381] min. tin-lead over , | [0.81+0.03] Typ. 4 pacraen 
000050 [0.00127] min. nickel | tnnceonononnneonooooonoanocononcnccnne 4} ———\——yp—F 
: cay 

Nate: Ie 2.29#.008 : 7-146 lee oe 
Connector will accommodate PC board [58.1740.20] ir [3.70] [9 agjTyp. 
052 [1.32] max. thickness eel 


Recommended PC Board 
Mounting Dimensions 
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tyco CHAMP Interconnection System 


Electronics CHAMP .050 Series | Blindmate, 


Single Connector Attachment (SCA 2) for SCSI Disk Drives 


Mating Configurations 


143 + .004 
(3.64 + 0.09} 


169 + .006 
[4.30 + 0.16] 


L$ a 
a> 
y) 17ney | 
SJ N N as N 
‘\ SS NNT 
Many Dr 
AN A NY é VN .563 + .007 
AN Z NA 838 + .004 Vy) 
CN \4 % [13.66 + 0.11] IN Hast 017 
RYAN. y 
NG Vy Ne gne 
VS Vj Ly] VY 
gui Y 
VAL 4 4 
\ | Y 
Vertical Receptacle Right Angle Receptacle 
Straddle Mount Plug Straddle Mount Plug 
(Extended Height) 
| a 3 
.383 + .007 lL J 
(9.73 + 0.18} N N 
NIN IN | 
— 
N N) 
N N TT? +007 N 
UN (a N/ {19.742 0.19] iN 
AGUNG UX pours 
AN AC Vy nN [13.51+0.19] 
NGAI Ane: 
gS y) YY] aS 
guia? Y= 
% A 4 cu 7| 
i( 
Bra Gg 
Vertical Receptacle Vertical Receptacle 
Straddle Mount Plug Vertical Plug 
(Extended Height) 
FT 
7 Nj 
S L771 +007 
N n Ds v [19,59+0.19] 
N 557 + .007 rN M 
N [14.16 0.17] x 7 vy 
RGA 
Y Sf 
paid 
: 7 at 
(Extended Height) Vertical Plug 
Right Angle Receptacle Vertical Receptacle 
Vertical Plug (Extended Height) 
40 
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Product Facts 


m Capable of carrying all data, 
control, power and auxiliary 
signals required by the 
Fibre Channel Physical 
Interface, the Fibre Channel 
Loop Standards, and the 
Gigabit Interface Converter 
(GBIC) Specification 


w Integral blindmate capabili- 
ties with + 2 mm misalign- 
ment tolerances 


m Power sequencing capabili- 
ties with two level sequenc- 
ing patterns 


mw Advanced Ground Contact 
(AGC) with integral metal 
hold-down 


m= Completely backward com- 
patible with CHAMP .050 
Series | connectors 


w Durable phosphor bronze 
contacts, plated 0.00076 
min. gold on the mating 
end, 0.00381 min. tin-lead 
on the solder lead end, all 
over 0.00127 min. nickel 
underplating 


w Popular ribbon-style contacts 


m Produced under a Quality 
Management System 
certified to ISO 9001 
A copy of the certificate is 
available upon request. 


mw Recognized under the 
Component Program of 
Underwriters 
Laboratories Inc., "AY 
File No. E-81956 


w Certified by Canadian 
Standards z 
Association @ 
File No. LR7189 


Catalog 1-1773441-4 
Issued 10-05 


www.tycoelectronics.com 


Dimensions are in inches and 
millimeters unless otherwise 

specified. Values in brackets 

are metric equivalents. 


CHAMP Interconnection System 


CHAMP .050 Series | Blindmate, 
Single Connector Attachment (SCA-2) for Fibre Channel — Introduction 


Performance Specifications 


Current Rating —1 amp max. 
Voltage Rating —250 VAC max. 
Durability —500 cycles 

Operating Temperature Range — 
—§5°C — +105°C 

Mating Force —90 grams/contact 
pair 

Termination Resistance — 

35 milliohms max. initial 


Insulation Resistance — 
1000 megohms min. initial 


Vibration Resistance — 
10-55-10 Hz for 2 hours 


Technical Documents 


Product Specifications — 108-1548 


Application Specifications — 
114-6061 


to change. 


Dimensions are shown for 
reference purposes only. 
Specifications subject 


The 40-position CHAMP 
.050 Series |, Blindmate 
Single Connector attach- 
ment (SCA 2) answers the 
industry's need for one con- 
nector that is suitable for 
the direct attachment of 
Fibre Channel disk drives to 
backplanes and mother- 
boards. 


The CHAMP .050 Series, 
SCA 2 connector in a 40- 
position configuration has 
been designed for serial 
transfer Fibre Channel 
devices, and carries all 
signals as required by the 
Fibre Channel Physical 
Interface and the Fibre 
Channel Arbitrated Loop 
Standards. In addition, all 
required power and auxil- 
iary signals are carried by 
the same single attachment 
connector. 


Designed and manufac- 
tured with the Disk Drive 
Industry’s quality require- 
ments as the driving moti- 
vation, the 40-position SCA 
2 connector features the 
industry accepted polarized 
“D” connector interface. 
Features include housings 
made of UL 94V-0 rated IR 
reflow process compatible 


USA: 1-800-522-6752 
Canada: 1-905-470-4425 
Mexico: 01-800-733-8926 


C. America: 52-55-5-729-0425 


high temperature material, 
gold-over-nickel plated 
ribbon style contacts, 
Advanced Ground Contacts 
(AGC) with integral metal 
hold-down, and complete 
power sequencing capabili- 
ties. In addition to these 
features, the CHAMP Series 
|, Blindmate SCA 2 connec- 
tor is fully compatible with 
existing CHAMP .050 Series 
| connectors. 


Blindmate SCA 2 connec- 
tors are the interface for 3.5 
Fibre Channel disk drives 
and will permit direct drive 
attachment to backplane 
arrays, which can eliminate 
costly cable assemblies 
and adapter boards while 
improving system reliability. 


The CHAMP .050 Series, 
SCA 2 Connector in a 20- 
position configuration has 
been designated the inter- 
face for the Gigabit 
Interface Converter specifi- 
cation. A straddle-mount 
plug is used on the GBIC, 
a vertical receptacle is 
available for direct attach- 
ment to a backplane and a 
right angle receptacle is 
available for adapter card 
applications. 


South America: 55-11-3611-1514 


Hong Kong: 852-2735-1628 
Japan: 81-44-844-8013 
UK: 44-141-810-8967 
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Electronics 


8.5 Gb/s Fibre Channel 
SCAII Backplane 
Receptacle 


Product Facts 
mw 8.5 Gh/s speeds 


mw Backward compatible 
mating (interface 
compatible) 

= Meets SFF-8451 with 
exception of foot print 

= Meets EIA-700A0AE with 
exception of foot print 


mw ROHS compliant 


m Same size as existing 
product 


mw Power sequencing 
capabilities with two-level 
sequencing patterns 


mw ESD ground contact with 
integral metal hold-down 


CHAMP Interconnection System 


CHAMP .050 Series | Blindmate, 
NEW 8.5 Gb/s Fibre Channel SCAII Backplane Receptacle 


Ne 
tt * x * 


er tis 
piv i) 3 
fie 2 Eels a, 


Capable of carrying all 
data, control, power and 
auxiliary signals required by 
the Fibre Channel Physical 
Interface and the Fibre 
Channel Loop Standards. 
Integral blindmate capabil- 
ity with 2mm misalignment 
tolerances. Power 
sequencing capabilities 
with two level sequencing 
patterns. Durable phosphor 
bronze contacts plated 
.000030 [0.00076] min. 
gold on the mating end, tin 
plating on the contact tails, 
all over .0O0050 [0.00127] 
min. nickel under plating. 


Application 


Interface for 3.5 Fibre 
Channel disk drives and will 
permit direct drive attach- 
ment to backplane arrays, 
which can eliminate costly 
cable assemblies and 
adapter boards while 
improving system reliability. 


Part Number 


New Part Number 
1761884-1. Enhancement 
to Tyco Electronics Part 
Number 788389-1. 


Typical Properties 
Dielectric Strength — 300 V AC 
Durability — 500 cycles 


Mating Force — Approx. 4.4kg 
(9.7 lbs) maximum 


Electrical Improvements 
Significant reduction in NEXT 
Reduction in FEXT 

Improved Impedance Profiles 
Improved Insertion Loss — 
3dB improvement at 4 to 5 GHz 
frequencies 

Elimination of 4.25 GHz resonance point 
present in existing product 
Improved Return Loss — 

5dB improvement at 4 to 5 GHz 
frequencies 

Designed for data rates up to 
8.5 Gb/s 


Environmental Parameters 


Operating Temperature — 
-55°C to +105°C 


Summary Comparison 
between Existing SCA-2 and 
New Tyco Electronics High 
Speed SCA-2, .063" Board: 


Electrical Improvements 
Significant reduction in NEXT 
Reduction in FEXT 

Improved Impedance Profiles 
Improved Insertion Loss — 

3 to 4dB improvement at 4 to 5 GHz 
frequencies 

Elimination of 4.25 GHz resonance point 
present in existing product 

Improved Return Loss — 

5dB improvement at 4 to 5 GHz 
frequencies 

Designed for data rates in excess 
of 8.5 Gb/s 


Mechanical 

Same size as existing product — 
Mating Interface compatible to existing 
products 

Requires minor changes to board 
layout 

RoHS compliant 


aS 


Catalog 1-1773441-4 
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specified. Values in brackets 

are metric equivalents. 


to change. 


Dimensions are shown for 
reference purposes only. 
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tyco CHAMP Interconnection System ANF 


Electronics CHAMP .050 Series | Blindmate, 
Single Connector Attachment (SCA-2) for Fibre Channel (Continued) 


_ 20 Positi 1.27 
40-Position Plug Assembly, sel aa Position 1 
Straddle Mount € 
Part Number 84487-2 iC Ht TE a | DT 
ritesieninemrat nt TUTE TA Sisco 0.20 
[5.08] Max. 2 Ples. 
40 Position 1.45 21 Position 
[36.75] 
1.62 
275 + .004 
[41.10] au (ua 
Retention Leg \ 264 = .007 | |” 
2 Plo, [6.72 + 0.18] 'YP- 500 + .002 
: oer [12.70 # 0.05] 
Material and Finish Typ. 
Housing — Thermoplastic, 94V-0 ee He —_ 
rated, black 050 #002 038 + .002 
Contacts — Phosphor bronze, plated [1.27 # 0.05] [0.97 + 0.05] 
000030 [0.00076] min. gold on mating aries. 
end, .000150 [0.00381] min. tin-lead on 
solder end, both over .000050 [0.00127] 
min. nickel underplating 1.43 
: [36.27] i] 
Retention Leg — Brass, plated 059 aie 050 
.000150 [0.00381] min. tin-lead over 11.52] [0.81 + 0.03] [1.27] 059 ., 
.000050 [0.00127] min. nickel Typ. 19 Ples. 137 [ [1.52] 
Note: Will accept PCB .052 [1.32] 059 
thick, max. [1.52] 
2 Plcs. 
102 + .015 
4.29 + .007 esi [2.60 + 0.40] 
+ 0.20 
[32.77 1 sae Typ. 
[4.22] 
Recommended Printed Circuit Board 
Mounting Dimensions — Component Side 
: eee as 1.27 
40 Position Plug Assembly, 21 Position tein 
Vertical Mount 
Part Number 84488-3 — 
(with Polarization Post) 
e re Max. 2 Ples. 
.275 
. 7” 00] 


is \ 2642 007 
. | [6.72 +0. 19] V 
Ray + 002 
tL O70 009 | baa 85 + 0.05] 
Material and Finish .088  .009 [1.78 = 0.25) 


[2.25 + 0.25] Typ. 


Housing — Thermoplastic, 94V-0 
rated, black le nen 
Contacts — Phosphor bronze, plated ner! 
.000030 [0.00076] min. gold on mating 102 + .003 196 [84.11] 
end, .000150 [0.00381] min. tin-lead on [2.60 + 0.10) "YP. 4.99] os Position 40 
solder end, both over .000050 [0.00127] 3 Ples. 276 2010) 043 
min. nickel underplating poe 44 455 +e . +, . [1.095] 
Retention Leg —Brass, plated ? : +o + 4\/¢ + + Typ. 
{000150 [0.00381] min. tin-lead over peo RAR AAA ae 
.000050 [0.00127] min. nickel } [0.952] 
Note: Will accept PCB .039 [1.00] -4 2s | -- = 
thick, max. iti .005 031 +.002 | Pe 

Position 21 lf [1.27] [0.80 «0. 05)? Position 20 

Position 1 Typ. Typ. 


Recommended Printed Circuit Board 
Mounting Dimensions — Component Side 


43 
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Flectronics 


40-Position Plug Assembly, 
Blindmate 

Part Number 1123283-5 
Part Number 1123283-9 
(80-Position) 


Material and Finish 

Housing —LCP, 94V-0 rated, black 
Contacts — Phosphor bronze, plated 
.000030 [0.00076] min. gold on mating 
end, .000150 [0.00381] min. tin-lead on 
solder end, both over .000050 [0.00127] 
min. nickel underplating 


40-Position Receptacle 
Assembly, Vertical Mount 
Part Number 787317-1 
(with Polarization Post, 

with Solder Tines) 

Part Number 796068-1 
(with Polarization Post and 

Press Fit Tines) 


Material and Finish 


Housing — Thermoplas 
rated, black 
Contacts — Phosphor bronze, plated 
.000030 [0.00076] min. gold on mating 
end, .000150 [0.00381] min. tin-lead on 
solder end, both over .000050 [0.00127] 
min. nickel underplating 
Retention Leg —Brass, plated 
.000150 [0.00381] min. tin-lead over 
.000050 [0.00127] min. nickel 


Note: Will accept mating PCB .063 
[1.60] thick, max. 


ic, 94V-0 


CHAMP Interconnection System 


CHAMP .050 Series | Blindmate, 


Single Connector Attachment (SCA-2) for Fibre Channel (Continued) 


.077 -117 
[1.95] [2.96] 
073 +-010 _, .087 
[1.85 + 0.25] [2.20] 
.104 + .006 
[2.65 + 0.15] 
104 + .006 
543 [2.65 + 0.15] 
[13.80] 
+0 
.061 — .002 
+ 
[1.55 - 0.05] 
-169 
[4.30] 
4.71 + .011 
Pr [43.60 0.30] . 
Position 40 ———- i Position 21 
TVUVUVTUITU CUT UU eUerOo 
foWaWo¥ Woda bobs tos Webs So0s0sb ated UsUs J 
8 279 
Position 20 . 1.16 + .005 Position 1 [ | [7.10] 
Osi ' . 
[29.67 + 0.13] 
i 
i 452 
.387 [11.50] 
} __| [9.85] Typ. 
F 5 = — 
aan rit (125 + .009 
174 +.009 —— = ihe: | [3.18 = 0.25] 
[4.42 + 0.25] b 1.34 1.27] Typ. 
2 Plcs. [34.11] 
.114 # .009 
[2.90 + 0.25] 387 
2 Ples. [9.85] 
Retention Leg [0.635] 0.50 Typ. 
yp. 
2Plcs. Contact Typ. 11.27] 
.102 + .003 _. 
1.34 [2.60 + 0.10] Dia. 
n i [34.11] 406 = .003 3 Ples. 
Position 40 [2.70 + 0.10] 7} 074 
Position 21 [1.90] 
Typ. 
2 9 6 © @ © @ © © @ 
@eeeoeoece 
po00 668606 {037 
20000000 [0.95] 
086 + .003 
[2.20 +010] Recommended Printed 
Circuit Board 
003 .. iti 
es 2 0.08} ia. - Position: Mounting Dimensions — 
Position 20 40 Ples. Typ. [4.99] Component Side 
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CHAMP Interconnection System 


Flectronics 


CHAMP .050 Series | Blindmate, 


Single Connector Attachment (SCA-2) for Fibre Channel (Continued) 


9U!}48}U89 OSO° dINVHO 


swaj}shg 10}99UuU09 


40-Position Receptacle aes 
Assembly, Extended a Position 40 Position 21 
Height, Vertical Mount [7.00] 
Part Number 787597-1 A 
Contact Tail 4.57mm length [8.21] 
Position 20 Position 1 
.689 
[17.50] 
\ ail 
Material and Finish Retention Leg 106 + .009 
. ; 2 Ple. 0 [2.70 + 0.25) 
Housing — Thermoplastic, 94V-0 [1.27] YP 2 Pies. -180 
rated, black aaa Hl 102 #003 pea 
Contacts — Phosphor bronze, plated [34.11] “106 = 003 cz ee 0.10) 
000030 [0.00076] min. gold on mating Posen eo __e7es0ty) hae = 
end, .000150 [0.00381] min. tin-lead on Position 40 11.90) YP: 
solder end, both over .000050 [0.00127] 4 
min. nickel underplating 5.087 
Retention Leg —Brass, plated r [0.95] 
.000150 [0.00381] min. tin-lead over nee wees 
000050 [0.00127] min. nickel eo 
.031 +.003 _. iti 
Dia. Position 1 
[0.80 + 0.08] : 
40 Ples. Ee ess 
Recommended Printed Circuit Board 
Mounting Dimensions — Component Side 
40-Position Receptacle 4.72 £.012 
Assembly, Extended Enea 
Height, Vertical Mount, Position 40 Position 21 
Press-Fit | 
Part Number 788389-1 net 
Contact Tail 3.43mm length 
_ Position 20. Position 1 
1.17 x 
[29.67 
i960] 
Material and Finish | 
Housing — Thermoplastic, 94V-0 ; 
rated, black 
; : _ ||. .050 .135 + .009 
Contacts — Phosphor bronze, plated oe [1.27] (3.49 £025) 
.000030 [0.00076] min. gold on mating 
end, .000150 [0.00381] min. tin-lead on 
solder end, both over .000050 [0.00127] Ye ie shee 
min. nickel underplating / ee ee 
Retention Leg —Brass, plated Se beste Sree ea 
000150 [0.00381] min. tin-lead over ‘ 9000000000 
000050 [0.00127] min. nickel : ae Recommended Printed Circuit Board 
1.34 Mounting Dimensions — Component Side 
~ [34.11] 
45 
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are metric equivalents. 


Catalog 1-1773441-4 
Issued 10-05 


www.tycoelectronics.com 


tyco 


Electronics 
Single Con 
20-Position Plug Assembly, 


Straddle Mount 
Part Number 84598-1 


Material and Finish 


Housing — Thermop 
rated, black 
Contacts — Phospho 
.000030 [0.00076] mi 
end, .000150 [0.00381] min. tin-lead on 
solder end, both over .000050 [0.00127] 
min. nickel underplating 


Retention Leg — Brass, plated 


as 


ic, 94V-0 


r bronze, plated 
n. gold on mating 


.000030 [0.00381] min. tin-lead over 
.000050 [0.00127] min. nickel 
Note: Will accept PCB .072 [1.82] 
thick, max. 


CHAMP Interconnection System 


ANF 


CHAMP .050 Series | Blindmate, 


nector Attachment (SCA-2) for Fibre Channel (continued) 


778 


KC 


ey 


-906 é pe Max, 
[23.03] 2 Pies. 
1.07 
[27.38] 
, .275 + .003 
Mating End Housing Date Code [7.00 + 0.10] 
Far Side 
.264 + .003 
500 + .002 
0.08 
eee [12.70 # 0.05] 
i Typ. 
-139 Max. | 
[3.55] Typ. 
050 + .002 059 + .002 
[1.27 + 0.05] [1.52 + 0.05] 
2 Ples. 
Contact 
Typ. 


031 = .001 
[0.81 + 0.03] 
2 Ples. 


-031 + .001 


053 + .002 
[0.81 + 0.03] 


|" [1.37 + 0.05] 


102 #.015 
‘ [2.60 + 0.40] 
091 .782 + .007 .011 
: 0.28] 
2.33 [19.87 * 0.20] 3.19 l 
[2.33] [3.19] Typ. 
-166 
[4.22] 


Recommended PC Board 
Mounting Dimensions 


6c 
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tyco CHAMP Interconnection System ANI 


Electronics CHAMP .050 Series | Blindmate, 
Single Connector Attachment (SCA-2) for Fibre Channel (Continued) 


20-Position Receptacle 


4.17 +011 


Assembly, Vertical Mount [29.88 = 0.30] 
Part Number 787646-2 
with Solder Tines, No Polarizin = 
Od " fir 2S 2 “al 
Taanannnanal 
Part Number 796067-21 
(with Press-Fit Tines, No Polarizing 668 + .005 279 
Post) [16.97 + 0.13] [7.10] 
Mating Face 
Housing Date Code 
I nee 2 Ples. 


ead 


Retention Leg 
2 Ples. 


[3.18 + 0.25] 


.174 = .009 .012 Ref. 116 Ref. 
ae [0.32] Typ. [2.97] Typ. 
Material and Finish - : oh Typ. Contact oie i 
A 0. 5 
Housing —Thermoplastic, 94V-0 [0.40] Te. ene 
rated, black Typ. 
Contacts — Phosphor bronze, plated 
.000030 [0.00076] min. gold on mating 114 + .009 2 = 
end, .000150 [0.00381] min. tin-lead on [2.90 + 0.25] _ 
solder end, both over .000050 [0.00127] 2 Ples. | 19.85] 
min. nickel underplating _ eee 
Retention Leg —Brass, plated i 
.000150 [0.00381] min. tin-lead over : 
000050 [0.00127] min. nicke Retention Leg or 050 yp, 
Note: Will accept PCB .039 [1.00] "Contact Typ. , 
thick, max. 


+ .003 ,. 
Hie 0.10) Dia. 


.074 


| [1.90] 
.037 


t [0.95] 
Fie a0) Dia. 


1 Contact Tyco Electronics for ROHS 
Part Number information. 


102 + .003 ,,. 


[2.60 £0.10) 
-102 + -003 Dia 
031.003 [2.60 + 0.10] 

[0.80 + 0.08] "> 


40 Pics. _-050 
[1.27] YP: 


176 
[4.48] 


Recommended PC Board 


Mounting Dimensions 
Component Side 


Catalog 1-1773441-4 Dimensions are in inches and Dimensions are shown for — USA: 1-800-522-6752 South America: 55-11-3611-1514 
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Flectronics 


CHAMP Interconnection System 


ANF 


CHAMP .050 Series | Blindmate, 


Single Connector Attachment (SCA-2) for Fibre Channel (Continued) 


20-Position Right Angle 
Receptacle Assembly, 
Board-to-Board 

Part Number 787653-1 
(2.54 mm Tails) 

Part Number 787653-2 
(3.05 mm Tails) 


.387 
: a [9.85] 
Material and Finish 


Housing — Thermoplastic, 94V-0 
rated, black 
Contacts — Phosphor bronze, plated 
.000030 [0.00076] min. gold on mating 
end, .000150 [0.00381] min. tin-lead on 
solder end, both over .000050 [0.00127] 
min. nickel underplating 
Retention Leg —Brass, plated 
.000150 [0.00381] min. tin-lead over 
.000050 [0.00127] min. nickel 


102 # .003 
[2.60 + 0.10] 


1.17 + .009 


[29.88 + 0.25] 
.668 


-746 + .011 


Typ. Retention Leg 
2 Ple. 


Terminal 
20 Ple. 


Dia. 


[18.97 + 0.30] 
2 Plies. 
.011 Dia. 


scar [0.30] Typ. 
250 106 # .007 L 
.012 [6.35] 


[2.70 + 0.20] an 
[0.32] Typ. 2 Ples. ied 


102 #.003 
[2.60 « 0.10) Dia. 


.031 *.002 Dia. 
[0.80 + 0.05] Typ. 


Recommended PC Board 
Mounting Dimensions 


Ce aaa a 


Catalog 1-1773441-4 
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to change. 


USA: 1-800-522-6752 
Canada: 1-905-470-4425 
Mexico: 01-800-733-8926 

C. America: 52-55-5-729-0425 


South America: 55-11-3611-1514 
Hong Kong: 852-2735-1628 
Japan: 81-44-844-8013 

UK: 44-141-810-8967 


tyco 


Electronics 


CHAMP Interconnection System 


CHAMP .050 Series | Free Height (FH) Connectors, 
Board-to-Board Applications 


CHAMP .050 Series | FH 
Connectors for Interconnec- 
tions Requiring Variable 
Stacking Heights 


w All plastic headers for 
board-to-board interconnec- 
tions 


w Proprietary single-spring 
leaf contact design 


w Right angle and vertical 
headers available in both 
plug and receptacle for full 
range of interconnections 
including parallel, perpen- 
dicular and in-line 


w Vertical receptacles avail- 
able in eleven heights for 
variation of stack height 
(8mm-18mm in 1mm 
increments) 


w 40 through 180 positions 
available in most stack 
heights 


w Vertical plug, surface 
mount, available in 60 and 
100 positions 


w Alternative to Series | 


w Closed bottom inhibits 
flux/solder contamination 


= Detent locking system with 
tactile feedback 


mw Recognized under the 
Component Program of 
Underwriters 
Laboratories Inc., "AX 
File No. E28476 


= Certified by Canadian 
Standards 
Association @: 
File No. LR7189A-319 


South America: 55-11-3611-1514 


Catalog 1-1773441-4 
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Dimensions are in inches and 
millimeters unless otherwise 

specified. Values in brackets 

are metric equivalents. 


The FH, or Free Height, 
connectors are also an all- 
plastic connector system 
for internal board-to-board 
interconnections with a sin- 
gle spring leaf contact 
design. These connectors 
may be considered as an 
alternative to the Series | 
product line, with the added 
feature of variable stacking 
heights. The vertical recep- 
tacle is available in various 
housing profiles to permit 
board stacking heights from 


to change. 


Dimensions are shown for 
reference purposes only. 
Specifications subject 


315 inch [8.0mm] to .709 
inch [18.0mm] in .040 inch 
[1.0mm] increments. 


Position sizes available 
range from 40 to 180 posi- 
tions in both plug and 
receptacle for right angle 
and vertical configurations. 
A feature unique to the FH 
system is the closed bottom 
in the housing, which fur- 
ther inhibits contact con- 
tamination from flux and 
solder during processing. 


USA: 1-800-522-6752 
Canada: 1-905-470-4425 
Mexico: 01-800-733-8926 


C. America: 52-55-5-729-0425 


Performance Specifications 


Operating Temperature Range — 
—55°C to +85°C for Standard 
Current Rating —1 Ampere Max. 
Voltage Rating — 250 VAC Max. 


Termination Resistance — 
35 Milliohms Maximum Initial 


Insulation Resistance — 
1,000 Megohms Minimum Initial 


Mating Force —Refer to Product 
Specification 
Rated Cycle Life — 2000 Cycles 


Technical Documents 


Product Specification — 108-5309 
Instruction Sheet— 411-5519 


Hong Kong: 852-2735-1628 
Japan: 81-44-844-8013 
UK: 44-141-810-8967 
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Flectronics 


Vertical Receptacles, 
8mm Stack 


Materials and Finish 


Housing, Standard Temperature — 
Glass-filled nylon 6/6, rated UL 94V-0, 
black 

Contacts — Phosphor bronze, selec- 
ively plated with minimum of .000012 
0.00030] gold in mating area and tin- 
ead in solder tail area. Contacts are 
coated with an anti-flux migration agent. 
Performance Specifications — 
Page 49 

PC Board Accommodation — 

.031 [0.79] to .093 [2.36] nominal 
hickness 

Mating Plug Connectors — 

Right Angle— Page 57 


CHAMP Interconnection System ANI 


CHAMP .050 Series | Free Height (FH) Connectors, 
Board-to-Board Applications (Continued) 


ae ne -— iain Tete 
ee eee ee 2 Bf See 
i<___--_ - a es 
— a D — 


! i Position 1 -—_ 
: ‘i 4 i Position 2 --—.* 


Last Position — [5.70] 
———— aes —- F an ee cee <—-—— G =~ --——> 
Eee neers === Hiss ek oS ~ 

-161 


.217+.008 


Vertical — Page 55 a O12 typ, (5.5020.20} ~ 
Mating Configurations — Page 58 eae 
O75. oi te 
[1.905] 
1225 
ia [5.715] 
Position 1 - 
Position 2 
Position 3. --.> 
.075 ; 
[1.905] TYP - 
YN. SES SPSS OSEHOECHOOH 6646660666416 
[5.715] ¥ See eos 66s e 6. oe Ge se LLL EL LEI / j 
i J ERE S SS OSSSHH SOOO SOOO HS ELLA ES / 
Nee ee a eee i 
Zr TIS Se TO Ta ee ee 
= 1G 
ro .0315+.0020 % Li _ -050 fh.  .050 
a [0.820.085] Dia. Typ. too 0 27) wh 1127] 
\. (254) 7 480 ipen se 
Last Position ioe! [3.81] . 
[we meee ‘is = ad >! es Cr — 
<—— aan H i = Se 
Recommended PC Board Layout 
Component Side 
eae Dimensions Standard Temp. 
i A B Cc D E F G H Part Number 
1.447 1.150 1.029 -950 
bi 36.75 29.22 26.13 ~ 7 7 = 24.13 piteee| 
1.947 1.650 1.529 1.450 
ue 49.45 41.92 38.83 = = = = 36.83 eligee:2 
2.447 2.150 2.029 1.950 
ee 62.15 54.62 51.53 = z= 7 od 49.53 meets 
2.947 2.650 2.529 2.450 
me 74.85 67.32 64.23 _ = = = 62.23 mune 
3.547 3.250 3.129 2.029 1.029 1.950 0.950 3.050 
ua 90.09 82.56 79.47 51.53 26.13 49.53 24.13 77.47 ei7eee:6 
4.047 3.750 3.629 2.029 1.529 1.950 1.450 3.550 
a” 102.79 95.26 92.17 51.53 38.83 49.53 36.83 90.17 aiTehee 
4.547 4.250 4.129 2.529 1.529 2.450 1.450 4.050 
160 115.49 107.96 104.87 64.23 38.83 62.23 36.83 102.87 diel 
5.047 4.750 4.629 2.529 2.029 2.450 1.950 4.550 
— 128.19 120.66 117.57 64.23 51.53 62.23 49.53 115.57 eter 
50 SSS SSSR aS Se 
Catalog 1-1773441-4 Dimensions are in inches and Dimensions are shown for — USA: 1-800-522-6752 South America: 55-11-3611-1514 
Issued 10-05 millimeters unless otherwise reference purposes only. Canada: 1-905-470-4425 Hong Kong: 852-2735-1628 
specified. Values in brackets Specifications subject Mexico: 01-800-733-8926 Japan: 81-44-844-8013 
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tyco CHAMP Interconnection System ANF 


Electronics CHAMP .050 Series | Free Height (FH) Connectors, 
Board-to-Board Applications (Continued) 


Vertical Receptacles, _— 2 =e ey ane eee ee 
9 and 10mm Stack ee Se ee 


Materials and Finish » | on i BOSON ES a 


ee Position 2. | 
Housing, Standard Temperature — — ; Peatond oN 
Glass-filled nylon 6/6, rated UL 94V-0, cial : ie 


“ 


black = 


Contacts — Phosphor bronze, selec- | 
ively plated with minimum of .000012 050 es (rey el 
0.00030] gold in mating area and tin- i Ces) | 204 
ead in solder tail area. Contacts are Last Position -- i sche oeede ds oceeeel gies oe WE ee Qe [5.70] 
coated with an anti-flux migration agent. eer. 6 ee See ee | eae See ee eS 
Performance Specifications — 
Page 49 

PC Board Accommodation — 
.031 [0.79] to .093 [2.36] nominal a 
hickness oo 
Mating Plug Connectors — ~ 13.4600 30] 
Right Angle— Page 57 ; 

Vertical — Page 55 

Mating Configurations—Page 58 ' 


O75 
1.905] S 
a “~~ [5.715] 
Position 1 -~. 
Position 2 Ee 
aN 
Position 3 SONG 
O75 \ 
~ [1.905] TYP- NS 
: C= = ee ee a eee Se See ee ee ee, ee, ee ee 
1 MN 6646666646665 OF 6664060 046666664) 
GPa eee res ere recs “peers cess 
TOP RSP SESS OS SH ROSS SHO COSCO HOSS 
fi : il | ore eae 
| \ 0315#.0020 0 rN 4) | 050 
i \ (0.80.05) OI Typ. 100 st ra {1.27} a6 
: Last Position [2.54] ->| bevy é 
a ——— F aad — —-»| ae G —--——> 
|< Pe =H 
Recommended PC Board Layout 
Component Side 
Standard Temp. 
Part Number 
p Dimensions 1= 256 295 
ad A B Cc D E F G H * [6.50] [7.50] 
ja 201 240 
=[5.10] [6.10] 
40 1.447 1.150 1.028 -950 9mm (Stack Ht.) 10mm 
36.75 29.29 26.13 i = = = 24.13 917629-1 917630-1 
1.947 1.650 1.528 1.450 
60 49.45 44.92 38.83 _ = = _ 36.83 917629-2-917630-2 
2.447 2.150 2.028 1.950 
80 62.15 54.62 51.53 = 7 = a 49.53 917629-3 -917630-3 
2.947 2.650 2.528 2.450 
100 74.85 67.32 64.23 = = = 7 62.23 917629-4 = 917630-4 
3.547 3.250 3.128 2.028 1.028 1.950 0.950 3.050 
120 90.09 82.56 79.47 51.53 26.13 49.53 24.13 77.47 917629-5 917630-5 
4.047 3.750 3.628 2.028 1.528 1.950 1.450 3.550 
140 102.79 95.26 92.17 51.53 38.83 49.53 36.83 90.17 917629-6 = 917630-6 
4.547 4.250 4.128 2.528 1.528 2.450 1.450 4.050 
160 115.49 107.96 104.87 64.23 38.83 62.23 36.83 102.87 N/A 917630-7 
5.047 4.750 4.628 2.528 2.028 2.450 1.950 4.550 
180 128.19 120.66 117.57 64.23 51.53 62.23 49.53 115.57 N/A 917630-8 
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tyco 


Flectronics 


Vertical Receptacles, 
11mm to 18mm Stack 


Materials and Finish 


Housing, Standard Temperature — 
Glass-filled nylon 6/6, rated UL 94V-0, 
black 

Contacts — Phosphor bronze, selec- 
ively plated with minimum of .000012 
0.00030] gold in mating area and tin- 
ead in solder tail area 

Performance Specifications — 
Page 49 

PC Board Accommodation — 

.031 [0.79] to .093 [2.36] nominal 
hickness 

Mating Plug Connectors — 

Right Angle— Page 57 

Vertical — Page 55 

Mating Configurations — Page 58 


CHAMP Interconnection System ANIF 


CHAMP .050 Series | Free Height (FH) Connectors, 
Board-to-Board Applications (Continued) 


Position 1 
Position 2 
Position = 


oe iti 071 
[5.70] . Last Position ren e | 
ie] Cc 
| 


B 
A 


ee See Litman | 
\ bleed 
COS 
PE 039, \Recepnale Te Pat agin 
G F 
H 
K 


Stabilizer Post Present on 40, 60, 80, 
and 100 Positions Only 


1.224.012 
(3.1020.30] TYP- 


Part Numbers—Standard Temp. 


Pos. Stack Height 
1imm 12mm 13mm 14mm 15mm 16mm 17mm 18mm 
40  176371-1 176372-1 176373-1 = 176374-1 N/A 176376-1 176377-1 —176378-1 
60 176371-2 176372-2 176373-2 176374-2 176375-2 176376-2 N/A 176378-2 
80 176371-3 176372-3 176373-3 176374-3 176375-3 176376-3 176377-3 176378-3 
100 176371-4 176372-4 176373-4 176374-4 N/A 176376-4 176377-4 176378-4 
120 176371-5 176372-5 N/A 176374-5 N/A 176376-5 176377-5 176378-5 
140 176371-6 176372-6 N/A 176374-6 N/A 176376-6 N/A 176378-6 
160 N/A N/A N/A 176374-7 N/A N/A N/A 176378-7 
180 N/A N/A N/A N/A N/A N/A 176377-8 176378-8 
| -280 319 358 398 437 476 516 555 
7.10 8.10 9.10 10.10 11.10 12.10 13.10 14.10 
J 335 374 413 453 492 531 571 .610 
8.50 9.50 10.50 11.50 12.50 13.50 14.50 15.50 
52 Ef 
Catalog 1-1773441-4 Dimensions are in inches and Dimensions are shown for — USA: 1-800-522-6752 South America: 55-11-3611-1514 
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tyco CHAMP Interconnection System ANF 


Electronics CHAMP .050 Series | Free Height (FH) Connectors, 
Board-to-Board Applications (Continued) 


Vertical Receptacles, Position 1 [4.905] ¥: 
11mm to 18mm Stack O918:.020 eet 
(Continue Re pee 


>} 
PHPOOGCOOCPOCOOCPOOPOOOO 64666666666 3 D7 
SOFC OHOO 64464566666 PDIP IDRIS |e) | 
ae i sbsabenaeaeeeeaead oe eee ay 
[2.85] a a 
ae Position igen a | <— 
.050 .150 .050 eae 
B . [1.27] a \ [3.81] F [1.27] 
|e. H 
ae K 
eer | Dia. Recommended PC Board Layout 
2 Ples. Component Side 
Pos Dimensions 
, A B Cc D E F G H K 
40 1.447 1.029 _ = 1.150 _ = .950 1.343 
36.75 26.13 29.22 24.13 34.10 
60 1.947 1.529 _ _ 1.650 3 _ 1.450 1.843 
49.45 38.83 41.92 36.83 46.80 
80 2.447 2.029 _ = 2.150 _ _ 1.950 2.343 
62.15 51.53 54.62 49.53 59.50 
100 2.947 2.529 _ _ 2.650 = _ 2.450 2.843 
74.85 64.23 67.32 62.23 72.20 
420 3.547 3.129 1.029 2.029 3.250 .950 1.950 3.050 = 
90.09 79.47 26.13 51.53 82.56 24.13 49.53 77.47 
140 4.047 3.629 1.529 2.029 3.750 1.450 1.950 3.550 = 
102.79 92.17 38.83 51.53 95.26 36.83 49.53 90.17 
160 4.547 4.129 1.529 2.529 4.250 1.450 2.450 4.050 = 
115.49 104.87 38.83 64.23 107.96 36.83 62.23 102.87 
180 5.047 4.629 2.029 2.529 4.750 1.950 2.450 4.550 _ 


128.19 117.57 51.53 64.23 120.66 49.53 62.23 115.57 
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tyco 


Flectronics 


Right Angle Receptacles 


Materials and Finish 


Housing, Standard Temperature — 
Glass-filled nylon 6/6, rated UL 94V-0, 
black 

Contacts — Phosphor bronze, selec- 
ively plated with minimum of .000012 
0.00030] gold in mating area and tin- 
ead in solder tail area 


Retention Leg —Brass, tin-lead plated 
Performance Specifications — 
Page 49 

PC Board Accommodation — 


.031 [0.79] to .093 [2.36] nominal 
hickness 


Mating Plug Connectors — 

Right Angle— Page 57 
Vertical — Page 55 

Mating Configurations — Page 58 


CHAMP Interconnection System ANI 


CHAMP .050 Series | Free Height (FH) Connectors, 
Board-to-Board Applications (Continued) 


A 
K 
B >| 
-122+.012 c Sa D 
[3.10#0.30] Position 1 
Position 2 
Position 3 
{ LI AA 
224 rey) 334 
[5.70] d [8.50] 
4 —— — 
UU l 
.050 1 .050 ' 
‘ Position ° ne 5 . 
Retention Le -106 
9 <x E [3st] 5 [2.70] 
{-—a- G 
Last -150 


Position 


[14.70] at DeReRec er aseetec Rr asastec arasuenec ercesaeuseceenseec.| 


rétitt vtetege itr vteteret +l rietetege i elet ates teleteteretelote tag 


i A t (1470) 


0.075 0.225 


Tine Plate [1.905] [5.715] 


ay Position 1 
Position 2 
4.50 
mi I : Position 3 
“t 
102#.004 
bs H ™| [2.6020.10] 
oh 2 Pies. 
Position 1 — 
im E | Position 2 
i) 050 Position 3 
\ a Ra eu <— y [1.905] 
Typ. 
————PPPPHOSCPHEGSCSSCHCOSGOOSS $464666666 ” 
sr] D Seoooeresosoesososos COCO OCs 
a SESSSSSCHPECHSES HEHE H seoereees > 
/ Tove:0.05) 02. 150 (28a (1271 i ~~ 
[3.81] 
PC Board Edge 
nd G =| 
Last Position Recommended PC Board Layout 
Component Side 
— Dimensions Standard Temp. 
. A B Cc D E F G H K Part Number 
1.447 1.029 -950 1.343 1.150 
i 36.75 26.13 7 7 7 7 24.13 34.10 29,22 We 
1.947 1.529 1.450 1.843 1.650 
ee 49.45 38.83 = — = — 36.83 46.80 41.92 caida 
2.447 2.029 1.950 2.343 2.150 
ai 62.15 51.53 = = _ = 49.53 59.50 54.62 eae 
2.947 2.529 2.450 2.843 2.650 
aa 74.85 64.23 = a a _ 62.23 72.20 67.32 caclatad 
120 3.547 3.129 2.029 1.029 1.950 -950 3.050 3.443 3.250 176379-5 
90.09 79.47 51.53 26.13 49.53 24.13 77.47 87.44 82.56 
140 4.047 3.629 2.029 1.529 1.950 1.450 3.550 3.943 3.750 176379-6 
102.79 92.17 51.53 38.83 49.53 36.83 90.17 100.14 95.26 
160 4.547 4.129 2.529 1.529 2.450 1.450 4.050 4.443 4.250 176379-7 
115.49 104.87 64.23 38.83 62.23 36.83 102.87 112.84 107.96 
180 5.047 4.629 2.529 2.029 2.450 1.950 4.550 4.943 4.750 176379-8 
128.19 117.57 64.23 51.53 62.23 49.53 115.57 125.54 120.66 


Oe 
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tyco 


Flectronics 


Vertical Plugs 


Materials and Finish 


Housing, Standard Temperature — 
Glass-filled nylon 6/6, rated UL 94V-0, 
black 

Contacts — Phosphor bronze, selec- 
ively plated with minimum of .000012 
0.00030] gold in mating area and tin- 
ead in solder tail area 

Performance Specifications — 
Page 49 

PC Board Accommodation — 

.031 [0.79] to .093 [2.36] nominal 
hickness 

Mating Receptacles — 

Right Angle— Page 54 


CHAMP Interconnection System 


ANF 


CHAMP .050 Series | Free Height (FH) Connectors, 
Board-to-Board Applications (Continued) 


Position 1 
Position 2 
(- Position 3 


a 


224.315 


[5.70] [8.00] Max 


J -050 | __ .050 
[1.27] [1.27] 
E =| F >| 
~«- G >| 
~< Cc | D >| 
B >| 
A 


! 


ical _— fe 150 276 
Vertical Pages 50 53 t [3.80] [7.00] 
Mating Configurations — Page 58 feial 

I 
75 
[1.91] - 
25 
[5.72] 7" a 
Position 1 -100 
— Position 2 [2.54] 
Position 3 re 
031 (1.27 
(— \ [oso '¥? | | 225 
\ Weceerhes dheeeeseeneteseseses—)—| 
\ SESSCESE SS SESSSESSS ESSE SESS SES M4 
eee e eres POS SSH OHO HOH OOOH OOH S/ i 
| 1 
\ SS Oe — ee OO L .075 T 
100] [1.91] YP: 
[2.54] 050 150 Last Position 
ees — fez] —*| =~ [3.81] 
\~< E >| |~«- F >| 
~« G >| 
Recommended PC Board Layout 
Component Side 
Bins Dimensions Standard Temp. 
7 A B (e D E F G H Part Number 
1.447 1.021 -950 1.156 
sis 36.75 25.93 Zz = — 24.13 29.37 earoeisl 
1.947 1.521 1.450 1.656 
si 49.45 38.63 — 7 — — 36.83 42.07 even 
2.447 2.021 1.950 2.156 
ae 62.15 51.33 = _ 7 _ 49.53 54.77 sareete 
2.947 2.521 2.450 2.656 
ia 74.85 64.03 — — _ 7 62.23 67.47 eee 
3.547 3.121 1.021 2.021 -950 1.950 3.050 3.256 
has 90.09 79.27 25.93 51.33 24.13 49.53 77.47 82.71 dialed 
4.047 3.621 1.521 2.021 1.450 1.950 3.550 3.756 
ids 102.79 91.97 38.63 51.33 36.83 49.53 90.17 95.41 lca 
4.547 4.121 1.521 2.521 1.450 2.450 4.050 4.256 
180 115.49 104.67 38.63 64.03 36.83 62.23 102.87 108.11 pareets 
5.047 4.621 2.021 2.521 1.950 2.450 4.550 4.756 
neg 128.19 117.37 51.33 64.03 49.53 62.23 115.57 120.81 ITEC 


Dimensions are in inches and 
millimeters unless otherwise 
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to change. 
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tyco 


Electronics 


Vertical Plug, 
Surface Mount 
with Solder Peg 


Materials and Finish 


Housing —LCP, rated 94V-0, black 


Contacts — Phosphor bronze, selec- 
tively plated with minimum of .000012 
[0.00030] gold in mating area and tin- 
lead in solder tail area 


Solder Peg — Steel, plated tin-lead 
over copper 


Performance Specifications — 
Page 49 


Mating Receptacles — 

Right Angle— Page 54 

Vertical — Pages 50-53 

Mating Configurations — Page 58 


Technical Documents 


Product Specification 
108-5309 


Instruction Sheet 
411-5519 


ANF 


CHAMP Interconnection System 


CHAMP .050 Series | Free Height (FH) Connectors, 
Board-to-Board Applications (Continued) 


Position 1 
Position 2 


Last Position 


ih | 
L .060 .039 | lL 150 
[1.53] [1.00] —| [3.80] 


Solder Peg 


ae a oa Housing 
| 

005 

(0.13)Max- 


.004 

(0.10) Max. 
All Tine Surface 
and Solder Peg 


i Gre fr . | osm 
2 5 Rian 
—— CC CH ey i: 


Note: A 60-position version is available with mounting flanges in an extended height configuration to generate stack 


heights from 13mm to 23mm. Part Number 1-917815-2 


oe aa am 
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Dimensions are in inches and 
millimeters unless otherwise 

specified. Values in brackets 

are metric equivalents. 


USA: 1-800-522-6752 
Canada: 1-905-470-4425 
Mexico: 01-800-733-8926 

C. America: 52-55-5-729-0425 


South America: 55-11-3611-1514 
Hong Kong: 852-2735-1628 
Japan: 81-44-844-8013 

UK: 44-141-810-8967 


Dimensions are shown for 
reference purposes only. 
Specifications subject 

to change. 


tyco CHAMP Interconnection System ANF 


Electronics CHAMP .050 Series | Free Height (FH) Connectors, 
Board-to-Board Applications (Continued) 


Right Angle Plugs Saas K > 
Position 2 por age 
Position 3 5) fa : 
Materials and Finish Va ro [8.50] 
Housing — Glass filled nylon 6/6, frbicoouanpouaneonng NUNN TTT 
rated 94V-0, black LOOOTOOTTOTOoTToO! OOIOOCOOD TOE TOOOCROOOUOORDOOOODOOOND 
Contacts — Phosphor bronze, selec- Hf TT aT a, 
ively plated with minimum of 000012 __tf FEUCU TUT CUTUUUUTE TTT TTT TTT OU TUTTO OTTO TOIT TT OEE) — Retention Leg 
0.00030] gold in mating area and tin- 5 rl |< 739) || |< 384) Last Position f 
ead in solder tail area [2.70] bw E >|] | F >| 122 
Retention Leg —Brass, tin-lead plated © 2 Ples- fe . etl G ; im [3.10] 
Performance Specifications — |< B >| 
Page 49 H >| 
PC Board Accommodation — al A > 
.031 [0.79] to .093 [2.36] nominal 
hickness 
Mating Receptacles — 
Right Angle— Page 54 


: | 
Vertical — Pages 50-53 Oe ee oe Oe Os 38 
[ 


Mating Configurations—Page 58 


Position 3 Last Position 
Position 2 
Position 1 
—— Position 1 
Position 2 —s} <— 100 
— Position 3 [2.54 
_,| J_..050 0315 = 0070 Dia, -102 +.004 225 
075 [1.27 [0.80 + 0.05] [2.60+0.10] 7/2 [5.715] 
el 4G OOUUS, 2) a0 0555056644 8 
| oO re WAY NANAINANING se NAN oe, SANA NAN NAN AZ Ay oe 
a ~ YY ot oY, ae Ye as Yay MY ne ae ha ae a 
a POSH EOHS SOHSHSPHSSPOSESHSOSGHGH 4 
7 a? Last Position 
>| 
ed H >| 
Recommended PC Board Layout 
Component Side 
Dimensions 
Pos. A B Cc D E F G H K Part Number 
1.447 1.021 -950 1.343 1.156 
4036.75 25.93 24.13 34.10 29.37 nigeee 
1.947 1.521 1.450 1.843 1.656 
6049.45 38.63 36.83 46.80 42.07 Wests 
2.447 2.021 1.950 2.343 2.156 
8062.45 51.33 49.53 59.50 54.77 Tigge t= 
2.947 2.521 2.450 2.843 2.656 
100 74.85 64.03 62.23 72.20 67.47 tenia 
8 3.547 3.121 1.021 2.021 .950 1.950 3.050 3.443 3.256 $eaBts 
90.09 79.27 25.93 51.33 2413 4953 77.47 87.44 82.71 
140 4.047 3.621 1.521 2.021 1.450 1.950 3.550 3.943 3.756 176381-6 
102.79 91.97 38.63 51.33 36.83 49.53 90.17 100.14 95.41 
160 4.547 4.121 1.521 2.521 1.450 2.450 4.050 4.443 4.256 176381-7 
115.49 10467 38.63 64.03 36.83 62.23 102.87 112.84 108.11 
180 5.047 4.621 2.021 2.521 1.950 2.450 4.550 4.943 4.756 176381-8 


128.19 117.37 51.33 64.03 49.53 62.23 115.57 125.54 120.81 
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tyco 


CHAMP Interconnection System 


ANF 


Flectronics 


CHAMP .050 Series | Free Height (FH) Connectors, 


Board-to-Board Applications (Continued) 


Mating Configurations 


In-Line Mating 


Perpendicular Mating 


Perpendicular Mating 


Parallel Mating 


1.03 
~ [26.40] | 
yl, Y | | 
(7 S LZ) 
NS i 
J (ES P 
N [8.50] 
WS 
(td 
.677-1.071 
~~ [17.20-27.20] | 
| £ Ui | | 
315 a eS Z # 7] .335 
[8.00] \ LA [8.50] 
; Y 
—— bat SS S SS ; Y) 
WLLL. 


Z ——>| 


-386-.780 
[9.81-19.81] 


be 677 <i 
[17.20] 


| al | 
SS —— 
335, R Z. Y 315 
[8.50] S : Ys [8.00] 
SONS Yy 
-386-.780 


| [9.81-19.81] 


.315-.709 
(<— [8.00-18.00] —> 
- yy IVA OF 
nF 
Z) 
—— ———— 
S = 1315 
S [8.00] 
SS Ys 
SO x 
=a Musa 
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tyco 
Electronics 


CHAMP .050 Series II 
Connectors for Shielded 1/0 
Applications 


mw Cable plug connectors 
terminate 28-30 AWG 
[.08-.09 mm2] wire 


mw 180° cable exit 


mw PC board mounting recepta- 
cle connectors with rugged 
zinc die cast body and 
stamped metal shield 


w Double-spring contact 
design to ensure intermate- 
ability and conformance to 
standards 


m 14 through 100 selected 
positions available 


Dimensions are in inches and 
millimeters unless otherwise 

specified. Values in brackets 

are metric equivalents. 
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CHAMP Interconnection System 


CHAMP .050 Series II Connectors, Wire-to-Board Applications 


Performance Specifications 
Series Il Connector 


Operating Temperature Range — 
-55°C to +85°C for Standard 
-55°C to +105°C for High Temp 


Current Rating —1 Ampere 
Maximum—28 AWG [0.08 mm2] 


Voltage Rating —250 VAC Maximum 


Termination Resistance — 
35 Milliohms Maximum Initial 


Insulation Resistance — 
500 Megohms Minimum Initial 


Mating Force — 75 Grams Maximum 
Per Contact 


Rated Cycle Life —500 Cycles 


Technical Documents 
Product Specification 
102-5288 

Application Specifications 
114-5166 — Integral Cable Clamp 
114-5124 —Wire Terminations 


to change. 


Dimensions are shown for 
reference purposes only. 
Specifications subject 


Wire-to-Board Connectors 


The Series Il is a shielded 
I/O connector system for 
wire-to-board connections 
offering maximum EMI pro- 
tection. The series includes 
right angle and vertical 
printed circuit board recep- 
tacles and cable plug con- 
nectors. The right angle 
board connectors are avail- 
able with retention board 
locks and a stamped metal 
shield. The vertical connec- 
tors incorporate a die cast 
metal shield. Selected sizes 
are available in high tem- 
perature housing material. 


The cable plug connectors 
use insulation displacement 
contacts for fast, accurate 
termination of 28 AWG 
[0.008 mm2] stranded, dis- 
crete wire, jacketed cable. 
The cable plug offers a 
stamped metal backshell 


USA: 1-800-522-6752 
Canada: 1-905-470-4425 
Mexico: 01-800-733-8926 


C. America: 52-55-5-729-0425 


with a 180° exit for ESD 
(Electrostatic Discharge) 
protection. A plastic enclo- 
sure fits over the backshell 
to provide an aesthetically 
pleasing appearance. A 
“squeeze-to-release latch” 
captivation mechanism is 
used on the cable plug. 


A wide range of position 
offerings of 14 to 100 are 
available. 


General Product Facts 


m High density .050 [1.27] 
contact centerlines 


w Leaf contacts accommodate 
minor mating misalignment 


w D-shaped polarized mating 
face 


w Variety of application tool- 
ing available to meet a wide 
range of production volumes 


South America: 55-11-3611-1514 
Hong Kong: 852-2735-1628 
Japan: 81-44-844-8013 

UK: 44-141-810-8967 
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tyco 
Electronics 


Plug Cable Connectors 


Materials and Finish 


Housing, Covers —Glass-filled PBT, 
rated 94V-0, black 
Contacts — Phosphor bronze, selec- 
tively plated with minimum of .000030 
[0.00076] gold in mating area and tin- 
lead in termination area 

Performance Specifications — 
Page 59 

Wire Accommodation — 

28 AWG [0.08mm2] 7 Strand with 
.020-.028 [0.51-0.71]* insulation 
diameter. Most UL Type 2789 wires 
meet these dimensional requirements 
*Depending on type of insulation 
and applicator tooling. 

Mating Receptacle Connectors — 
Right Angle— Page 62 

Vertical — Page 63 


Technical Documents 
Product Specification 
108-5288 

Application Specification 


114-5166 — integral clamp 
114-5124 —wire terminations 


Recommended Cable 


Montrose/CDT — 
Part Number CBL-7334 
Phone: 1-800-346-6626 


CHAMP Interconnection System 


ANF 


CHAMP .050 Series II Connectors, Wire-to-Board Applications (Continued) 


Position 1 


Co Position 2 


HHT Mm 


Pos. Dimensions Part Number 
A B c D 28 AWG [0.08mm2] 

ue ig-ao 762 i340 iago 2-175677-1 

a 38.50 i143 i760 3.10 2-175677-2 

z a a: a seis 
= 32.40 3159 2770 32.50 2-175677-5 

: a a parser 
68 32.70 trot 48.00 32.60 2-175677-8 

80 60.30 62.23 6840 72.90 3-175677-0 
109 73.00 49.53 35.70 80.20 2-175677-9 
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Dimensions are in inches and 
millimeters unless otherwise 

specified. Values in brackets 

are metric equivalents. 


USA: 1-800-522-6752 
Canada: 1-905-470-4425 
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C. America: 52-55-5-729-0425 


South America: 55-11-3611-1514 
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Dimensions are shown for 
reference purposes only. 
Specifications subject 

to change. 


tyco 
Electronics 


Enclosure Kits 


Materials and Finish 


Enclosure — PBT, rated 94V-0, beige 
white (other colors available, contact 
Tyco Electronics) 

Shields — Steel, plated nickel over 
copper underplating 

Locking Spring — Stainless steel, 
overmolded with PBT, rated UL 94V-0, 
beige white 


Performance Specifications — 


ANF 


CHAMP Interconnection System 


CHAMP .050 Series II Connectors, Wire-to-Board Applications (Continued) 


-315 


has 


Page 59 
Cable Connectors — 7 
Plug—Page 60 r ‘| 
mc ————S—F 
| : : | 
E 
\ coy Sf | 
083 
cl [* [2.10] 
K 
1.071 
[27.20] J 
Y 
Y 
Y 
, Dimensions Part 
Pos. Cable Dia. ry B re D E = G H 7 J K L M Number 
14 -169-.240 .783 1.102 0.834 .866 .453 1.017 .512 1.654 1.260 .248 0.675 176793-1 
4.29-6.10 19.89 28.00 21.18 22.00 11.51 25.83 13.00 42.00 32.00 6.30 17.14 
20 -212-.256 = 933 1.102 0.984 .866 .453 _ 1.167 .512 1.654 1.260 .264 0.825 176793-2 
5.38-6.50 23.70 28.00 24.99 22.00 11.51 29.64 13.00 42.00 32.00 6.70 20.95 
26 .232-.272 = 1.083 1.102 1.134 .866 .453 _ 1.317 .512 1.654 1.260 .280 0.975 176793-4 
5.89-6.91 27.51 28.00 28.80 22.00 11.51 33.46 13.00 42.00 32.00 7.10 24.76 
36 -252-.311 _ 1.333 1.102 1.384 .866 .453 _ 1.567 .512 1.654 1.260 .319 1.225 176793-5 
6.40-7.90 33.86 28.00 35.15 22.00 11.51 39.80 13.00 42.00 32.00 8.10 31.11 
50 2.83-.335 _ 1.683 1.102 1.734 .866 .453 _ 1.917 .512 1.654 1.260 .343 1.575 176793-7 
7.18-8.51 42.75 28.00 44.04 22.00 11.51 48.69 13.00 42.00 32.00 8.70 40.00 
68 .319-.378 024 2.133 1.102 2.184 .866 .472 .563 2.367 1.181 1.654 1.260 .386 2.025 176793-8 
8.10-9.60 0.60 54.18 28.00 55.47 22.00 12.00 14.30 60.12 30.00 42.00 32.00 9.80 51.43 
80 .335-.401 024 2.433 1.220 2.484 .984 .465 .614 2.667 1.338 1.772 1.378 .406 2.325 1-176793-0 
8.51-10.19 0.60 61.80 31.00 63.09 25.00 11.80 15.60 67.74 34.00 45.00 35.00 10.30 59.05 
100 -390-.433 051 2.933 1.299 2.984 1.063  .531 492 3.167 1.496 1.850 1.457 .441 2.825 176793-9 
9.91-11.00 1.30 74.50 33.00 75.79 27.00 13.50 12.50 80.44 38.00 47.00 37.01 11.20 71.75 


Catalog 1-1773441-4 Dimensions 


Issued 10-05 


www.tycoelectronics.com 


millimeters unless otherwise 
specified. Values in brackets 
are metric equivalents. 


USA: 1-800-522-6752 
Canada: 1-905-470-4425 
Mexico: 01-800-733-8926 

C. America: 52-55-5-729-0425 


South America: 55-11-3611-1514 
Hong Kong: 852-2735-1628 
Japan: 81-44-844-8013 

UK: 44-141-810-8967 


Dimensions are shown for 
reference purposes only. 
Specifications subject 

to change. 


are in inches and 


9U!]48}U89 OSO° dINVHO 


swaj}shs 10}99uU09 


tyco 
Electronics 


Right Angle Receptacles 
with Boardlocks 


Materials and Finish 


Housing —Glass-filled nylon, rated 
94-0, black 
Contacts — Phosphor bronze, selec- 
tively plated with minimum of .000030 
[0.00076] gold in mating area and tin- 
lead in solder tail area 
Retention Leg (Boardlock) — 
Phosphor bronze, tin-lead over nickel 
underplate 

Shield — Steel, nickel plated over 
copper underplate 


Frame — Die cast zinc, nickel plated 
Performance Specifications — 
Page 59 

PC Board Accommodation — 
.062 [1.60]-.093 [2.36] nominal 
thickness 

Panel Accommodation — 

.079 [2.00] maximum thickness 
Mating Plug Connectors — 
Cable — Page 60 


CHAMP Interconnection System ANI 


CHAMP .050 Series II Connectors, Wire-to-Board Applications (Continued) 


-— Position 3 
Position 2 
Position 1 M2.6 x 0.45 Typ. 


_ 453 -458 
[8.595] [11.50] [11.645] 
yy 4 
.205 
[5.20] 


A 


Position 1 
Position 2 =~ 
Position 3 = 


QO. 


: —! x Position 3 
[1.27] Position 2 
= Position 1 


0315 ,. x B 110 4 
[0.80] Dia. Typ. —F\F c ia "| [2.80] Dia. [2 Plcs.] 
ee 1S Bet etaheteteterety arid i 


pf +t" a5 Peter erat ener er etete 7 7 
[8.50] 050 || ie 
Last Position [1.27] : 
For 20, 36, 68, 80 i Luaweeaiion SaaSe cic. 
and 100 A Last Position PC Board Edge 
Positions For 14, 26 and 50 Positions 


Recommended PC Board Layout Component Side 


) 
: 319 
[8.10] 
.059 ye ot A 


Rit 5a] LL “| 
\~«. B 


2 Ples. 
Recommended Panel Cutout 


Dimensions Part 
Pos. A B Cc D E Number 
"300 931 497 773 1.163 
ia 7.62 23.64 12.62 19.64 29.54 917738-1 
450 7.081 647 923 1.313 
20 11.43 27.45 16.43 23.45 33.35 917738-2 
“600 1.231 797 1.073 1.463 
26 15.24 31.26 20.24 27.26 37.16 917738-4 
a “850 1.481 1.047 1.323 1.713 917738-5 
21.59 37.61 26.59 33.61 43.51 1-917738-5 
= 7.200 1.831 1.397 1.673 2.063 917738-7 
30.48 46.50 35.48 42.50 52.40 4-917738-7 
2.513 2.281 1.650 2.123 2.134 
ae 63.83 57.93 41.91 53.93 54.20 2-178238-8 
2.813 2.581 7.950 2.423 2.437 
a 71.45 65.55 49.53 61.55 61.90 3-178238-0 
3.313 3.081 2.450 2.923 2.937 
100 84.15 78.25 62.23 74.25 74.60 2-178238-9 


*Alternate tail lengths: .153 [3.90] and .087 [2.20] available. Contact Tyco Electronics at the numbers listed below. 


© am 
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Electronics CHAMP .050 Series II Connectors, Wire-to-Board Applications (continuea) 
Vertical Receptacles i 
r 7 Position 1 
Materials and Finish r B _ 1 | M2.6x 0.45 Typ. 
Housing —Glass-filled nylon, rated | | | 
94V-0, black 358 CCS SOI Seen 
Contacts — Phosphor bronze, selec- 9. ponannmmonnndsssooonnanen 
tively plated with minimum of .000030 Se ees ee ea 
[0.00076] gold in mating area and tin- 
lead in solder tail area Last Position ' 
Shield — ‘Steel, plated nickel over cop- : 
per underplate [5.20] | 
Frame — Die cast zinc, plated nickel H 204 
over copper underplate [5.70] 
Performance Specifications — K 
Page 59 | jx 950. Typ 
PC Board Accommodation — P c ue 
.062 [1.60]-.093 [2.40] nominal 
thickness 
Panel Accommodation — .122 
.079 [2.0] maximum thickness {3.10] 
Mating Plug Connectors — 
Cable — Page 60 
Bye be 
Position 3 
f Position 2 
Position 1 
a Tt 
bis c 1 >| 9 bia. [2 Ples.] 
nes of tae PETS Te om | oal 
os oe \— OOOO OOCu aks aa WA 
"se Are” 
== = ee | 
Last Position [0.80] Dia. Typ. fon = lee joni 
For 20, 36, 68, 80 and 100 For 14, 26 and 50 Positions 
Positions 


Recommended PC Board Layout 
Component Side 


(3.10) 
Recommended Panel Cutout 
ia —____Dimensions _ Part Number 
A B c D 
14 dasa 2364 “Fee ign —_2-175887-1 
203805 274s 1143 3360 2-175887-2 
2 arte 8126 1524 2769 2 175887-4 
86 aa5iaret 2159 3390 2-175887-5 
50 F240 4850 3048 4280 2-175887-7 
683838793 ater 5420 21758878 
80 Fras 6555 4050 1.99 —_9-175887-0 
100 3.313 3.081 2.450 2.937 2-175887-9 


84.15 78.25 62.23 74.60 
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Flectronics 


Hand Applicator, Series II 

Part Number 911123-1 

Connector Sizes — 14 through 50 positions 
Instruction Sheet— 411-5389 


Discrete Wire 
Application Tooling 


For Terminating Cable to 
Series II Plug Connectors ze 
(Base Part Number 175677) © 
(for low to medium volume 
production) 


CHAMPOMATOR 2.5 
Terminating Machine 
Part Number 354786-6 
(less accessories) 
Controller Part Number 
852423-1 (USA/120 VAC) 
Accessories available 
separately; contact 
your Tyco Electronics 
Representative at the 
numbers listed below. 


Series Il Tooling Package 
Part Number 768900-5 


Instruction Sheet — 408-4054 
Connector Size — 14 through 100 


For Crimping Integral 
Ferrules of Enclosure Kits 
(Base Part Number 176793) 


Toggle Bench Tool 
Part Number 919620-1 


Instruction Sheet — 411-5628 
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CHAMP .050 Series II Connectors, Wire-to-Board Applications (Continued) 


Arbor Tool & Tooling Package 


Connector Sizes — 

14 through 68 positions —911149-6 

14 through 120 positions —911149-7 

Extra Lacing Stations available. Order Wire Comb Kit 
14 through 68 positions — 911432-6 

14 through 120 positions —911432-7 


Instruction Sheet — 411-5547 


Manual Arbor Tool 
Part Number 915697-2 
Instruction Sheet — 411-5558 


1b. 


South America: 55-11-3611-1514 
Hong Kong: 852-2735-1628 
Japan: 81-44-844-8013 
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Electronics CHAMP .050 Series III Connectors 


Series Ill Connectors for 
Shielded 1/0 Applications 


Product Facts 


w Proprietary single-spring 
leaf contact design 


m Screw lock captivation 


gw 132 ohm differential 
impedance cable for 
demanding transmission 
requirements 


w Right angle and vertical 
receptacle headers 


mw Post molded cable 
assemblies with 180° exit 


w Available in 60-position 
only 


Va lh hk a HL AN Le 
= . 4 


Performance Specifications Panel 

Oparailinig Temperature Ranged Attachment Mount Angle Status Part Number 

55°C to +105°C No Vertical Active 557038-21 
Yes Right Angle Active 557104-51 


Current Rating — 1 amp max. 
Voltage Rating — 250 VAC max. 1 Contact Tyco Electronics for ROHS Part Number information. 


Termination Resistance — 
65 milliohms max. initial 


lisuilation Resistance — Common Features Common Properties 
100 megohms, min. Brand — Tyco Electronics Centerline — .050 [1.27] 
Mating Force — 200 grams max. per + ROHS/ELV Compliance — Not PCB Thickness — .063 [1.60] 
contact pair reviewed for ELV/RoHS compliance Termination Post Length — 
Rated Cycle Life — 500 Cycles Lead Free Solder Processes — .118 [3.00] 
Not reviewed for lead free solder process. ~~ Housing Material — Liquid Crystal 
Mating Type — Receptacle Polymer (LCP) 
Number of Positions — 60 Housing Flammability Rating — 
Terminate To — Printed circuit board UL 94V-0 
Special PCB Retention — Yes Color — Black 
Mating Connector Lock — Without Contact Material — Phosphor bronze 
Housing Material Temperature — Solder Tail Plating — Tin-lead 
High Shield Material — Carbon steel 
Contact Mating Area Plating — Shield Plating — Tin-cobalt 
Gold (50) 


Product Series — Series III 
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CHAMP Interconnection System ANI 


Engineering Notes 
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The CHAMP Connector is 
fully intermateable and 
interchangeable with exist- 
ing connectors of a similar 
design. Applications for 
this type of connector are 
widely diversified and 
include all phases of the 
Telecommunications 
industry, including original 
telephone manufacturing, 
Operating Telephone 
Companies, Cable 
Reclamation, Cable 
Manufacturing and Bay 
Connectorization. In addi- 
tion, the CHAMP Connector 
line is ideally suited for use 
in computer terminals, test 
equipment, business and 
copying machines, teleme- 
tering and various equip- 
ment used in the security 
industry. 


The CHAMP Connector 
product line includes not 
only the network of Standard 
CHAMP Connectors, but 


CHAMP Insulation 


Displacement Connectors 


DISCRETE 
WIRING 


-050 CL 
RIBBON CABLE 


South America: 55-11-3611-1514 
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CHAMP Interconnection System 


ANF 


CHAMP .085 Centerline Miniature Ribbon Connector Systems 
(Ribbon Cable, Standard CHAMP Connectors, Centronics, IEEE 488) 


also a growing network of 
Shielded CHAMP conneéc- 
tors and other capabilities 
to meet various Federal 
Communications 
Commission (FCC) require- 
ments for the control of 
electromagnetic interface 
(EMI). 


This catalog is organized to 
provide you with the basic 
information necessary to 
select the CHAMP connec- 
tor system best suited for 
your specific application. It 
contains general informa- 
tion to acquaint you with 
the complete family of con- 
nectors, accessories and 
application tooling. 


Illustrations and descrip- 
tions are provided in this 
catalog to assist in the 
selection of a connector 
and appropriate hardware 
and accessories recom- 
mended for the most 
common applications. 


£ 


Included is information on 
insulation displacement 
concept (IDC) connectors 
and printed circuit board 
connectors which are 
designed for specific field 
and industrial applications. 
Tyco Electronics offers con- 
nectors for Small Computer 
Systems Interface (SCSI) 
application. Our 50- 
position Shielded CHAMP 
Connectors with bail lock 
hardware serves this impor- 
tant standard. 


Part numbers are con- 
tained for all individual 
plugs and receptacles with 
their vital dimensions. Part 
numbers for the various 
types of mounting hard- 
ware are also contained. 
Panel cutout dimensions 
are provided for all connec- 
tor configurations for panel 
mount applications. 


All accessory items are illus- 
trated and dimensioned. 
These include standard 


CHAMP Connector Systems 


(Miniature Ribbon Connectors) 


RIGHT 
ANGLE 


VERTICAL 
MOUNT 


EDGE 
MOUNT 


Crimp Cable 
Clamp Connector 


CHAMP Printed Circuit 
Board Connectors 


Leet 
CHAMP SYSTEM 5 APPLICATIONS 
50 POSITION 


PRODUCTS 


IEEE-488 
Cable Assemblies 
(Standard & Shielded) 


Wear Adapter 


Gender Menders 
(Plug & Receptacle) 


Back-To-Back 
Cable Connector 


to change. 


Dimensions are shown for 
reference purposes only. 
Specifications subject 


IEEE-488 
BUSS Connectors 
(Standard & Shielded) 


Connectors for 
IEEE-488 Interface 


USA: 1-800-522-6752 
Canada: 1-905-470-4425 
Mexico: 01-800-733-8926 


C. America: 52-55-5-729-0425 


snap-on strain relief covers, 
standard slide-on covers, 
tapered slide-on covers, 
snap-on strain reliefs and 
dust covers. 


Since your specific appli- 
cation will determine the 
degree of semi-automatic 
or manual applicator tool- 
ing required, complete 
specifications on applicator 
tooling are included in the 
applicator tooling section. 


If you have an unusual 
request or application, 
Tyco Electronics welcomes 
the opportunity to help you 
solve it. Ask your 

Tyco Electronics Sales 
Engineer, or contact 

Tyco Electronics at the 
numbers listed below. 


Bellcore/Telecordia 
GR-1217-CORE Generic 
requirements for separable 
electrical connectors used 
in telecommunications 
hardware. 


CHAMP Special 
Application Connectors 


IEEE-488 
APPLICATIONS 


Scsl 


Termination 
Connections 
(Single-Ended & 
Differential) 


Connector 
Mounting 
Methods 


Hong Kong: 852-2735-1628 
Japan: 81-44-844-8013 
UK: 44-141-810-8967 
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CHAMP Cable Connectors 
have been classified by 
Underwriters Laboratories 
for use in “Environmental Air 
Spaces as described 

in Articles 300-22C and 
800-3D of the National 
Electrical Code’. 


CHAMP Cable Connectors 
have been Listed by 
Underwriters Laboratories 
for use as Communication 
Circuit Accessories 

File No. E81956 ® 
Listed 


Recognized under the 
Component Recognition 
Program of Underwriters 
Laboratories Inc., 

a \ 


File No. E-28476 
Certified by Canadian 
Standard Association GPeo 


File No. LR 16455 


Conforms to FCC Rules, 
Part 68, Subpart F. 


Need more information? 
Call Technical Support at the 
numbers listed below. 


Technical Support is staffed 
with specialists well versed 
in Tyco Electronics products. 
They can provide you with: 
gw Technical support 

m Catalogs 

g Technical Documents 

mw Product Samples 


g Authorized Distributor 
Locations 


CHAMP Interconnection System 


Locking Hardware for CHAMP Connector Systems 


Use of CHAMP connector 
systems involves other 
important decisions; choice 
of locking hardware, and 
choice of strain relief sys- 
tem/covers. Since the 
finished connection 
includes two connector 
halves (plug/male and 
receptacle/female), careful 
planning is essential to 
mechanically protect con- 
tact terminations and to 
maintain electrical integrity 
of mated connectors. 


Locking Hardware Options 


Locking hardware is used 
to secure mating CHAMP 
connectors and to prevent 
unintentional separation. 
The following choices grew 
from widely-varied applica- 
tion needs—for reasons of 
economics, convenience, 
sophistication, or standardi- 
zation, for example. Refer 
to Instruction Sheet 

IS 3160. 


Locking Latch (CHAMP-LOK 
Connector Design) 


Standard CHAMP connec- 
tors (except those for IEEE 
and shielded applications) 
are provided with guide 
tracks and slots (on plugs) 
and lead-in ramps (on 
receptacles) to allow use of 
a simple metal locking clip 
for securing mated connec- 
tors. The U-shaped locking 
latch is designed in three 
sizes—with the same basic 
part number, but with differ- 
ent dash numbers: No. 
552728-1 is used for 36- 
and 50-position connec- 
tors, 552723-2 for 14- and 
24-position connectors, 
and 552723-3 for 64-posi- 
tion connectors. 


No tools are required for 
this locking system. Simply 
slide the latch onto guide 
tracks until tabs snap into 
slots. As connector halves 
are mated, tabs engage 
with lead-in ramps and 
spring over locking shoul- 
der into receptacle slots. 
Locking is assured by an 


audible click. To release, 
push the latch forward to 
free tabs from slots. Note 
that locking latches cannot 
be used in rear-panel- 
mount applications 
because of panel interfer- 
ence, nor can they be used 
with CHAMP shielded 

and competitive connec- 
tors. However, when 
CHAMP-LOK latches are 
used in conjunction with 
snap-in strain relief covers 
(panel-mount applications 
only), no other hardware is 
necessary. 


Screw Lock Hardware 


Screw lock hardware is 
generally used in sensitive 
or sophisticated applica- 
tions where positive locking 
is required—to secure con- 
nectors to PC boards, to 
panels, and/or to each 
other. In cable-to-cable 
applications, two captive 
screws threaded into pre- 
tapped holes are generally 
the only screw lock require- 
ments. In mounted 
applications, receptacle 
assemblies are usually fas- 
tened to boards or 
panels—with standoff 
screws, nuts, and bolts. 
The head of this special 
standoff screw has a 
threaded hole that accepts 
a captive screw, used to 
secure the mating connec- 
tor. Screw lock hardware 
kits vary with connector 
types and applications— 
panel or board thickness, 
front- or rear-panel mount, 
for example. 


Bail Lock Hardware 
(Standard or Bent) 


Bail Lock hardware pro- 
vides both locking and 
quick-release capabilities 
at both ends of mated con- 
nectors. Flanges on 
CHAMP plug connectors 
must be open ended for all 
bail lock applications. The 
open-end flanges accept 
bail clips (straight or bent 
90°) mounted to a mating 


receptacle connector. 
Standard bail clips are 
used where access to lock 
and release is not a prob- 
em. Bent bail locks are 
used primarily with right 
angle (90°) cable termina- 
tions where space is 
imited. Typical hardware 
kits include bail clips, flat 
and lock washers, mount- 
ing screws and nuts. 


CHAMP Connectors with 
Integral Latches 


These special CHAMP con- 
nectors are designed with 
an integral latching system 
that eliminates the need for 
additional locking hard- 
ware. Receptacle 
assemblies are preassem- 
bled with two plated steel 
spring catches (one at 
each end) that latch into 
cutout slots in mating plug 
connectors. To release a 
mated pair, simply depress 
catches into recessed 
areas and disengage. 
Note, however, that integral 
latches are not repairable 
or replaceable. Integral- 
latch connectors are 
presently available in 24-, 
36-, 50- and 64-position 
sizes. 


J-Hook Hardware 


The J-hook is a precision- 
formed metal bracket used 
as an alternate quick-fas- 
tening method for 
assembly hardware. Two 
tabs fit into recesses in the 
connector housing flange 
for screw-fastening. The 
inverted end of the J-hook 
snaps on the end of a mat- 
ing connector, and holds it 
in place. This hardware is 
also used in confined areas 
instead of bent bail lock— 
with 90° two-piece, low- or 
standard-profile strain relief 
covers. 
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Product Facts 


mw Capable of being used with 
single- or double-sided 
printed circuit boards 


w Eliminates the need to hand 
solder, except for Edge 
Mount Connectors 


mw Connectors fully inter- 
mateable with others of 
similar design 


mw UL 94V-0 self-extinguishing 
thermoplastic housings and 
accessories 


mw Connectors available in 14, 
24, 36, 50 and 64 positions 
with a choice of mounting 
methods: screw, bail mount, 
or locking latch types 


mw Capable of accommodating 
printed circuit board thick- 
nesses of .062 [1.57], .093 
[2.36] or .125 [3.18] 


w Diversified applications 
throughout the following 
markets — medical 
equipment, data control 
systems, telephone 
interconnect systems and 
electronic instrumentation 
(commercial and industrial) 


mw Operating temperature 
range of -40°C to +105°C 


CHAMP Interconnection System 


CHAMP Printed Circuit Bo 


CHAMP Printed Circuit 
Board Connectors are fully 
intermateable with existing 
connectors of a similar 
design. They are capable of 
accommodating printed cir- 
cuit board thicknesses from 
.062-.125 [1.57-3.18]. 


Applications for this type of 
connector are widely diver- 
sified and are used in the 
following markets: 


a Medical Equipment 
a Data Contro 


a Telephone Interconnect 
Systems 


a Electronic Instrumentation 
(Commercial and 
Industrial) 


Systems 


ard (PCB) Connectors 


The connector is designed 
for high density wave sol- 
derable applications, elimi- 
nating the need for hand 
soldering, except for Edge 
Mount Connectors and can 
be applied to either single- 
or double-sided boards. 
The surface mounting area 
is minimal and allows full 
usage of available printed 
circuit land area. 


These connectors are avail- 
able in 14, 24, 36, 50 and 
64 positions with a choice of 
mounting methods for your 
specific needs, i.e. screw, 
bail mount or locking latch 
types. Board mounting for 
Right Angle Connectors is 
accomplished by nut and 
bolt, pop riveting or an 
optional self-tapping screw 


arrangement. Edge and 
Vertical Mount Connectors 
are board mounted by a 
wide choice of hardware 
applicable to your specific 
applications. 


The connector requires min- 
imum hardware and instal- 
lation time and is 
compatible with conven- 
tional printed circuit mass 
production soldering 
processes, thereby provid- 
ing cost savings. 


For additional information 
concerning the CHAMP 
Printed Circuit Board 
Connectors, contact your 
Tyco Electronics Sales 
Engineer or contact 

Tyco Electronics at the 
numbers listed below. 
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Material and Finish 

Housing, Bracket, Plate and 
Comb — Black thermoplastic, 

94V-0 rated 

Terminal — Selectively plated gold 
over nickel plated high strength copper 
alloy, tin plated tails 


CHAMP Interconnection System 


ANF 


CHAMP PCB Connectors, Right Angle Connector Specifications 


-102 [2.59] Dia. Ref. (for use with a 
No. 4 self-tapping screw) Part Number 
552820-1 for .062-.093 [1.57-2.36] 
board thickness Part Number 552820- 
2 for .125 [3.18] board thickness (for 
thru-bolt mounting). 


fo 
3. 78l Dia. <7 


Detail A 


Receptacle-Side View 


216 +.010 
[5.49 + 216] Ref. 


o Max. 


1.01 
le— [25.65] 7] 


216 + .010 
[5.49 + .216] Ref. 


1.00 
| (25.41M 


Optional without 
boss for bolting. 
See Detail A 


Plug-Side View 


Self-Tapping Thru-Bolt Mounting (See Detail A) 
Part Numbers Part Numbers 
No.of Dim. Standard Reverse No. of Dim. Standard Reverse 
Pos. A Orientation Orientation Pos. A Orientation Orientation 
Receptacle Plug Receptacle Plug Receptacle Receptacle 
2.175 
14 789 552738-1 = 552738-2 = ai 55.25 = ocd 
2.685 
2.175 552740-1 : _ _ 36 552742-3 = 
a4 66.05 Saa7gtat 227 4In! 68.20 
3.280 
so 3685 552742-1  552743-1 = _ 50 83.31 552725-2 = 
2.175 
50 a 552725-12 552726-1 552725-3 552726-3 3 55.25 = 552741-1 
64 3 B78 552744-1 552745-1 552744-2 = 2 FeHIEGE: Seb applications: 


1 For IEEE-488 applications. 


2 For Part Number 552725-1, net wt = 24.384 g. 


[Qc 
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Flectronics 


CHAMP Interconnection System 


ANF 


Recommended PC Board Mounting Dimensions 


Pos. 1 


032 1:33 

10.81 78:83] 450 

(459) a 
t LI Ht | 
= £000 — =: 
+4000 — 125 

[3.18] D2 
085 453 +-003 
216 (2-16) [11514008] 


Standard Orientation Reverse Orientation 


Pos. 50 


Pos. 50 Pos. 1 


Pos. 50 Pos. 1 Pos. 1 


Catalog 1-1773441-4 


Issued 10-05 


www.tycoelectronics.com 


Pos. 50 


2006 
620 5 
4 Eye 
-310 
rene ates ae] 4 


Standard 


1264-003 
Se Dia. 
(2 Holes) 


2.036= -006 
[51.71 +9-15] 
20 


1.575 *:000 
[40.01 £5.66) 


IEEE-488 Metric 


Radius 2 PI. 


Dimensions are shown for 
reference purposes only. 
Specifications subject 

to change. 


Dimensions are in inches and 
millimeters unless otherwise 

specified. Values in brackets 

are metric equivalents. 


USA: 1-800-522-6752 
Canada: 1-905-470-4425 
Mexico: 01-800-733-8926 

C. America: 52-55-5-729-0425 


CHAMP PCB Connectors, Right Angle Connector Specifications (Continued) 


No. of Dimension 
Positions A 


1.416 
14 35.97 


1.842 
24 46.79 


2.352 
36 59.74 


2.946 
50 74.83 


3.542 
64 89.97 


No. of Dimensions 
Positions A B 


14 1.152 1.416 
29.26 35.97 


1.575 ‘1.842 
24 40.01 46.79 


i 2.085 2.352 
3 52.96 59.74 


50 2.700 2.946 
68.58 74.83 


64 3.275 3.542 
83.19 89.97 


Panel thickness range: .062 [1.57] 
for rear panel mount applications. 
For 24-position IEEE-488 metric 
version. .062-.093 [1.57-2.36] may 
be used. 


71 


South America: 55-11-3611-1514 
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tyco CHAMP Interconnection System ANI 


Electronics CHAMP PCB Connectors, Right Angle Connector Hardware Kits 


Only fastening hardware supplied, other items shown for 
reference purposes 


| G 


Bent Bail Lock Hardware Kit 
Part Number 552561-4 
(For use with 90° Strain Relief Cover) 


(One kit required per assembly) 
For PC board-to-cable applications 


Screw Lock Hardware Kit 
Part Number 552631-1 
Rear Panel Mount Only 
(One kit required per assembly) 
For PC board-to-panel applications 
(Panel thickness .062 [1.57] max.) 


© 
<——, . a, => CHAMP-LOK Connector Kit 
4 ~ Part Numbers 552723-1 (36- and 50-Position), 


 paaed cA 552723-2 (14- and 24-Position) 
and 552723-3 (64-Position Only) 


(One latch required per assembly) 
For PC board-to-cable applications 


Bail Lock Hardware Kit 


Part Number 552561-3 
(For use with 180° Strain Relief Cover) 
(One kit required per assembly) 
For PC board-to-cable applications 


Notes: 1. Recommended right angle connector PC board mounting hard- 
ware to be a No. 4 self-tapping screw, Part Number 552820-1 for 
.062-.093 [1.57-2.36] and Part Number 552820-2 for .125 [3.18] 
board thickness. 
2. Metric hardware is also available for use with the 24-Position 


Right Angle Receptacle per IEEE-488 Part Number 552791-1. Screw Lock Hardware Kit 
* For Standard Mount—Part Number 552633-3 Part Number 229911-1 
* For Rear Panel Mount—Part Number 552633-4 (two required per assembly) 


For PC board-to-cable applications 


[a 
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Electronics CHAMP PCB Connectors, Vertical and Edge Mount Connector Specifications 
Plug 
Vertical Mount Style PV—Plug, Screw Lock Edge Mount Style PE—Plug, Screw Lock 


a i (490) Max 


298 5, 7 
z= ne Dia. Pic me | 
SN 


. 
412 690 

| [10.46] Max. (hea Max. La 

it 

i 


Max. 
(4.85 Mo Bees 
. A > 
(18.64) 1 (2.67) Max eat Dia. Hole Max. 
{2 Places) 
Receptacle 
Style RV—Receptacle, Screw or Bail Lock Style RE—Receptacle, Screw or Bail Lock 


aes Dia. Max. ml [ 


295 5 
— te 7.49) Dia. +I 125,005 A 
=> ‘ eae § 
930 Ble ANH 412 oo ek! 


D Max. ul cea, Dia. 


(2 Places) 


saan 


es Nominal 


End View End View 
Vertical Mount Edge Mount 
PC Board Thickness Range: .062-.125 [1.57-3.18] PC Board Thickness .062 [1.57] 
032 7-633 
1 fo.81 +838) (neg Max. 


= 900 5 » 158 yin 
f f 13.18] Dia. 220 peg on™ 
085 a fee9) 125 Dia. Holes 
.085 [2.16] TYP. 453. +-008 4g) 
(2.16) 4.006 [11.51#208] 
B (4015) a Bie 
Recommended PC Board Recommended PC Board 
Mounting Dimensions Mounting Dimensions 
Part Numbers 
No. of Dimensions Plug Receptacle 
Positions A B Cc D Style PV Style PE Style RV Style RE 
Vertical Mount Edge Mount Vertical Mount Edge Mount 
1.750 1.416 1.001 1.000 
14 44.45 35.97 25.43 25.40 552209-1 7 952212-1 = 
2.175 1.842 1.426 1.425 
ae 55.25 46.79 36.22 36.20 552221-1 = 552224-11 = 
2.685 2.352 1.936 1.935 
36 68.20 59.74 49.17 49.15 552232-1 _ 552235-1 552241-1 
50 Sat ee es Pais 552116-1 552126-1 552118-1 552130-1 
3.875 3.542 3.126 3.125 
64 98.43 8997 7940 79.38 552243-1 = 552246-1 = 


1.189 [4.80] Diameter Mounting Hole, for IEEE Application. 
2 Printed circuit board material—glass-filled polyester 94V-0 rated. 
3 Order all hardware required separately. 
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tyco CHAMP Interconnection System ANI 


Electronics CHAMP PCB Connectors, Vertical Mount Connector Hardware Kits 


Only fastening hardware supplied, other items shown for reference purpose 


Screw Lock Hardware Kit—Part Number 552563-1 Bent Bail Lock Hardware Kit—Part Number 552562-2 
(One kit required per assembly) (One kit required per assembly) 
s J 
S = o - 
>) o 


Bail Lock Hardware Kit—Part Number 552562-1 
(One kit required per assembly) 


J-Hook Screw Lock Hardware Kit—Part Number 552690-1 
(One kit required per assembly) 


[ca 
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Electronics CHAMP PCB Connectors, Edge Mount Connector Hardware Kits 


Only fastening hardware supplied, other items shown for reference purpose 


I { 


Screw Lock Hardware Kit—Part Number 552675-1 
(One kit required per assembly) 
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tyco 
Electronics 


Product Facts 


mw Capable of being used with 
single- or double-sided 
printed circuit boards 


w Eliminates the need to hand 
solder, except for Edge 
Mount Connectors 


mw Connectors fully inter- 
mateable with others of 
similar design 


mw UL 94V-0 self-extinguishing 
thermoplastic housings and 
accessories 


mw Capable of accommodating 
printed circuit board thick- 
nesses of .062 [1.57], .093 
[2.36] or .125 [3.18] 


w Diversified applications 
throughout the following 
markets — medical 
equipment, data control 
systems, telephone 
interconnect systems and 
electronic instrumentation 
(commercial and industrial) 


mw Operating temperature 
range of -40°C to +105°C 


CHAMP Interconnection System 


ANF 


CHAMP PCB Connectors, ACTION PIN Connectors 


ACTION PIN connectors 

for printed circuit board 
applications combine the 
high reliability of the 
CHAMP Insulation 
Displacement connector 
interface with the utilization 
and cost savings of 

CTION PIN terminals. 
They are available in both 
plug and receptacles in 14-, 
24-, 36-, 50- and 64-position 
sizes. 


> 


The connectors are 
supplied preloaded with 
contacts and a plastic 
cover which serves as the 
bearing surface to press the 
connector into the board. 
Rapid assembly is made 
possible by use of a simple 


arbor tool. The plastic cover 
also serves as a dust cover 
which may be left in place 
until ready to use. 


The connectors may be 
mounted on PC boards with 
a thickness of .062 [1.57] 
to .125 [3.18]. They are 
designed for interface with 
standard CHAMP IDC 
cable-to-panel plugs or 
receptacles and are 
available for use with screw 
lock, bail lock or unique 
CHAMP-LOK connector 
locking clip hardware. 


The design of the 

ACTION PIN terminal 
permits insertion into 
printed circuit boards 
having either plated-thru or 


unplated holes. In plated- 
thru holes, completely 
reliable termination may be 
accomplished either by 
press fit of the pins or by 
both press fitting and 
subsequent conventional 
soldering. In unplated 
holes, the pins must be 
soldered in place. 


For the connectors with self- 
retained contacts, hardware 
to secure connector to the 
PC board may not be 
required if unmating force of 
mating connectors does not 
exceed 1 Ib. [4.45 N] per 
terminal (50 Ibs. [222.4 N] 
for 50 positions.) 


[Cc 
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Electronics CHAMP PCB Connectors, ACTION PIN Connectors (continued) 


ACTION PIN connectors 
make a gas-tight press-fit 
connection when properly 
applied in plated thru 
holes. Proper hole diame- 
ters and plating thickness 
must be maintained to 
assure optimal perform- 
ance. 


No damage to plated-thru 
holes 


Gas-tight, stored-energy 
connection 


The spring properties of 
the ACTION PIN contact 
assure a constant supply of 
stored energy to keep the 
pin securely in the hole 
and to keep the electrical 
contact between the pin 
and hole wall gas tight. 


Multiple insertion 
Rupturing just one layer of 
a PC board can render the 
board useless. The fact 
that there are frequently as 
many as 10,000 plated-thru 
holes in a multilayer board 
underlies the importance of 
using a pin-joining method 
which is inherently rupture- 
free. 


Insertion forces 
significantly lower than 
interference-fit pins allow 
mass insertion of 

ACTION PIN contacts with 
a simple insertion tool. 
ACTION PIN contacts 
require an insertion force of 
less than 40lb. [177.9N] 
per contact. 


Relaxed tolerances 


ACTION PIN contacts allow 
printed circuit panels to be 
processed more econom- 
ically by permitting greater 
tolerance in hole size. 
Finished plated-thru hole 
diameters .030-.035 [0.76- 
0.89] for press fit are 
acceptable as illustrated at 
right. 


062 4, 
1.57) Min. 
Pad Diameter 


Consult Handbook HB 5697 
for assembly procedures. 


SSS 


E .001-.003 : ‘: 
.030-.035 [03 -08 ] For more information on 
ia After eet Tyco Electronics 
ees a ACTION PIN Contacts 
‘opper 
(938. 2.005 .0003-.0012 [0.0076-0.030] request specification 
Dia. tin lead pore-free 108-26003. 


Plated-Thru Hole Dimensions 


Hole Drill Hole Dia. Eleuna)ipicnnees Hole Dia. Rll Heterence 
Type Size aoe 2 Copper Tin/Lead After Plating (Knoop) Diameter 
Plated | No.620r 038 .001-.002 .0003-.0012 .030-.035 150 .062 
Thru 0.98mm 0.97 0.03-0.05 .0076-.030 0.76-0.89 Max. 1.57 
Non-Plated No. 62 or .038 = _ = = .062 
Thru 0.98mm 0.97 1.57 
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tyco CHAMP Interconnection System ANF 


Electronics CHAMP PCB Connectors, ACTION PIN Connector Specifications 
‘ : 
Plug agri Ret 
Receptacle’ =| 180 Reg. 
240 [4.57] 
ee cos 
oe mpa7yMa 1) 1 eG) Max. 
(15.37) Max. veto 
H ; a OleS; 
Plastic > 
| & bh ATT 
8b) He Plastic ie tel 
| ] i | | Cover rT 
al | ea 
ne pa 
Max cm | ae (iar Max 
i i A Max. 
| | Hees he ] 
| gags 
! SS Mas 
~ 618 
Hole for optional (15.62] ' 
self-tapping screw Max. 615 | 
mounting to pe board (2 places) —— Hole for optional 115.62. 
‘Pos. 1 identification on mating self-tapping screw Max. | 
side of housing flange. mounting to pc board (2 places) 
No. of Dimensions Part Numbers 
Positions A B Cc Plug Receptacle 
1.750 1.416 1.016 
es 44.45 35.97 25.81 = 553443-1 
2.175 1.842 1.442 
24 55.25 46.79 36.63 553444-2 553443-2 
2. 2.352 1.952 
36 ed ener teen 553444-3 553443-3 
50 3.280 2.946 2.546 553444-4 pee 
83.31 74.83 64.67 554758-11.2 557984-13 
3.875 3.542 3.142 553444-5 
et 98.43 89.97 79.81 554759-11  553443-5 


1 Connector contains self retained terminals and net wt. = 15.946 g. 
2 For capacitive filtered connector, order Part Number 93510-X. 
3 Shielded for screw lock application. 


Panel Cutout Dimensions (Rear Panel Mount) No. of Dimensions Panel Cutout for 24-Position 
ap cee Positions A B IEEE-488 Metric 
(3.2049 ia. 
c B (i078) i: @ Braces) ”s ii 2o84 aoe 
2.036 +-00 
he ae (ee = 1.575! 1.842 (51.714015] =a 
6- = 40.01 46.79 al | 
, 36 2.085 2.352 620 ,. 
ai 52.96 59.74 j 115.75) Min 
[7.92] — A (2829 2.700 2.946 
aia O12 wy. 50 68.58) 74.83 1922-003 1.575 1338 
(0.30) F Typ. 14.8850] (40.01 +83) 
64 3.275 3.542 ; 
83.19 89.67 
1 See Panel Cutout for IEEE-488. Note: Panel thickness range .0-62-.093 [1.57-2.36] for met- 
tic applications; .062 [1.57] for standard 
4-40 hardware applications. 
ACTION PIN ——— 
PC Board Nesting Fixture No.of ___Dimension 
Requirements Positions A 
Preferred Material: G-10 or FR-4 14 baat 
glass filled epoxy, aluminum is accept- Pin X Full R : 
able. iy Pin Y a4 D6 
Note: PC board slot pattern shall be iG =e 1.560 
2 : ae 36 i 
true positioned on fixture within .010 | | 39.62 
[0.25] by pin X and pin Y. Pin location oe = 2.155 
and size to be determined by customer. ca —+F (1973.54) TY. 54,74 
Minimum of .275 [6.99] slot depth 11608 208 eine f 64 2.750 
minus customer board thickness. alin earl a 9S 
Catalog 1-1773441-4 Dimensions are in inches and Dimensions are shown for — USA: 1-800-522-6752 South America: 55-11-3611-1514 
Issued 10-05 millimeters unless otherwise reference purposes only. Canada: 1-905-470-4425 Hong Kong: 852-2735-1628 
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Electronics CHAMP PCB Connectors, ACTION PIN Connector Specifications (continued) 


Recommended PC Board 
Mounting Dimensions 
130 *:005 


(3.30 78:83] : 085 T 453 +-003 
(2 Holes) “ [ee yp. F151 +009] 
u 4 

oo a oo 
oe! . oec17mas 
200 +, 
$8e (6.08) "YP. 160 


+2014 
B (40.36) 


1 For IEEE-488 applications hole in PC board to be .171 [4.34] to accommodate standoff. 


Notes: 

1. Recommended PC Board Hole Information: 
A. Before thru-hole plating—.037-.039 [0.94-0.99] Dia. 
B. Copper thru-hole plating thickness—.001-.002 [0.03-0.05] 
C. Tin-Lead thru-hole plating thickness—.0003-.0012 [.008-0.030] pore 
free 
D. Finished hole after reflow—.030-.035 [0.76-0.89] Dia. 
E. Non-plated thru-hole—.032-.034 [0.81-0.86] Diameter 
F. Terminal holes located within true position of .008 [0.20] 

2. Optional .125 [3.18] Dia. hole for mounting with self-tapping screw for .062 
[1.57] and .093 [2.36] PC board thk. use 1/4" [6.35 mm] screw length; for 
.125 [3.18] PC board thk. use .312 [7.93] length. 


ACTION PIN 
Double Sided PC Board Dimensions 


45g +003 B i038) 
(11.51#0.09] A (oe) 
Note 2 These traces run on opposite 
Ege o! pepeud |" side of pe board. 
f 130 ¢ ey ona F 
a 1330+ Be 388) Dia. 
(207) Typ. (19.62) me (2 Holes) 
in. 
. 4 CHM 9000000000006 
TT - 4 DOOOOO 
[4.06] 
162 
ir 35) of traces, 2 places (4.11) 9 Tye 


eS [ Ref. Phantomed area to be free 
(2.0: 
C any 


1 For IEEE-488 applications hole in PC board to be .171 [4.34] to accommodate standoff. 


No. of Dimensions 
Positions A B Cc 

14 1.016 1.416 1.852 
25.81 35.97 47.04 

24 1.442 1.842 2.358 
36.63 46.79 59.89 

36 1.952 2.352 3.028 
49.58 59.74 76.91 

50 2.546 2.946 3.782 
64.67 74.83 96.06 

64 3.142 3.542 4.458 
79.81 89.97 113.23 


Notes: 1. Optional hole for mounting with self-tapping screw—.125 [3.18] 
Dia. (2 Places). 
2. Suggested printed circuit board hole information. 
A. Before thru-hole plating—.037-.039 [0.94-0.99] Dia. 
B. Copper thru-hole plating thickness—.001-.002 [0.03-0.05] 
C. Tin-Lead thru-hole plating thickness—.0003-.0012 [.008-0.030] 
pore free 
D. Finished hole after reflow—.030-.035 [0.76-0.89] Dia. 
E. Non-plated thru-hole—.032-.034 [0.81-0.86] Diameter 
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Flectronics 


Only fastening hardware supplied. Other items shown for 
reference purposes. 


Locking Latch —-~ 
(Installed on Plug Hsgs. only) sor 


<}-—_—_—__— 


z 


(Le 


E 


} 
Ge “~~. pe board 


4-40 x 5/16 (7.94) i 4-20-24 Thread, Rolling Pan 


(Supplied by Customer eee Cae 


CHAMP-LOK Connector Hardware 
Part Number 552723-1 (36- or 50-Position Locking Latch) 
Part Number 552723-2 (14- or 24-Position Locking Latch) 
Part Number 552723-3 (64-Position Locking Latch) 
(one latch required per assembly) 
For PC Board-to-Cable applications 


LS =i ae pc board 
aia 4-20-24 Threads, Rolling Pan Head Screw (self- 


tapping) Part Number 552820-1 or 552820-21 


Screw Lock Hardware 

Part Number 229911-1 
(two screws required per assembly) 
For PC Board-to-Cable applications 


Pa pc board 


] 


a eee 4-20-24 Threads, Rolling Pan Head 
Screw (self-tapping) Part Number 
552820-1 or 552820-21 


Bail Lock Hardware Kit 
Part Number 552561-3 
(one kit required per assembly) 
For PC Board-to-Cable with 180° cover applications 


CHAMP Interconnection System 


ANF 


CHAMP PCB Connectors, ACTION PIN Connector Hardware 


menk 


at * tad 


4-20-24 Thread3, Rolling Pan 
Head Screw (self-tapping) Part 
Number 552820-1 or 552820-21 


Bent Bail Lock Hardware Kit 
Part Number 552561-4 
(one kit required per assembly) 
For PC Board-to-Cable with 90° cover applications 


—, 
+ .062 
(4.57) Max. Panel 


zm 
Wa pe board 


4-20-24 Threads, Rolling Pan Head 
Screw (self-tapping) Part Number 
552820-1 or 552820-21 


Screw Lock Hardware Kit 
Part Number 552631-1 
(Rear panel mount applications) 
(one kit required per assembly) 
For PC Board-to-Panel-to-Cable applications 


1 Part Number 552820-1 used for board thickness .062-.093 [1.57-2.36]; 
Part Number 552820-2 used for board thickness .125 [3.18]. 

2 Hole in PC board .171 [4.34] to accommodate standoff. 

3 If unmated force of mating connector does not exceed 1 Ib. per terminal, 
4-40 rolling pan head screw may not be required (for self-retained terminals 
only.) 
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Product Facts 


w Excellent protection from 
electromagnetic inter- 
ference or electrostatic 
discharge to sensitive 
circuitry 


mw Connectors compatible and 
intermateable with all 
others of similar design 


w Available in three different 
panel-mount styles 


w The shielded right angle, 
edge-mount and vertical- 
mount CHAMP connectors 
for PC board application are 
rear panel-mounted 


w Choice of fastening hard- 
ware—standard screw lock, 
bail lock, metric screw locks 
per IEEE-488 applications 


mw Connectors available in kit 
form or preassembled 
versions 


mw Thick die-cast metal shell 
offers superior shielding 
over a wide frequency range 


@ Shell protects equipment 
from inadvertent elec- 
trostatic discharge 


mw Housings are stackable 
w Applied cost savings 


w Available in 24, 36 and 50 
positions 


Dimensions are in inches and 
millimeters unless otherwise 

specified. Values in brackets 

are metric equivalents. 


Catalog 1-1773441-4 
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www.tycoelectronics.com 


CHAMP Interconnection System 


Shielded CHAMP PCB Connectors 


Shielded CHAMP 
Connectors afford excellent 
protection from electromag- 
netic interference or elec- 
trostatic discharge to 
sensitive circuitry. These 
connectors are completely 
compatible and intermate- 
able with all others of a 
similar design, yet they are 
unique because of their 
superior construction. 


They are available in 

three different panel-mount 
styles. Each style consists 
of an appropriate CHAMP 
connector and a rugged 
die-cast metal shell. The 
shielded right angle, edge 
mount and vertical mount 
CHAMP connector versions 
for PC board applications 
must be rear panel- 
mounted. 


A choice of fastening hard- 
ware is available in each of 
the styles noted above. 


to change. 


Dimensions are shown for 
reference purposes only. 
Specifications subject 


They include standard 
screw lock, bail lock or met- 
ric screw lock as required 
by IEEE-488. 


Each connector is shipped 
in bulk or individual kit form 
and consists of the die cast 
metal shell and appropriate 
style connector. After PC 
board mounting, it is easily 
installed to the panel with 
the appropriate hardware 
kit, which is ordered sepa- 
rately. 


The thick die-cast metal 
shell offers superior shield- 
ing over a wider frequency 
range than drawn sheet 
metal or plated/filled plas- 
tics. This shell also protects 
the equipment from inad- 
vertent electrostatic 
discharge because the die- 
casting, together with the 
fastening hardware, 
assures a reliable chassis 
ground connection. 


USA: 1-800-522-6752 
Canada: 1-905-470-4425 
Mexico: 01-800-733-8926 


C. America: 52-55-5-729-0425 


Due to its inherent rigidity, 
the die-cast housing may 
be stacked without distor- 
tion or bending of connec- 
tor flanges and panel. This 
advantage contributes to 
the overall effectiveness of 
the system. 


The Shielded CHAMP right 
angle PC board connector 
offers a low-cost transition 
to or from double-sided cir- 
cuitry, the Shielded CHAMP 
edge-mount and vertical- 
mount connectors also 
allow accessibility to both 
sides of double-sided 
boards. All three of these 
styles are available in 24-, 
36- and 50-position sizes. 


A 50-position Shielded 
ACTION PIN receptacle is 
also available. See page 78 
for part numbers and 
dimensions. 


South America: 55-11-3611-1514 
Hong Kong: 852-2735-1628 
Japan: 81-44-844-8013 

UK: 44-141-810-8967 
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Preassembled Screw Lock 


Material and Finish 


Housing, Bracket, Connector Comb 
and Terminal Support Plate — 
Thermoplastic (black) 

Terminals — Selectively plated gold 
over nickel plated high strength copper 
alloy, tin plated tails 


EMI Shield — Nickel plated die casting 


Catalog 1-1773441-4 
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ANF 


CHAMP Interconnection System 


Shielded CHAMP Right Angle PCB Connectors 


Max. 


= .007 
B (20.18) 


Reverse Orientation 


Standard Orientation 


Preassembled Screw Lock 


No. of 


Positions Dimensions Screw Part Numbers 
A B Size Standard Reverse 
2.205 1.842 : ; ; 
as 56.01 46.79 6-32 553811-11 55381 1-21 
3.305. 2.946 ; ; : 
a 83.95 74.83 4-40 553813-32 553813-42 


1 Can be used with Interface Bus Application per IEEE-488. 
2 For capacitive filtered connector, order Part Number. 93533-X. 


Recommended Panel Cutout (Rear Panel Mounting Only) 


Af sy, a! 


tO te 75] 
t 


310 7 ; 
(7.871 Ret. 
ahaa [RS] 


08), Dia. 
(2 ee les) 


Min. 


Preassembled Screw Lock 


No. of - : 
Positions Dimensions 
A B Cc 
24 1.575 1.842 152 
40.01 46.79 3.86 
50 2.700 2.946 126 
68.58 74.83 3.20 


Panel thickness range: .062 [1.57] max. Loose Piece and Preassembled 

Connector, .062-.093 [1.57-2.36] for metric per IEEE-488 on loose piece 

connectors. 

1 Dimensions C=.192 + .003 [4.884 0.08] for metric hardware per IEEE-488 
applications. 


82 iE 
Dimensions are in inches and 
millimeters unless otherwise 

specified. Values in brackets 

are metric equivalents. 


USA: 1-800-522-6752 
Canada: 1-905-470-4425 
Mexico: 01-800-733-8926 

C. America: 52-55-5-729-0425 


South America: 55-11-3611-1514 
Hong Kong: 852-2735-1628 
Japan: 81-44-844-8013 

UK: 44-141-810-8967 


Dimensions are shown for 
reference purposes only. 
Specifications subject 

to change. 


tyco CHAMP Interconnection System ANI 


Electronics Shielded CHAMP Right Angle PCB Connectors (Continued) 


Preassembled Bail Lock 


Material and Finish 

Housing, Bracket Adaptor Comb 
and Terminal Support Plate — 
Polyester, black 

Bail-Clip — Passivated stainless steel 
Receptacle Shield — Bright nickel 
over copper plated die casting 
Terminals — Selectively plated gold 
over nickel plated high strength copper 
alloy, tin plated tails 

Ground Bracket — Zinc plated carbon 


steel 
Standard Orientation 
fe . Preassembled Shielded Bail Lock 
Beericns Dimensions Screw Part Number 
A B Size Standard 
2.710 2.352 . fb 
36 68.83 50.74 4-40 555233-1 
3.305 2.946 ' J 
50 83.95 74.83 4-40 554901-11 
1 SCSI applicable 
Recommended Panel Mount Cutout (Rear Panel Mounting Only) 
—_ B eeth —— | 
R (2 Places) 
310 pot 
(7.87) c ae%, 
(2 Biaces) 
20 ; 
| 115.75) Min. 
LL At O00 ga 
Preassembled Shielded Bail Lock 
No. of Dimensions 
Positions 
A B Cc 
36 2.316 2.478 -126 
58.83 62.94 3.20 
50 2.910 3.072 126 
73.91 78.03 3.20 
Panel Thickness Range: 0.62 [1.57] Max., Preassembled Connectors 
Catalog 1-1773441-4 Dimensions are in inches and Dimensions are shown for — USA: 1-800-522-6752 South America: 55-11-3611-1514 
Issued 10-05 millimeters unless otherwise reference purposes only. Canada: 1-905-470-4425 Hong Kong: 852-2735-1628 
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Board Locking Grounding 


Material and Finish 


Housing, Bracket Adapter Comb 
and Terminal Support Plate — 
Polyester, black 


Bail-Clip — Passivated stainless steel 


Receptacle Shield — Bright nickel 
over copper plated die casting 


Terminals — Selectively plated gold 
over nickel plated high strength copper 
alloy, tin plated tails 


Ground Bracket — Tin-lead plated 
carbon steel 


Note: See page 82 for Suggested Panel 
Cutout, Rear Panel Mounting 
Dimensions 


Rear Panel Mounting Detail 
(Shown for reference only) 


Standard Profile Connector 


157#-015 
[8.99+0 28] 


469 +.020 


[£0.51] 


pe 


Low Profile Connector 


ee 
0.76] 050 
Thick 1.033 11.27] 
Bracket [26.24] Thick 
Panel 
mi A 
500 | fi 
408+ 022 
{10.36#°:59] 


(See chart footnotes) 


IBM, AT and XT are trademarks of 
IBM Corporation. 


ANF 


CHAMP Interconnection System 


Shielded CHAMP Right Angle PCB Connectors (Continued) 


Adapter 
Comb 


118.001 
Grounding Bracket Max. Right 
Angle 
A Bracket 
7A t — 
O Oo merce WAN 23, 
aa) © ee IN (8.130%) == DSN i 
[3.99] i t f 
eee Aan ies .062+-005 = 
Standard Orientation [356#059] (1.57+0.13] 
No. of Dimension Hardware Screw Part Numbers 
Positions A Type Size Standard Reverse Low-Profile 
2.205 557724-16 
24 56.01 Screw Lock 6-32 554923-21 554923-11 555139-17 
. 555139-27 
2.715 : 555119-11 
we 68.96 Bail Lock 4-40 555520-21.5 = 
50 ae Screw Lock 4-40 557932-28 557932-18 


Special Low-Profile Connectors—Compatible with IBM PC AT and PC XT Computer Modules 


No. of Dimension Hardware Screw Part Numbers 
Positions A Type Size Standard Reverse 
50 nd Bail Lock 4-40 555149-12.3 555149-33 


Recommended PC Board Mounting Dimensions 


Typical Grounding Pad ieee ose Dia. ae Dia. 
(2 Holes) 
[4.29+ 0.05] 
A 
: _ _ t [11.43] Max. 

0854-003 
[2.16*9-08} 

085 A 453 =.003 

(2.16) Nominal (11,51#0.03j 


See Note 4 


1. Maximum PC board thickness is .062 [1.57], A = .450 

2. SCSI applicable 

3. Maximum PC board thickness is .062 [1.57], A = .386 

4. 1.842 + .006 [46.79 + 0.15] 24 Pos. 2.352 + .006 [59.74 + 0.15] 36 Pos. and 2.946 + .006 [74.83 + 0.15] 50 Pos. 
5. Has drawn metal shield 

6. Shielded, standard orientation, board lock, compatible with vapor phase & IR reflow 

7. Shielded with ground bracket 4-40 thread (low profile) 

8. Plated Backshell 


Catalog 1-1773441-4 
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Dimensions are in inches and 
millimeters unless otherwise 

specified. Values in brackets 

are metric equivalents. 


South America: 55-11-3611-1514 
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Dimensions are shown for 
reference purposes only. 
Specifications subject 

to change. 
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(Only fastening hardware supplied; other 
items shown for reference purposes.) 


Material and Finish 

Bracket — Zinc plated carbon steel! 
Pan Head Screw — Passivated stain- 
less Steel 

Screw Lock — Zinc plated with yellow 
chromate over steel 

Metric Screw Lock — Black oxide 
coated carbon steel 


CHAMP Interconnection System 


Shielded CHAMP Right Angle PCB Connector Hardware Kits 


\) 
di 


Screw Lock Hardware Kit 
Part Number 554272-1 
(one kit required per assembly) 


Metric Screw Lock Hardware Kit 
for 24-Pos. IEEE-488 Application Only 
Part Number 554808-1 
(one kit required per assembly) 


Recommended PC Board Mounting Dimensions 


Optional Grounding Pad 032 4:233 
Must Contact Screw Head . ane -450 
[0.81 -o:03) 


085 
(2.161 [11.43] Ma 


125 4. 
(3.18) D2. 
(2 Holes) 


See Note 
4.003 


45. 
[11.5147 098] 


Note: 1.842 + .006 [46.79 + 0.15] 24-Position, 2.352 + .006 [59.74 + 0.15] 
36-Position, and 2.946 + .006 [74.83 + 0.15] 50-Position. 


Preassembled Shield 
Hardware Mounted View 


{4-22798-3) 
Pan Head 


me 
\ 


Standoff Screw— 
Part No. 554272-1! 
or 554808-12 


Panel 


Pc 
Board 


1 Contains two 4-40 X .65 [16.51] 
long standoff screws, plus two 
4-40 X .312 [7.92] long pan head 
screws. 

2 Contains two metric standoff 
screws with M 3.5 X 0.6-6H 
(internal threads) and 6-32 UNC-2A 
(external threads), for IEEE-488 
applications. 
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Dimensions are in inches and 
millimeters unless otherwise 

specified. Values in brackets 

are metric equivalents. 


USA: 1-800-522-6752 
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Specifications subject 

to change. 
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Material and Finish 
Housing — Thermoplastic (black) 


Terminals — Selectively plated gold 
over nickel plated high strength copper 
alloy, tin plated tails 


EMI Shield — Nickel plated die casting 


630 
[16.00] Max. | 


Tine Length 


595 
15.12] Max. => 
A472 
<—>| -W- 
Bail Clip [11.99] 
2 Required Receptacle 
Housing 
Shield 
.070 
159 yay [1.78] 
4.04) 7) 
xX 
I IL 093 ey 
.125 Dia. >| [el] 236) 
[3.18] Ref. L 470 £.007 
620 [11.94 + 0.18] 
[15.70] 
Standard 


CHAMP Interconnection System 


Shielded CHAMP Vertical Mount PCB Connectors 


Screw Lock Bail Lock 
No. of Tine Screw Lock Bail Lock Board Lock 
Positions Length 6-32 Hole 4-40 Hole w/Bail Lock 
24 pee 554501-11 = = 
36 a — 554145-4 _ 
50 ee = = 406874-12 


1 Can be used with Interface Bus Applications per IEEE-488. 


2 See view A. 


Recommended Panel Cutout for Preassembled and 
Metric Application per IEEE-488 (Rear Panel Mount Only) 


Locking Position 


Shown 
R (2 Places) 
620 4, 
[15.75] Min. 
iE 1 || 
A (5828) C (iets) 
B 0%) oa ieen aos} 
= 
.180 
No. of Screw Lock Bail Lock [4.58] Max: 
Positions A B Cc A B Cc } 
24 1.575 1.9941 .1521 1.806 1.968 -126 
40.01 50.65 3.86 45.87 49.99 3.20 
36 2.085 2.478 -126 2.316 2.478 -126 
52.96 62.94 3.20 58.83 62.94 3.20 
50 2.700 3.072 -126 2.910 3.072 -126 
68.58 78.03 3.20 73.91 78.03 3.20 


Lock Only), C = .192 [4.88]. 


1 For IEEE-488 Metric Applications Dimension—B = 2.036 [51.71] (Screw 


.470 + .007 
[™ [11.99 + 0.18] 


“ -610 
[15.49] 


View A 
Low Profile 


6c 
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Dimensions are in inches and 
millimeters unless otherwise 
specified. Values in brackets 
are metric equivalents. 


Dimensions are shown for 
reference purposes only. 
Specifications subject 


to change. 
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Electronics Shielded CHAMP Vertical Mount PCB Connector Hardware Kits 


Only fastening hardware supplied, other Screw Lock 
items shown for reference purposes. 


Material and Finish 
Pan Head Screw — Zinc plated steel 


Metric Standoff Screw — Black Part Number 554043-2 (Screw) 
oxide coated steel 


Metric 
Part Number 554858-1 (Kit) 


Recommended PC Board Mounting Hardware Screw Length for 
PC Board Thickness 


Screw Length PC Board Thickness 


(Maximum) 
-260 062 
6.60 1.57 
.290 093 
7.37 2.36 


Recommended PC Board Mounting Dimensions 


032 * 601 
-169 +008 
[4.29] Ref. a [0.81 =o.0a] 
| 


+—— ++000— 
000 [f. ++9600-- Oa) 

4 — 

085 Dera Typ. | 453 +003 

[2.16] eoahine [11.51#°.%] 


PC Board Thickness Range: .062-.125 [1.58-3.18] 


Note: 1.842 + .006 [46.79 + 0.15] 24-Position, 2.352 + .006 [59.74 + 0.15] 
36-Position, and 2.946 + .006 [74.83 + 0.15] 50-Position. 
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Product Facts 
mw Wide wire range 


mw Connectors available in 14, 
24, 36, 50 and 64 positions 
with a choice of mounting 
methods: screw lock type, 
bail lock type and locking 
latch type 


w Self-extinguishing 
thermoplastic housings and 
accessories 


= Contacts on .085 [2.16] 
centers in dual position 
arrangements 


= Optional dust covers and 
snap-on strain relief covers 


CHAMP Interconnection System 


CHAMP Insulation Displacement Concept (IDC) Connectors 


CHAMP Insulation 
Displacement Concept 
(IDC) Connectors provide a 
low cost method of termi- 
nating unstripped solid or 
stranded copper wires and 
cables to connectors. 
Application for the CHAMP 
IDC Connectors are widely 
diversified and are 
designed for specific field 
and industrial applications. 


Connectors and Housing 


Plug and receptacle con- 
nectors are furnished 
pre-loaded with contacts 
on .085 [2.16] centers. 
Connectors are available 

in 14, 24, 36, 50 and 64 
positions, in standard black 
housings and molded from 
self-extinguishing plastic 
material for high impact and 
dielectric strength. Housing 
material is rated at an 
Oxygen Index Rating of 
28% minimum. 


Terminals 


The terminal is precision 
formed of high conductivity, 
high strength copper alloy 
with 30 microinch gold mini- 
mum over 50 microinch 


nickel plating in contact 
area. The wire terminating 
area (rear of terminal) is 
stamped like a slotted 
reversed “U” and each leg 
contains a wire slot and 
strain relief slot with precisely 
controlled dimensions. 


Wire Range and Types 


The terminal is designed to 
accept 26-22 AWG [0.4- 
0.64 mm] solid wire and 28- 
22 AWG [0.08-0.4 mm2] 
stranded wire (7 strands). 
The terminal is designed to 
accommodate most types 
of insulation — PVC, poly- 
ethylene, irradiated 
polyethylene and 
polypropylene. 


Covers and Strain Relief 


Several types of acces- 
sories are available to 
complete the connector 
assembly and to provide 
strain relief and protection. 
Made of high impact 
strength thermoplastic 
materials, all covers and 
strain relief have inner ribs 
that confine each wire in 
the wire termination slots. 


Testing 


Extensive testing, both lab- 
oratory and actual applica- 
tion have been conducted 
on this entire product line. 
These tests included heat 
aging, temperature cycling 
as well as shock and vibra- 
tion. Both electrical and 
mechanical test results 
have met or exceeded 
performance objectives 
and copies of these test 
results are available from 
Tyco Electronics. 


Applicator Tooling 


Since your specific applica- 
tion will determine the 
degree of tooling required, 
consult pages 128 thru 132 
in the application tooling 
section. 
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The Insulation Displacement 
Concept 


The process of terminating 
unstripped wires and cable 
by using insulation dis- 
placement technology was 
developed for the tele- 
phone industry over two 
decades ago. However, 
Tyco Electronics was one of 
the first manufacturers to 
recognize, research, and 
produce slotted beam ter- 
minations for widespread 
commercial use. The 50- 
position CHAMP connector 
was a creditable forerunner 
in this reliable technique 
which is used for both dis- 
crete and mass termina- 
tions. Illustration shows how 
the system works. As an 
unstripped insulated wire is 


CHAMP Interconnection System 


ANF 


CHAMP IDC Connectors (Continued) 


forced into a slot which is 

narrower than the conduc- 
tor diameter, the following 

phenomena occur: 


1. Insulation is displaced 
from the sides of the con- 
ductor. 


2. As the wire is pushed 
deeper into the slot, the 
bared conductor is 
deformed by the sides of 
the slot. This wiping interac- 
tion creates a clean metal- 
to-metal union. 


3. The sides of the slot 
deflect to a final wire/slot 
dimension, like a spring 
member, and bear against 
the wire with a residual 
force that maintains high 
contact pressure during the 
life of the termination. 


Plug 
(Male) 
Contact 


Receptacle 
(Female) 
Contact 


CHAMP Connector and Terminal Identification 


Slotted terminals in CHAMP connector systems will accept 
solid or stranded (7 strands, maximum) copper conductors 
within 22 to 28 AWG range. Note that contact slots are 
designed with carefully-calibrated dimensions and accept 
a specific wire range and insulation diameter. The following 
chart shows how color-coded housings (center dot on wire 
side) and letter-coded terminals (stamped on outside slot) 
work in tandem for proper wire selection and terminations: 


Color Code 
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Strain 

Relief 

Slot 

Contact 
Wire Size Gano 
(Letter-Code) Area Plug Receptacle 
(Male) (Female) 
. r Color Letter 
Terminal Materials and Code Code Wire Range Ins.Dia.* 
Performance (HSG.) (Contact) (AWG) (Max.In.) 
All slotted terminals in plating over 50 microinches Red A One No. 24 Solid 045 
CHAMP connector systems — minimum of nickel under- (Use B Slot) [1.14] 
are precision formed from plate on contact areas, and Blue B One No. 24-26 045 
high-strength copper alloy, nickel plating (noted for its Solid or 24 Stranded [1.14] 
and are selectively plated proven wear characteristics) Green Cc One No, 22 045 
by a technique called on ramp or wear area. Solid or Stranded [1.14] 
AccuPlate plating process. —_ Durability rating for mating/ Yellow E One No. 26, 27, 045 
This highly advanced unmating is 200 cycles, or 28 Stranded [1.14] 
method provides 30 ETUC Orange H Two No. 26 Solid... .034 
microinches minimum gold Each Wire [0.86] 
Pink J Two No. 24 Solid... .034 
Note: The CHAMP connector contacts are current-rated at up to three and Each Wire [0.86] 
one half amperes. Exceptions are CHAMP Latch contacts, rated at one 
ampere. Keep in mind, however, that indicated current ratings do not neces- Brown F One No. 22 056 
sarily mean that all contacts in a connector can be operated simultaneously Solid or Stranded [1.42] 
at full-rated current. Variables must be considered, such as: connector size, White K No. 24-26 056 
contact density and material, wire size and type, ambient temperature, and Solid or Stranded 1.42] 
PC board design (in cable-to-board applications). Consult connector product (F Slot) - 
specifications for contact ratings. 
* Depends upon type of insulation and applicator tool. 
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tyco 


CHAMP Interconnection System 


ANF 


Flectronics 


Plug 


Style PS—Plug, Screw Lock (Thick Flange)! 


eS 
.690 
Jax. 
5 
oO 
t ; = -192 


G 
— Ref. —! 


495 
[12.57] Max. 
=sioe= ae Centers 


14.88) Max. 


4-40 UNC-2B 
(2 Holes} 


im 


. = 

.605 ‘ i” 

(15.37) Max. ts = 
4 


iL Cc Min ‘ | 
i — B [40.36] | 
fe - ARet 
Receptacle 
Style RS—Receptacle, Screw or Bail Lock (Thick Flange)! 
real tp — = (aaa) Max 
Max. i A f 3) , _] | 


F Max. 


1Thick flange connectors are typically for cable-to-cable screw lock applications. 


| 440 UNC-2B 


= | {2 Holes) 


CHAMP IDC Connector Specifications 


Style PB—Plug, Bail Lock 


[ E (2025) sa 
90 ft Se | \ 
(17.53) ; 
Max. si] 
; G oat Max. 
-380 = = , 
19.65) Max. Be 
=| rT eee 5, Centers 
05 H 
(15.37} 
Max. t 


Style RP—Receptacle, Panel Mount, 
Screw or Bail Lock (Thin Flange)2 


a — | = 
-690 
(17.53) i of i L 
Max. 
: iomell 083 
7 (2.11) 
.380 A Ref. Max. 
{9.65} 
Max. -~B (Eee) | 
“T[TE 7 a g) Contes 
(e 7 : 
(ie8n igs eae all 
a 
| .192 [4.88] ue 
Ret 7 F Max. ., (2 Holes) 


2Thin flange connectors are typically for panel mount applications. 


No. of Dimensions 
Positions A B Cc D E F G H 
14 1.750 1.416 1.001 1.526 1.196 1.000 644 401 
44.45 35.97 25.43 38.76 30.38 25.40 16.36 10.19 
24 2.175 1.842 1.426 1.951 1.621 1.425 .646 825 
55.25 46.79 36.22 49.56 41.17 36.20 16.41 20.96 
36 2.685 2.352 1.936 2.462 2.132 1.935 1.118 854 
68.20 59.74 49.17 62.53 54.15 49.15 28.40 21.69 
50 3.280 2.946 2.531 3.056 2.726 2.530 1.123 1.461 
83.31 74.83 64.29 77.62 69.24 64.26 28.52 37.11 
64 3.875 3.542 3.126 3.651 3.321 3.125 1.608 1.562 
98.43 89.97 79.40 92.74 84.35 79.38 40.84 39.67 
Note: These dimensions apply to all mating faces of all types of CHAMP Connectors. 
isc Wire Size Housing Contact Part Numbers 
Positions Solid 7 Strand Color Dot Letter Plug Receptacle 
Des. Code 
AWG mm AWG mm2 Style PS Style PB Style RS Style RP 
14 552300-1 _ _— _— 
24 552301-1 552317-1 552305-1 2-552322-1 
36 22 0.65 22 0.40 Green Cc _ 552318-1 = _ 
50 552173-1 552319-1 552064-1 2-552324-1 
64 552303-1 552320-1 552307-1 _ 
14 552282-1 552270-1 552312-1 2-552271-1 
24 552283-1 552272-1 552313-1 2-552273-1 
36 24-26 ree 24 0.20 Blue B 552284-1 552274-1 552314-1 2-552275-1 
50 229974-1 552032-1 229975-1 2-552001-1 
64 552285-1 552276-1 552315-1 2-552277-1 
24 552443-1 552469-1 —_ 2-552474-1 
36 0.14, 0.10, 552444-1 552470-1 — 2-552475-1 
50 = = -2RSTES 0.09 "allow e 552390-1 552471-1 552301-1 = 
64 552488-1 _ = = 


Notes: 1. A panel mount 50-position plug connector is available in thin flange with .187 [4.75] diameter mounting hole, Part Number 552686-1, which has B 


slot contacts. 


2. Style RP is not compatible with integral locking latch receptacle. For thin flange panel mount plug connectors all standard mounting hardware may 


be utilized with the exception of bail lock mounting hardware. 


3. Acceptable conductor insulations are polyvinyl chloride (PVC), polyethylene, irradiated polyethylene, polypropylene and TEFLON. Maximum insu- 
lation diameter .045 [1.14] for tools that mass terminate conductors on one side at a time. For tools that insert one conductor per side at 
a time, .043 [1.09] insulation diameter is the maximum. As a rule, harder insulations require smaller conductor insulation diameters. 


TEFLON is a trademark of E. |. du Pont de Nemours and Company. 


Dimensions are in inches and 
millimeters unless otherwise 

specified. Values in brackets 

are metric equivalents. 


Catalog 1-1773441-4 
Issued 10-05 


www.tycoelectronics.com to change. 


Dimensions are shown for 
reference purposes only. 
Specifications subject 


USA: 1-800-522-6752 
Canada: 1-905-470-4425 
Mexico: 01-800-733-8926 

C. America: 52-55-5-729-0425 


South America: 55-11-3611-1514 
Hong Kong: 852-2735-1628 
Japan: 81-44-844-8013 

UK: 44-141-810-8967 


tyco 
Electronics 


Large Insulation 
Wire Connectors 


Miniature Ribbon IDC 
Connectors that can 
accommodate 22 AWG wire 
with insulation diameters up 
to .056 [1.42]. The F-slot 
contacts handle large insu- 
lation diameter conductors 
using a folded beam con- 
tact design. 


Only connector supplied. 
180° Cover and Cable shown for 
reference 


Integral Locking 
Latch Receptacle 


Dimensions are in inches and 
millimeters unless otherwise 
specified. Values in brackets 
are metric equivalents. 


Catalog 1-1773441-4 
Issued 10-05 


www.tycoelectronics.com 


CHAMP Interconnection System 


CHAMP IDC Connector Specifications (Continued) 


No. of 
Positions 


50 
64 


ANF 


Wire Size Housing 

Solid 7 Strand Color Dot 
AWG mm AWG mm2 Des. 
22 0.64 22 0.40 Brown 


These special CHAMP connectors are designed with an 
integral latching system that eliminates the need for addi- 
tional locking hardware. Receptacle assemblies are pre- 
assembled with two plated steel spring latches (one at 
each end) that latch into cutout slots in mating plug con- 
nectors. To release a mated pair, simply depress latches 
into recessed areas and disengage. Note, however, that 
integral latches are not repairable nor replaceable. 
Integral-latch connectors are presently available in 50- and 
64-position sizes. 


Terr Tre r eer ere eee eee 


No. of 
Positions 


50 
64 


Housing 
Color Dot Des. 


Blue B 


Dimensions are shown for 
reference purposes only. 
Specifications subject 

to change. 


Contact 
Letter Code 


Part Numbers 


553921-1 
554381-2 


USA: 1-800-522-6752 
Canada: 1-905-470-4425 
Mexico: 01-800-733-8926 

C. America: 52-55-5-729-0425 


Part Numbers 


Plug Receptacle 
Style PS Style RS 
556039-1 555227-1 
556409-1 _ 


South America: 55-11-3611-1514 
Hong Kong: 852-2735-1628 
Japan: 81-44-844-8013 

UK: 44-141-810-8967 
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tyco CHAMP Interconnection System ANIF 


Electronics CHAMP IDC Connectors Cable-to-Cable Applications for 
50-Position Connector Kits 


Cable-to-Cable Plug and 
Receptacle with Tapered 
Cover and Screw 


Wire Size Housing Contact Cable Gace Kit Part Numbers 
Solid 7 Strand Color Dot Letter Diameter Cover Plug Receptacle 

AWG mm AWG mm2 Des. Code Range Black Gray Black Gray 

22 0.64 22 0.4 Green C oo No 552382-1 a 552383-1 — 

No 229912-1 229912-4 229913-1 229913-4 
350-.425 No = *6-229912-2  *6-229913-1 = 
8.89-10.80 Yes 1-229912-1 —_ 1-229913-1 _ 
24-2 51-0.4' 24 2 Bl B 

Reve vee a Yes *6-229912-3  *6-229912-4 *6-229913-3 _ 

.425-.500 No 2-229912-1 —_— 2-229913-1 — 

10.80-12.70 Yes 3-229912-1 = 3-229913-1 ae 

_ _ 26,27, 0.14-0.10, -350-.425 : _ 3 _ 

28 0.09 Yellow E 826-10 80 No 552402-1 552403-1 


* Part Numbers with prefix of “6” are bulk packed in quantities of 500. 


Cable-to-Cable 


Hardware Kits 
Only fastening hardware sup- —-._ 
plied, other items shown for 


reference purposes. 
Screw Lock Hardware Kit | 


Part Number 229911-1 
(Two required per assembly) 


Bent Bail Lock Hardware Kit 
Part Number 552561-4 
° (For use with 90° Strain Relief = 
Cover— One kit required per 
assembly) 


at 
wR 


~~ Bail Lock Hardware Kit 
Part Number 552561-3 
é (One kit required per assembly) 


CHAMP-LOK Connector Hardware Kit 
(One locking latch required per assembly) 
Part Number 552723-1 (36- or 50-Position Locking Latch) 
Part Number 552723-2 (14- or 24-Position Locking Latch) 
Part Number 552723-3 (64-Position Locking Latch) 


Catalog 1-1773441-4 Dimensions are in inches and Dimensions are shown for — USA: 1-800-522-6752 South America: 55-11-3611-1514 

Issued 10-05 millimeters unless otherwise reference purposes only. Canada: 1-905-470-4425 Hong Kong: 852-2735-1628 
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tyco CHAMP Interconnection System ANF 


Electronics CHAMP IDC Connectors Cable-to-Cable Accessories 


90° Snap-On Strain Relief Cover 180° Snap-On Strain Relief Cover 


No. of Dimensions Cable Range Part No. of Dimensions Cable Range Part 
Pos. A L Diameter* Numbers Pos. A B c Diameter* Numbers 
-185-.230 7 -175-.220 7 
14 684 1.863 4.70-5.84 poets] 4.45-5.59 sical 
17.37 47.32 .250-.300 : : 994 1.455 1.824 .220-.265 . 
6.35-7.62 ideal 14 25.25 36.96 46.33 5.59-6.73 ieoeetye 
.250-.300 . -265-.310 i he 
oA 684 2.288 6.35-7.62 een 6.73-7.87 bail 
17.37 58.12 .305-.360 .230-.280 
7.75-9.14 1-552413-1 Sir 552076-1 
-305-.360 ¥ 1.419 1.455 1.824 -280-.320 “3 i 
” 684 2.798 7.75-9.14 Spee 24 36.04 36.96 46.33 711-813  17952076-1 
17.37 71.07 .330-.380 -320-.380 
8.38-9.65 3-552414-1 8.13-9.65 2-552076-1 
-684 3.388 -340-.400 -290-.360 
17.37 86.06 8.64-10.16 Seen 7.37-9.14 sacdye=! 
.315-.415 % - 1.934 1.455 1.824 -360-.430 2 
- 922 3.388 8.00-10.54 epeer hi 36 4912 36.96 46.33 9.14-10.92 e207 30 
23.42 86.06 .415-.465 . .430-.500 : 
10.54-11.81 Pour jeeaio7g. —Paeeres 
1.127 3.590 -475-.540 . -330-.380 - 2 
28.63 91.19 12.07-13.72 seein Bases somes 
-410-.475 -380-.430 
10.41-12.07 ccialiiedl Gepiggn. eee 
1.127 4.183 -475-.540 2.520 1.555 1.924 -430-.490 
64 28.63 106.25 12.07-13.72 ccmideaih pe 64.01 39.50 48.87 10.92-12.45 See 
.540-.605 -480-.550 
13.72-15.37 ae ipigigez 3920061 
*Strain relief cover cable diameter range is a guideline. The appropriate -430-.500 _ 
pea ; : , 10.92-12.70 
strain relief cover depends on cable stiffness, cable packing and fillers. 
oe 552082-1 
64 3.119 hes bee 2.19-13.7. 
79.22 42.0 51.4 540-.610 : 
13.72-15.49 Bonner! 
Dust Cover 
No. of Plug Cover (Blue) Receptacle Cover (Red) 
Pos. A Part No. A Part No. 
1.575 1.421 
24 40.01 229968-4 36.09 229969-4 
2.085 1.931 
36 52.96 = 49.05 229969-3 
2.700 2.526 
50 68.58 229968-1 64.16 229969-1 
3.275 3.121 
64 83.19 229968-2 79.97 229969-2 
1B Dimension—.610 [15.49] Plug and .478 [12.14] Receptacles 
93 
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tyco CHAMP Interconnection System ANI 


Electronics CHAMP IDC Connectors Cable-to-Cable Accessories (Continued) 
90° Standard Slide-On Strain Relief Cover Kit 90° Tapered Slide-On Strain Relief Cover Kit 
(for 50 Position Only) (for 50-Position Only) 

— Pan Head Screw 


a 4-40 x .750 [19.05] Long 725 Rot 
[18.42] "> 
over | 
Cc = Pan Head Screw cover = i247] Max. 


FA a7 (&AOUNC2A) 7 | 


LY 
Ky & 
927 | He 932 Max 
(23.55) Max. cL (23.67) aX 


rs 3.855 +! 605 
: 3.596 Way (97.92) Max. [15.37] Max. 


191.34] 


Cable Clamp ~~. A A Max. 
Cable Clamp B Max. _s 
A Max. 
A t . ie a = 
B Max. 


[18.64] 
ea .734 = 


[18.64] 
Cable Range Dimensions Kit Part Numbers Component Part Numbers 
Diameter ~~. B Standard Tapered Cable Screw 90° Tapered 90° Slide-On 
Cover Cover Clamp Cover Cover 
Persie bake ms 552960-1 552560-5 1-229910-1 229911-1 229909-1 552617-1 
aovieas ni ls 552960-2 552560-1 229910-1 229911-1 229909-1 552617-1 
oe ae oa = = 2-229910-1 229911-1 229909-1 552617-1 
Space oa nae = = 3-229910-1 229911-1 229909-1 552617-1 
1270.13.97 i372 ga 552960-5 _ 4-229910-1 229911-1 229909-1 552617-1 


90° Standard Slide-On Strain 

Relief Cover and Adjustable ; 

Cable Clamp (for 50-Position Cable Dia. — 425 [10.80] Max. 

Only) Cover — Black—Part Number 552760-1, 


(recommended for use with Gray—Part Number 552760-2 
CHAMP-LOK Connector or Cable Clamp — Black—Part Number 552763-1, 


Screw Lock hardware) Gray—Part Number 552763-2 


Cover 


396 moe i 
Cable Clamp 
f 
525 
(13.34) Max. ood Max 
es 120 
= (£08, Max. as (3.05) Max. 
94 
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tyco CHAMP Interconnection System ANI 


Electronics CHAMP IDC Connectors Cable-to-Panel Applications 


Panel Mount Accessories 


Style RP—Receptacle, Panel Mount, Screw or Snap-On Strain Relief 
Bail Lock (Thin Flange) 


Note: See page 90 for Style RP part numbers. 


pS 
46 27 Kwa Ss 
i (11.84) a 
Pres 4 ——\V 312 
Max es of 17.92] Nominal 
a T A Max. 


-605 
115.37] 


018 


o neees comme BF RS : 
Note: Two required per connector assembly. 


No. of Dimensions Low Profile 
| \ Positions A Part Number 
: 192 [4.88] Dia. 1.467 ig 5 
_ _ (2 Holes) 24 37.96 1-552298-1 
36 ae 1-552297-1 
No. of Dimensions 
Positions A B C D 50 eon 1-552027-1 
1.750 1.416 1.000 -401 3.167 
14 44.45 35.97 25.40 10.19 64 80.44 1-552296-1 
24 2.175 1.842 1.425 825 
55.25 46.79 36.20 20.96 
2.685 2.352 1.935 .854 
36 68.20 59.74 49.15 21.69 
50 3.280 2.946 2.530 1.461 
83.31 74.83 64.26 37.11 
64 3.875 3.542 3.125 1.562 
98.43 89.97 79.38 39.67 


Snap-In Panel Mount Strain Relief 
No additional panel mounting hardware required. 


Panel Cutout Dimensions 


564 
312 
[7.92] B Ee : [14.33] 
| 1625 +.005 
aa [15.88+9. 13] 
| } (i207 
: . : .620 -.630 
© (£088) Dia. (2 Holes) A 4-910 [49.25] ——;| ay Sy, .005 [0.13] R Max. Typ. {15.75-16.00] 
< ™e p: _ i 
Note: Panel thickness range—.062-.125 [1.57-3.18] for front panel mount— 
Panel range .062-.093 [1.57-2.36] for rear panel mount with metric hardware 
per IEEE-488 and .062 [1.57] max. with standard hardware. 
a——_— 
Note: Two required per assembly. 
No. of Dimensions Rear Panel Mount! 
Positions A B Cc A B Cc 
14 1.063 1.416 126 1.151 1.416 149 = 7 
27.00 35.97 3.20 29.24 35.97 3.78 No. of Dimensions Panel Color Part 
ai 1.488 1.842 126 1.575 1.842 1492 Prsiiens A B___ Thickness Number 
37.80 46.79 3.20 40.01 46.79 3.78 2.695-2.700 2.514 .090 
50 Black 552962-3 
36 1.998 2.352 .126 2.085 2.352 .149 68.45-68.58 63.86 2.29 
50.75 59.74 cia 52.96 59.74 3.78 Notes: 1. For use with thin flange connectors only. 
50 2.593 2.946 126 2.700 2.946 149 2. Recommended for use with CHAMP-LOK Connector Assembly 
65.86 74.83 3.20 68.58 74.83 3.78 Hardware. No panel mounting hardware necessary when utilized. 
64 3.188 3.542 -126 3.275 3.542 149 3. Strain Relief recommended for installation of Panel Mount 
80.98 89.97 3.20 83.19 89.97 3.78 Connectors to prevent inadvertent contact or conductor damage. 


1 For screw lock hardware version only. 
2 .192 [4.88] for IEEE-488 metric applications. 
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tyco CHAMP Interconnection System ANI 


Electronics CHAMP IDC Connectors Cable-to-Panel Hardware Kits 


Only fastening hardware supplied, other items shown for reference purposes. 


Screw Lock Hardware Kit 
Part Number 552568-1 
(For rear panel mount applications, 
max. panel thickness shall be .062 [1.57].) 
(One kit required per assembly) 


Bail Lock Hardware Kit Bent Bail Lock Hardware Kit 
Part Number 552567-1 Part Number 552567-2 
(One kit required per assembly) (For use with 90° strain relief cover—One kit required per assembly) 
96 Ft 
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tyco ANP 


Electronics 


CHAMP Interconnection System 


Shielded CHAMP Cable Connectors 


Product Facts 


= Designed for shielding, NOT 
just as metal shell 
connector 


w Available in 24-, 36- and 
50-position plugs and 
receptacles 


w Available in bail and screw 
lock plug and thru-hole 
receptacle styles with 
pre-loaded insulation 
displacement contacts in a 
choice of two wire slot sizes 


mw Capable of using any 
standard CHAMP connector 
applicator tooling 


w Unique, high tensile strain 
relief with adjustable 
ratchet 


mw Conducive to post molding 
simply by deleting 180° 
cover kit 


w No outer crimp ferrule 
required 


w Fully compatible with all die 
cast, metal shell panel 
mount CHAMP connectors in 
a variety of termination 
styles, and intermateable 
with all those of a similar 


The CHAMP Connector 
product line continues to 


with contacts preloaded 
and are ready for termina- 


protrude through small 
openings around the 
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design 


expand, fulfilling the needs 
of the various industries. 
The Shielded CHAMP Cable 


tion in all standard CHAMP 
Connector applicator tool- 
ing. Two different contact 


Connectors have been 
specifically designed to 
produce the optimum in 
shielding effectiveness 
while still offering low initial 
cost and ease of assembly 
with the applied-cost- 
savings of a proven insula- 
tion displacement system. 


Shielded CHAMP Cable 
Connectors are available in 
24-, 36- and 50-position 
plugs and receptacles with 
either bail lock or screw 
lock plug and thru-hole 
receptacle styles. 
Connectors are shipped 


sizes are available—B-slot, 
24 AWG [0.51 mm] and 26 
AWG [0.04 mm] (solid) or 
24 AWG [0.20 mm2] 
(7-strand); and E-slot, 
26-27-28 AWG 
[0.14-0.10-0.09 mm2] 
(7-strand) wire. 


Superior shielding perform- 
ance is achieved due to 
minimal leakage from a spe- 
cially designed two-piece, 
precision formed shield. 
Positive contact with the 
panel mounted connector is 
obtained by the interface of 
metal “spring fingers” which 


perimeter of the plug and 


contact plate on receptacle. 


Highly effective braid termi- 
nation is achieved with an 
outstanding stored energy 


design incorporated into the 
two-piece shield. 


In addition to the superior 
shielding effectiveness, 


another important feature of 


the connector is the design 
of the outer plastic strain 
relief cover, which uses a 
ratcheting wedge that pro- 


vides greater strain relief as 


more tension is applied to 
the cable. Should post 
molding be desired, the 
180° cover kit may be 
deleted. 
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tyco 
Electronics 


Plug Connectors and Kits 


How to determine proper kit 
part number: 


1) Select 24-, 36- or 50- 
Position plug connector 

2) Select bail or screw lock 
connector 


3) Select B or E slot for wire 
to be terminated 


4) Measure cable jacket 
outside diameter and 
wire bundle diameter for 
correct size ferrule 
selection 


5) See chart for ordering 
information on page 100 


Accessories 


Cover Kit 
(Sold Separately) 


Groove Side 180° Cover 


Strain Relief 
Insert 


Tongue Side 
aw ~—-180° Cover 


S 3 


Captive Pan Head Screw 
Part Number 554726-1 


4-40 X .265[6.73] long 

(2 required) 

(Sold Separately—Bulk packed in 
quantities of 500) 


CHAMP Interconnection System 


ANF 


Shielded CHAMP Cable Connector Kits 


Bail Lock 
Connector Kit 


Bail Lock Assembly 


Cable 


AR 
Tongue Side | | 


180° Cover 


Tape 


Cable Braid 
Over Inner Ferrule 


Outside Sheild 


Connector Kit (Metric) 


Material and Finish 

Housing and Cover — 
Thermoplastic, black 

Terminals — Gold over nickel plated 
high strength copper alloy 

Shield — Bright nickel plated carbon 
steel 

Strain Relief — Flame retardant 
nylon, black 

Ferrule — Copper alloy 

Hardware — Zinc plated steel 


Metric Shoulder Screw — Black 
oxide plated, carbon steel 


Specifications 
Insulation Diameter — 
.045 [1.14] max. 

Terminal Center-to-Center 
Spacing —.085 [2.16 
Slot Designation (stamped on con- 
tacts which are preloaded in housing): 
B-Slot — 24 AWG [0.51 mm] and 
26 AWG [0.40 mm] (solid) or 24 AWG 
[0.20 mm2] (7 strand) 
E-Slot — 26-27-28 AWG [0.12-0.10- 
0.09 mm2] (7 strand) wir 
Note: Connector kits shipped 
unassembled. 


Groove Side 
180° Cover 


180° EMI 
Shield 


Spring 
Fingers 


Plug 
Assembly 


oO 


Screw Lock 
Standard Connector Kit 


Outside Shield 
Plug Outside Shield 


M 3.8 X .06-6g 


{2 holes) 
4-40 UNC 2B 


(2 Holes) 


Screw Lock 
Inside Shield 


Plug Screw Lock 
Inside Shield 


M35 X 0.6-6g 
/ 


Inner Ferrule fae cri Metric Shoulder Stud Screw 
etri ui! 
(Sold Separately) 2.000 [50.80} long ( 2 supplied ) 
(See Page 99) 
98 
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Electronics 


Receptacle Connectors and 
Kits 

How to determine proper kit 
part number: 


1) Select 36- or 50-Position 
receptacle connector 


2) Select B or E slot for wire 
to be terminated 


3) Measure cable jacket 
outside diameter and 
wire bundle diameter for 
correct size ferrule selec- 
tion 

4) See chart for ordering 
information on page 100 


Material and Finish 

Housing and Cover — thermoplastic, 
black 

Terminals — gold over nickel plated 
high strength copper alloy 

Shield — bright nickel plated carbon 
steel 

Strain Relief — flame retardant 
nylon, black 

Ferrule — copper alloy 

Hardware — zinc plated steel 


Specifications 

Insulation Diameter — 

.045 [1.14] max. 

Terminal Center-to-Center 
Spacing — .085 [2.16] 

Slot Designation (stamped on con- 
tacts which are preloaded in housing): 
B-Slot — 24 AWG [0.51] mm] and 
26 AWG [0.40 mm] (solid) or 24 AWG 
[0.20 mm2] (7 strand) 

E-Slot — 26-27-28 AWG [0.12-0.10- 
0.09 mmz] (7 strand) wire 

Note: Connector kits shipped 
unassembled. 


CHAMP Interconnection System 


Shielded CHAMP Cable Connector Kits (Continued) 


Groove Side 
180° Cover 


180° EMI 
Shield 


Tongue Side 
180° Cover 


Tape 
Cable Braid 


Over Inner Ferrule 


Contact 
Plate 


Receptacle 
Assembly 


Screw or Bail Lock Connector Connector Kit — Supplied 
Assemblies 


Outside Shield 
Cover Kit 
(Sold Separately) 


Groove Side 
180° Cover 


-125 [3.18] Dia. 
(2 holes) 


Strain Relief 
Insert Tongue Side 
~ 180° Cover 


Inside Shield 


Inner Ferrule 
(Sold Separately) 


Sy 


Ferrule Part Numbers‘ Ferrule Part Numbers‘ 


ieee Part Number eee Part Number 
250 554725-1 .400 554725-4 
6.35 554266-3 10.16 554266-6 
.300 554725-2 -450 554725-5 
7.62 554266-4 11.43 554266-7 
350 554725-3 .500 554725-6 
8.89 554266-5 12.7 554266-8 


1 Bulk packed in quantities of 100 
per bag. 


ANF 
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Electronics Shielded CHAMP Cable Connector Kits (Continued) 
Inner Ferrule on Jacket Inner Ferrule on Braid* 
No. of Cable Diameter No. of Cable Diameter 
Positions (Less Than) Positions (Greater Than) 
.300 -300 
24 ae 4 7.62 
350 -350 
36 pets = 8.89 
.400 -400 
a 10.16 iy 10.16 
* Ferrule size based on braid bundle 
diameter. 
Braid 
Braid 
Outer 
Conductors Jacket Conductors 
Jacket 
Inner Ferrule 
Heat Shrink Inner 
Ferrule 
Part Numbers 
No. of Cable Shielded Plug Kit Shielded Receptacle Kit 
Positions Range Screw Lock Bail Lock Screw or Bail Lock ae 
B Slot E Slot B Slot E Slot B Slot E Slot : 
-250-.500 554948-45 
24 6.35-12.70 554948-24 554948-33 _ _ _ _ 554944-1 
-250-.500 
36 6.35-12.70 554951-2 _ 554950-2 554950-1 _ _ 554945-1 
-350-.625 554946-12 
50 8-89-15 88 554945-26 554954-1 554953-21 554953-11 554955-2 554955-1 554946-2 
1 SCSI applicable. 
2 For cable diameter of .500 [12.70] or less use -1 kit. For cable diameter greater than .500 [12.70] use -2 kit. 
3 Connector with M3.5 threads kits includes M3.5 x 2.00 [50.80] standoff stud. 
4 4-40 UNC-2B hole size. 
5 M3.5 x 0.6-6G, shoulder stud screws (2) supplied. 
6 Contact Tyco Electronics for ROHS Part Number information. 
Typical Cable Assembly 
(Shielding Effectiveness) 
400.0 Average Shielding Effectiveness of Cable, 
90.00 Terminated without Connectors 
80.00 Average Shielding Effectiveness of Cable 
igi with Shielded CHAMP Connectors 
50.00 
40.00 
30.00 
= 20.00 
@ 10.00 
3 0 
= 10.00 1.000 
£ 20.00 E+3 
* ee Base line represents an 
50.00 unshielded Cable and 
60.00 Connector Assembly 
70.00 
80.00 
90.00 
100.0 
Frequency MHz 
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Electronics Shielded CHAMP Cable Connector Kits (Continued) 


50-Position Plug Kit ; 
90° Cable Exit for Post Outsde Sd 


Molding Operation 
90° Insert Zs 
with Holes 


(Available in 50-position 
only) 
Bail Lock 
50 Position 


Plug Assembly 


90° Insert 
with Post. ———_____ 


Post Molding 
Inside Shield 
Wire Size A : 
Housing Kit 
Solid 7 Strand Color Dot ba saad Part 
AWG mm AWG mm2 Description Number 
24-26 0.51-0.40 24 0.20 Blue Gray 5-555012-1 
_ = 26-27-28 seh Yellow Gray 5-555012-2 


Notes: Kit components only supplied (500 pcs. bulk packaged). 
Copper foil wrap. Solder operation and post molding is completed by customer. 
For post mold application, contact Tyco Electronics. 
Maximum cable bundle diameter is .370 [9.40]. 
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tyco 


CHAMP Interconnection System 


Flectronics 


Screwlock Hardware Components (Order separately) 
(Only fastening hardware supplied, other items shown for 
reference purposes) 


Material and Finish 

Strain Relief — Thermoplastic (black) 

Nut and Washers — Zinc plated carbon steel 

Screw Lock — Zinc plate with yellow chromate over carbon steel 
Metric Screw Lock — Black oxide coated carbon steel 


Snap-on Strain Relief 
Part Number 1-552298-1 
(2 required) 


Nut Part Number 21068-4* 
(2 required) 


(2 required) 


Flat Washer Part Number 21108-4 


(2 required) 
Connector and Shield 


| < not included 
Standoff Mounting Stud 
Part Number 229995-1 
) (2 required) 


Screw Lock Hardware 


Snap-on Strain Relief 


o° ] Part Number 1-552298-1 
(2 required) 
; ra Connector and Shield not 
: included 


Metric Screw Lock Hardware 


For Front Panel Mount Metric Screw Lock 
Hardware Kit Part Number 553636-2 


For Rear Panel Mount Metric Screw Lock 
Hardware Kit Part Number 553636-3 
*Commercial item 


Washer Part Number 21074-2* 


Shielded CHAMP Panel Mount Connector Hardware 


Recommended Panel Cutout for Front and Rear Panel Mounting 


See Note B (ibs) R (2 places) 
. 192+ 003 
| [4.88+°9-98] 
4b 620 44 | Lf 600 4 
t ae 115.75) Min. 
310 
310 Ret. La 18 Pare Leg te | i 
[7.87] [FRR] [t333] 
— 0. 00. — 0.00, 


Metric Hardware 
per IEEE-488 Application 


Standard Hardware Application 


Note: .126 + .003 [3.2 + 0.08] for front 
panel mount and .149 + .003 [3.78 + 0.08] for rear panel mount. 


Metric Hardware 


Front or Rear 
Panel Mount 


Standard Hardware 


No. of Front Rear 
Positions Panel Mount Panel Mount 


A B A B A B 
24 1.488 1.842 1.575 2.036 1.575 2.036 
37.80 46.79 40.01 51.71 40.01 51.71 


Panel Thickness Range: .125 [3.18] max. for front panel mount; .062 [1.57] 
max. for standard rear panel mount, .062-.093 [1.57-2.36] for metric rear 
panel mount. 

Note: For application tooling, see pages 128 thru 132. 


Dimensions are in inches and 
millimeters unless otherwise 

specified. Values in brackets 

are metric equivalents. 
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Product Facts 


mw Ready to use connectors— 
strain relief covers 
preassembled to connector 
bodies 


w Overall assembled 
dimension of .820 [20.83] 


= Simple one-step termination 
operation 


m May be used in “dead-end” 
or “daisy-chain” 
applications 


w Hardware kits available for 
Cable-to-Cable or Cable-to- 
Panel applications 


w Available in 24, 36 and 50 
positions 


m Capable of mass 
termination without time 
consuming soldering and 
prestripping of wire 


w Terminates .050 [1.27] 
centerline 26 AWG [0.40 
mm] (solid); 28 AWG [0.08- 
0.09 mm2] (stranded); 28 
AWG [0.32 mm] (solid) or 
30 AWG [0.25 mm] (solid) 
copper ribbon cable, 
including certain twisted 
pair types from .032-.045 
[0.81-1.14] thick 


w Available in standard 
connectors, preassembled 
and loose-piece shielded 


CHAMP Interconnection System 


CHAMP Latch Low Profile Connectors 


The CHAMP Latch Low- 
Profile Connector comes 
ready to use—just slide the 
cable in and squeeze. The 
underside of the strain relief 
cover is fluted to assist in 
proper cable orientation. 
Plastic “barbs” sticking up 
from the connector body 
act as guides for proper 
cable alignment during 
insertion. When terminated, 
these “barbs” pierce the 
cable insulation between 
the conductors and lock on 
to the strain relief cover. 


Another advantage to this 
connector is its overall 
assembled dimension (.820 
[20.83]), which takes up 
less space inside or outside 
of the equipment. 


Standard connectors are 
available in 14-, 24-, 36- and 
50-position plugs or recepta- 
cles. Shielded CHAMP Latch 
Connector version recepta- 
cles are available loose 
piece and preassembled in 
24, 36, and 50 positions. A 
64-position plug or recepta- 
cle can be supplied with an 
assembled height of 1.130 
[28.70]. For 64-position plug 
and receptacle part num- 
bers and specifications, 


contact Tyco Electronics at 
the numbers listed below. 
CHAMP Latch Connectors 
provide a fast, reliable 
means of mass terminating 
.050 [1.27] centerline rib- 
bon cable without time- 
consuming soldering and 
prestripping of wire. They 
are capable of terminating 
26 AWG [0.40 mm] (solid); 
28 AWG [0.08-0.09 mm2?] 
(stranded) 28 AWG [0.32 
mm] (solid) or 30 AWG 
[0.25 mm] (solid) copper 
ribbon cable. 


Termination of CHAMP 
Latch Low Profile 
Connectors is accom- 
plished in a simple one- 
step operation using the 
appropriate CHAMP Latch 
tooling. See page 132. The 
ability to make “daisy 
chain” terminations requires 
nothing more than depress- 
ing the stop bar on the 
hand tool or repositioning 
the stop bar provided on 
the base plate for the man- 
ual applicator. 


The housings and covers 
are constructed of black 
thermoplastic. The terminals 
are gold over nickel plated 
high strength copper alloy 


rd 
ae 
— 


on the mating face and gold 
flash over nickel plate on 
the terminating side. The 
mating face consists of 2 
rows of terminals on .085 
[2.16] centers. Terminating 
side consists of terminals on 
.100 [2.54] centers for an 
effective .050 [1.27] stag- 
gered termination. EMI 
Shield, for Shielded Con- 
nectors, are die cast zinc 
with nickel plating. 


Connector hardware kits are 
available for Cable-to-Cable 
(Screw Lock, Bail Lock and 
CHAMP-LOK connectors) 
applications, and Cable-to- 
Panel (Screw Lock, Bail 
Lock, Metric Screw Lock for 
IEEE-488 Applications and 
CHAMP-LOK connector) 
applications. 


Note: CHAMP Latch 
connectors have been 
tested on a wide variety 

of .050 [1.27] centerline 
cables conforming to 

Tyco Electronics drawings 
746395, 746396 and 86901. 
If cables other than those 
specified are used, forward 
sample of cable for approval 
to Tyco Electronics at the 
address listed at the back 
of this catalog. 
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Wire Range: 

26 AWG [0.40 mm] (solid): 
28 AWG [0.08-0.09 mm2] 
(stranded; 28 AWG [0.32 mm] 
(solid) or 30 AWG [0.25 mm] 
(solid) copper ribbon cable 
.032-.045 [0.81-1.14] thick. 


[20.83] 
(Assembled) 


a. 


CHAMP Interconnection System 


ANF 


CHAMP Latch 


Cover 


Bail Lock Assembly 


Cab! 


“4 


820 
(20.83) 
(Assembled) 


4-40 
UNC-2B 
(2 Holes) 


192 
[4.88] 


Notes: 


Position 1 


Low Profile Connectors—Standard 


050 
(1.27) TYP. 


Cable 


1 


-820 
[20.83] 
(Assembled) 
4-40 
UNC-2B 
(2 Holes) 

-192 

[4.88] 


+.014 
B [£0.38] 


Screw Lock Assembly 


620 
“[15.75] 


Mating 


Screw Lock Receptacle Assembly 


1. Cover shown loose but shipped ready to terminate. 
2. Cable conforming to Tyco Electronics specifications to be furnished by customer. 
3. Mating face consists of 2 rows of terminals on .085 [2.16] centers. 
Terminating side consists of terminals on .100 [2.54] centers for an effective 
.050 [1.27] termination. 
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tyco CHAMP Interconnection System 


ANF 


Electronics CHAMP Latch Low Profile Connectors—Standard (Continued) 
Panel Mount Plug Cover Boe Panel Mount Receptacle me eee 


Assembly 


Assembly 


.050 
Typ. 
1.27 > 
Si ge 
ee” Ons 
-~ Position 1 | (1.271 1¥°- 
Terminating 
Side ; 
“b 
820 
(bo $3) (20.83) 
(Assembled) (Assembled) 
192 
Dia. 
, 4.88 
(apni Dia. @ Holds) 
(2 Holes) -192 
[4.88] 
488 B aes 
A Max. 
Y 
Part Numbers 
No. of Dimensions Bail Lock Screw Lock Screw Lock Panel Mount Panel Mount 
Positions A B Plug Plug Receptacle Plug Receptacle 
Assembly Assembly Assembly Assembly Assembly 
14 tae ie = 553596-1 553597-1 = = 
24 eee es = 553598-1 553599-1 554103-1 554088-1 
36 ee er 554084-1 553600-1 553601-1 _ 554089-1 
50 Set ares 554085-1 553602-1 553603-1 - 554090-1 


Recommended Panel Cutout 


D Ref. 


Cpa | A te (2885) eum 
(2 Holes) ea ttocesil 
m < z End View 
No. of Front Panel Mount! Rear Panel Mount2 The Strain Relief Clip snaps 
Pos. A BCD —E AB cD FE on the connector and over ga 
——_ eee H H 116.38] 
44 1.063 1.416 126 .320 640 1.151 1.416 .149 .310 .620 the cable. The clip provides 
27.00 35.97 3.20 8.13 16.26 29.24 35.97 3.78 7.87 15.75 a positive strain relief for 
54 1.488 1.842 .126 320 640 1.575 1.842 1493 .310 620 = cable in axial and 90° 
37.80 46.79 3.20 8.13 16.26 40.01 46.79 3.78 7.87 15.75 directions S 
. a 
36 2.000 2.352 .126 .320 .640 2.085 2.352 .149 .310 .620 
50.80 59.74 3.20 8.13 16.26 52.96 59.74 3.78 7.87 15.75 
50 2.700 2.946 .126 .320 .640 2.700 2.946 .149 .310 .620 Material 
68.58 74.83 3.20 8.13 16.26 68.58 74.83 3.78 7.87 15.75 , 
=a? on a ute At oe a? et ewlhans ae = j j 690 Nae 
Front Panel Mount Panel Thickness Range: .062-.125 [1.57-3.18]. He Steel wire, .060 [127] Linse] ° 
Rear Panel Mount Panel Thickness Range: .062 [1.57] Max. Standard Z : 
Hardware-.062-.093 [1.57-2.36] Metric Hardware. CHAMP Latch Cable Strain Relief 
1 For front panel mount application, install from the front of the panel to avoid Clip Part Number 554099-1 
excessive bending of the cable. Bending of the cable will occur if cable 
assembly is mounted from the rear of the panel. 
2 Screw Lock version only. 
3 For IEEE-488 applications, refer to preassembled shielded panel cutouts 
page 110. 
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CHAMP Latch Cable 
Strain Relief Clip 


The CHAMP Latch Cable 
Strain Relief Clip, 50- ey Cable 
position, is used only with i / 
a Low Profile Standard 
CHAMP Latch Connector. 


Axial Pull 


Strain Relief 


C. America: 52-55-5-729-0425 UK: 44-141-810-8967 
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tyco CHAMP Interconnection System ANI 


Electronics CHAMP Latch Low Profile Connectors 64-Position 


CHAMP Latch Connectors 
64-Position 
Style PS Style PB 


A Max. 


+.010 
© 140.25) 


No. 4-40 Thd. 


Connector Code: en Dimension eee 
PS = Plug, Screw Lock ye A B a art Number 
PB = Plug, Bail Lock 3.875 3.542 3.135 
RS = Receptacle, Screw or Bail Lock ie 98.43 89.97 79.63 552837-1 
RP = Receptacle, Panel Mount, 3.651 3.135 
Screw or Bail Lock Be 92.74 _ 79.63 552933-1 
3.875 3.542 3.115 
a as aS 98.43 89.97 79.12 casita 
without strain relief cover 
3.875 3.542 3.115 
1.168 [29.67] ne 98.43 89.97 79.42 552843-1 
with strain relief cover 
Style RS 


1 See Note 


| .600 p #014 
.600 15.24 [+0.36] : I .085 
[15.24 ass [2.16] 
© 0.36] 
No. 4-40 Thd. Dig act ae A 2014 
[£0.36] 
106 
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Electronics CHAMP Latch Low Profile Connectors Cable-to-Cable Hardware Kits 


Only fastening hardware supplied, other items shown for reference purposes. 


Screw Lock Hardware Kit CHAMP-LOK Connector Hardware Kit 
Part Number 229911-1 Part Number 552723-1 (36- and 50-Position) 
(two required per assembly) Part Number 552723-2 (14- and 24-Position) 


(one locking latch required per assembly) 


on 
ee - a 
— i=! 
Bail Lock Hardware Kit 
Part Number 552561-3 
(one kit required per assembly) 
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tyco CHAMP Interconnection System ANI 


Electronics CHAMP Latch Low Profile Connectors Cable-to-Cable Hardware Kits (Continued) 


Only fastening hardware supplied, other items shown for reference purposes. 


—— 


? .  « 


For Front Panel Mount 


; .062-.125 [1.57-3.18] 
Ly Part Number 553636-2 


) © 


Cc fe} 


For Rear Panel Mount 
¢ 
@ @ A .062-.093 [1.57-2.36] 
Ea Part Number 553636-3 


Screw Lock Hardware Kit 
Part Number 552568-2 Metric Screw Lock Hardware Kit for IEEE-488 Application 
(Rear Panel Mount Application—.062 [1.57] max. (one kit required per assembly) 
panel thickness—one kit required per assembly) 


a=} 
|| 


lo: 
.@) © 


=) [=] 
Bail Lock Hardware Kit 
Part Number 552567-3 

(one kit required per assembly) 
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Flectronics 


Product Facts 


Ready to use strain relief 
covers preassembled to 
connectors 


Simple one-step termination 


Dead end or daisy-chain 
applications 


Hardware kits available for 
panel mounting 


Terminates conductors 
without time-consuming 
soldering 


Terminates .050 [1.27] 
centerline 26 AWG [0.40 
mm], 28 AWG [0.32 mm] 
and 30 AWG [0.25 mm] 
(solid) or 28 AWG [0.08- 
0.09 mm2] (stranded) wire 


Connectors Recognized 
under the Component 
Program of Underwriters 
Laboratories Inc. 

File No. E28476 BN 
Cable Recognized under the 
Component Program of 
Underwriters 

Laboratories Inc. “A 
Connectors 

CSA Certified, A 
File No. LR-7189 @ 

No cable stripping; 
simultaneous termination of 
all conductors 

One-step termination with 
Tyco Electronics application 
tooling 

Terminates varying 
thicknesses of flat, woven, 
shielded (properly 
prepared) and other ribbon 
cable with conductors on 
-050 [1.27] centers as well 
as discrete wires 
Self-registration of wires — 
compatible product and 
tooling designs eliminate 
registration problems 

Wide selection of sizes in 
all configurations 

Positive, uniform latching of 
contacts and housing with 
cover eliminates cover 
warpage 


CHAMP Interconnection System 


Shielded CHAMP Latch Connectors 


gw Easy, visual inspection of 
terminations during 


assembly; electrical probing 


capability after assembly 


w All polymeric parts 
manufactured from a 
UL Recognized 
94 V-0 rated material © 


mw Receptacles with recessed 
covers provide positive 
locking feature for ejection 
style pin headers with 
latches 


mw Shielded connectors provide 


RFI/EMI protection 


Shielded CHAMP Latch 
panel mount connectors are 
designed to provide the 
optimum in EMI protection 
at the chassis and still 
permit mating with CHAMP 
Connectors and other com- 
patible connectors in 24-, 
36- and 50-position sizes. 


The housing and covers are 
constructed of black ther- 
moplastic. The terminals 
are gold over nickel plated 
high strength copper alloy 
on the mating face and 


gold flash over nickel plate 
on the terminal side. The 
mating face consists of 2 
rows of terminals on .085 
[2.16] centers. Terminating 
side consists of terminals 
on .100 [2.54] centers for 
an effective .050 [1.27] 
staggered termination. Die 
cast shields are die cast 
zinc with nickel plating. 
Hardware kits are available 
for panel mount in standard 
or IEEE metric screw lock. 
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Electronics Shielded CHAMP Latch Panel Mount Connectors 


CHAMP Latch Connectors for Loose Piece End View Preassembled Bail Lock 
.050 [1.27] Ribbon Cable End View 


Material and Finish 815 Max ap 
Housing and Strain Relief Clip — [20.70] 116.00] M2: 
Thermoplastic (black) wal 

Terminals — Gold over nickel plated 

high strength copper alloy on mating 


face and gold flash over nickel plate on 830 pay. 830 
terminating side Max. 


EMI Shield — Nickel plated die casting 


Loose Piece 


Preassembled 


a 


EMI Shield 


Preassembled 


Receptacle Assembly 


Preassembled 


Le Pi 
Number of ame = Bail Lock Screw Lock 
Positions = a Part Dimension Part Number Part Number 
Number A B 4-40 Hole 6-32 Hole 4-40 Hole 
2.380 1.842 2.205 1.842 
24 60.45 46.79 554349-18 56.01 46.79 _ 554434-18 _ 
2.380 2.352 2.715 2.352 554436-2 
36 60.45 59.74 554348-1 68.96 59.74 555983-11 — a 
3.475 2.946 3.310 2.947 
50 88.27 74.83 554350-1 84.07 74.85 554902-11,2 = 554436-22 
1 Does not have boss feature. Boss is a .040 [1.02] shoulder on front of shield. 
2 SCSI applicable. 
3 Can be used with Interface Bus Applications per IEEE-488. 
Recommended Panel Cutouts for Front Recommended Panel Cutouts for Rear 
and Rear Panel Mountings Panel Mounts Only. 
Front Mount i C (e008) R (2 Places) 
-640 A { 
a oh as 
Rear Mount i e i 003 : 
o. 
620 | Min. A +388 [7800 Front Mount C [£0.09) Lie +.910 gz] ol 
115.75] 320 620 Ref. 
18.13] Ret ee 
B 2033) Rear Mount B tel 
310 [£0.36] 
(7.87) Pet. 
Loose Piece Standard Hardware Application Preassembled and Metric Application for IEEE-488 
Loose Piece Preassembled 
Ss Ma Front Panel Mount Rear Panel Mount ee Ball Lock Screw Lock 
A B Cc A B Cc A B Cc A B Cc 
24 1.488 1.842 -126 1.575 1.842 -149 24 1.806 1.968 -152 1.575 1.994 1521 
37.80 46.79 3.20 40.01 46.79 3.78 45.87 49.99 3.86 40.01 50.65 3.78 
36 2.000 2.352 -126 2.085 2.352 -149 36 2.316 2.478 -126 2.085 2.478 -126 
50.80 59.74 3.20 52.96 59.74 3.78 58.83 62.94 3.20 52.96 62.94 3.20 
2.700 2.946 -126 2.700 2.946 -149 50 2.910 3.072 -126 2.700 3.072 -126 


50 68.58 ©=74.83—3.20 68.58 7483 3.78 73.91 78.03 3.20 68.58 78.03 3.20 


1 For IEEE-488 Metric Applications Dimension. 
C = .192 [4.88] B= 2.036 [51.71] 
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Electronics Shielded CHAMP Latch Panel Mount Connectors (continued) 
Material and Finish CHAMP Latch Connector Hardware Kits 
Mounting Stud — Bright zinc plated. Qnty fastening hardware supplied, other items shown for refer- 
carbon steel . ence purposes. 
Pan Head Screw — Passivated stain- 
less steel Loose Piece Shield 


Metric Standoff Stud — Black oxide 
coated carbon steel 


f 
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Metric Screw Lock Hardware Kit per IEEE-488 Application 
For Front Panel Mount Part Number 553636-2 
For Rear Panel Mount Part Number 553636-3 


Preassembled Shield 


he ] 4-40 Screw Lock 


Part Number 554272-1 
(for use with 4-40 Screw Lock, Rear Panel Mount Only) 


Metric Screw Lock Hardware Kit for 24-Position IEEE-488, 
Preassembled, Part Number 554808-1 Rear Panel Mount Only 
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CHAMP Interconnection System 


Flectronics 


Product Facts 


mw Concentrated 1/0 hub port 
with Category 5 
performance 


m 12 Ports in one hub 
connection 


mw Category 5 performance 
without board compensation 


= Supported by a complete 
LAN cabling system 
(Request Publication 296129) 


The proven, reliable 
CHAMP Connector, with its 
many years of experience, 
is now available as a 
Category 5 connector to 
meet the high-speed date 
requirements of today’s LAN 
applications. 


Category 5 is a performance 
specification for cable and 
connectors defined for a 
frequency bandwidth to 100 
MHz. A Category 5 cabling 
system will accommodate 
high data rates such as 

100 Mbps for 100BASE-T 
Ethernet of 155 Mbps ATM. 


With CHAMP System 5 
Connectors, only the plug 


Work Area 
( ) Equipment 
== Cables te vacate 
25~-Pair Cross- 
——— Horizontal connect 
Distribution 
Ga} o—__ eels 


= gan 


= 


Dimensions are in inches and 
millimeters unless otherwise 

specified. Values in brackets 

are metric equivalents. 
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CHAMP System 5 Connectors 


(male) connector is com- 
pensated to achieve 
Category 5 performance. 
When mated with any stan- 
dard CHAMP receptacle, 
PC board or cable mount, 
Category 5 performance is 
achieved. Mating recepta- 
cles do not require any 
compensation. 


The plug has been 
designed using flex-film cir- 
cuitry, as well as a change 
in the wiring pattern, to 
reduce Near-End Crosstalk 
(NEXT). NEXT is the unde- 
sirable coupling of signals 
between pairs in cables 
and connectors. 


Outlet 


In addition to Category 5 
performance, 

CHAMP System 5 
Connectors provide a 
concentrated I/O port which 
can support up to twelve 
2-pair ports in a single 
connection. This concen- 
trated I/O saves on both 
panel space and PC board 
real estate to support the 
constant effort in the minia- 
turization of electronics. 


CHAMP System 5 
Connectors are also sup- 
ported by a complete LAN 
cabling system that extends 
from the hub out to the 
individual workstations. 


Telecom 
Closet 


Network Hub with 
CHAMP Interface 


LAN Cabling System Schematic 


USA: 1-800-522-6752 
Canada: 1-905-470-4425 
Mexico: 01-800-733-8926 


C. America: 52-55-5-729-0425 


South America: 55-11-3611-1514 
Hong Kong: 852-2735-1628 
Japan: 81-44-844-8013 

UK: 44-141-810-8967 


tyco CHAMP Interconnection System 


Electronics CHAMP System 5 Connectors (Continued) 


Plugs 


Material and Finish 

Housing — Red thermoplastic 
Terminals — Selectively plated gold 
over nickel plated high strength copper 
alloy 


3.2800 
[83.32] 4-49 UNC-28 
2 holes 


~ [74.83 + 0.36) ———————_— 


Description Dim A Dim B Dim C Part No. 
24 AWG Solid Wire oo” eee 690 -558693-1 


83.32 74.83 17.53 


Strain Relief 
Insert 


120° Strain Relief 


Material and Finish 
Housing — Light almond thermoplastic 


120° Cover 
Tongue Side 


120° Cover 
Groove Side 


Cable Diameter Part 
Range Number 
-350-.680 2 
8.89-17.27 seveee | 


2.946 +.014 6.05 
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90° Strain Relief 
Material and Finish 


Housing — Light almond thermoplastic 
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CHAMP Interconnection System 


CHAMP System 5 Connectors (Continued) 


Groove Side 
90° Strain Relief 
Cover 


Max. 


Tongue Side 
90° Strain Relief Cover 


Part Number 552731 


Part Number 


Cable Diameter Dimensions 
Range “A. Connector Cover 
(Red) (Almond) 
.650-.750 .685 3.878 
16.51-19.05 17.40 98.50  1098693-1 = 569335-1 
-475-.540 112 3.878 
12.07-13.72 2.845 98.50 1-558693-1 552731-1 


PC Board Mount Options 


Although any CHAMP receptacle will provide Category 5 performance when mated with 
the CHAMP System 5 plug, following are two popular right angle, board mount styles: 


Part Number 557932-1: Right Angle, Shielded Receptacle; Shielded Backshell 
Part Number 553813-3: Right Angle, Shielded Receptacle; Backshell Not Shielded 
See page 82 for more details on these receptacles 


Tooling 


Dimensions are in inches and 
millimeters unless otherwise 

specified. Values in brackets 

are metric equivalents. 


The standard portable 
hand-operated tool (MI-1) 
is designed for field 
applications and medium 
volume production and is 
capable of terminating the 
CHAMP System 5 Plugs. 
The proper color-code bar 
must be used and the 
CHAMP System 5 
Connector wiring pattern 
followed. 


to change. 


Dimensions are shown for 
reference purposes only. 
Specifications subject 


MI-1 Portable Hand Operated 
Tool (Butterfly) 
Part Number 229378-1 


Color Code Bar 
Part Number 224105-1 


CHAMP System 5 Connector 
CHAMPOMATOR 2.5 
Terminating Machine 

(See Page 131) 


Wiring Pattern 


PR 1 
PR 2 


PR 6 
PR 
PR 


PR 8 


m 
ao 


ieee 


nvr 


PR 


= 
i) 
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Product Facts 


w For factory cable assembly 
applications 


w Provides for up to a 10% 
savings in time over 
conventional cable strain 
relief methods when used in 
mass production cable 
assembly operations 


w May be utilized for booted 
cables 


= Metal cable clamp may only 
be engaged with a special 
CHAMPOMATOR semi- 
automatic wire insertion 
tool 


mw Once cable clamp is 
engaged, strain relief is 
provided 

mw Maximum cable diameter 
-450 [11.43] 


w Provided with dust covers 


CHAMP Interconnection System 


CHAMP IDC Connectors for Special Applications 


The CHAMP Connector 
Systems are widely diversi- 
fied and have expanded to 
meet not only the demands 
of the telecommunications 
industry, but also the needs 
of the computer markets. 
The CHAMP Connector 
product lines includes 

not only the Standard 
Connectors, but a growing 
network of Special and 
Shielded CHAMP 
Connectors for various spe- 
cial applications. All special 
items are illustrated and 
dimensioned on the follow- 
ing pages (51 thru 60) to 
assist you in selecting the 
proper application for your 
needs. 


CHAMP Connector with Crimp 
Cable Clamp 
(50-Position Only) 


This connector is used for 
the mass production of 
25 Pair Cable Assemblies. 
The Tyco Electronics 
CHAMPOMATOR Machine 
is used to terminate this 
style connector. The con- 
nector is also available in 
an Integral Latch version. 


Wear Adapter 
(50-Position Only) 


This one-piece disposable 
assembly saves wear on 
more expensive mounted 
test equipment and is appli- 
cable when frequent plug- 
ging/unplugging is 
necessary. The Wear 
Adapter is prewired and 
can be used with all con- 
nectors of similar design. 


Multiple Wire Connector 
(50-Position Only) 


This special connector is 
designed to terminate two 
unstripped conductors into 
one terminal position for 
economical half tapping 
and daisy chain (bridging) 
applications. The panel 
mount receptacles are pre- 
loaded with contacts for 24 
or 26 AWG [0.51 or 0.40 
mm] solid wire with a maxi- 
mum insulation diameter of 
.034 [0.86] per wire. 


CHAMP Back-to-Back 
Connector (50-Position Only) 


The 25 pair connector 
allows systems to grow by 


adding an electrical con- 
nection into an existing 
cable-to-cable or cable-to- 
panel application. The kit 
includes a bonded 
plug/receptacle assembly, 
two-piece cover to outer 
cable diameter range of 
.380 to .400 [9.65 to 10.16] 
and two pan head screws. 
Instruction Sheet 6503 
describes terminating 
procedures with a 

Tyco Electronics arbor 
frame applicator and spe- 
cial assembly. 


Other specials available are 
the CHAMP IEEE-488 Cable 
Assemblies and Connectors 
in Standard and Shielded 
versions. The connectors 
are available in panel mount 
and PC board styles. 


Methods of panel mounting 
the Small Computer System 
Interface (SCSI) 50-position 
Connectors are shown on 
page 125 for reference 
purposes. 
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CHAMP Connector with Crimp 
Cable Clamp 

(For 50-Position Only) 

Note: A Special Tyco Electronics 


CHAMPOMATOR Machine is used 
to terminate this style connector. 


Consists of: 
CHAMPOMATOR 3A Terminating 
Machine Part Number 1-761420-4. 


Wire Size 


ANF 


CHAMP Interconnection System 


CHAMP IDC Connectors for Special Applications (Continued) 


Cover 
> 3 
1.296 
[32.92] 
Assembled 
3.608 
= dé | 
[91.64] * iso aa 
385 
(978) i = 
192 2.946+.014 
[4.88] (74.83+0-26] | 


Captive Pan Head Screw 
4-40 x .62 [15.75] Long 


50-Position Plug Assembly 


Cover 


2.946+-014 _ 
[74.83*° 3] 


Captive Pan Head Screw (90.25) 


4-40 x 62 [15.75] Long 


50-Position Receptacle Assembly 


Housing Contact Fi Part Numb 
Solid 7 Strand Color Dot Letter ya art Numbers 
AWG AWG mm2 Description Code Plug Receptacle 
a A Blue B Gray 553213-3 553212-3 
50-Position 


116 


Catalog 1-1773441-4 
Issued 10-05 


www.tycoelectronics.com 


Dimensions are in inches and 
millimeters unless otherwise 

specified. Values in brackets 

are metric equivalents. 


Wear Adapter (Plug to Receptacle Assembly) 
Part Number 552705-1 
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Product Facts 


w No prestripping of wire 
required 


w Positive electrical contact 
through redundant contact 
points 


w Eliminates time-consuming 
soldering 


mw Standard 50-position 
receptacle connector 
configuration 


m Terminals constructed of 
high strength copper alloy 
with gold over nickel plating 
in contact area 


w Utilizes standard CHAMP 
connector screw lock, bail 
lock and locking latch 
hardware 


CHAMP Interconnection System 


CHAMP IDC Connectors for Special Applications, Multiple Wire Connector 


and Back-to-Back Connector Assembly (50-Position Only) 


Multiple Wire Connectors 


(50-Position Only) 

The Multiple Wire CHAMP 
Connector extends the 
unique technology of the 
regular CHAMP connector 
to provide the capability of 
terminating two conductors 
into one terminal position. 
Use of the Multiple Wire 
connector offers the labor 
savings of insulation dis- 
placement technology ver- 
sus the conventional means 
of hand soldering the termi- 
nals. They are available in 
50-position receptacle con- 
figurations with a molded 
strain relief and the neces- 
sary hardware for panel 
mount applications. The 
connector consists of a 


Receptacle Assembly—4J Slot 
Part Numbers 552827-1 (Gray) and 552827-2 (Black) 


Multiple Wire Strain Relief! 
Part Number 552851-2 (Black) 


1 Available for use with 50-position thin flange connector only. 
Notes: 1. J Slot for 24 AWG [0.51 mm] solid wire only. (Pink Color Dot) 
2. Max. insulation dia. .034 (0.86) 


For Snap-In Panel Mount Strain Relief, see Panel Mount Connector 


Accessories on page 95. 
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mw Economical approach to 
half-tapping and daisy chain 
applications 


molded thermoplastic hous- Application Tooling 
ing with receptacle con- Termination is accomplished by using the special MI-1 
tacts constructed of high applicator for 26 AWG [0.40 mm] solid wire only, 
strength copper alloy with Part Number 2-229378-0 or the CHAMP discrete wire 
gold over nickel plate. applicator for 26-24 AWG [0.40-0.51] solid wire, 

Part Number 231593-1. 


Product Facts 


w No prestripping of wire 
required 


w Positive electrical contact 
through redundant contact 
points 


mw Leads can be dressed to 
desired configuration 


mw Terminals constructed of 
high strength copper alloy 
with gold over nickel plating 


w Easy plug-in insertion into 
existing cables 


Notes: 

1. Cable to customer supplied. 

2. Acceptable cable diameter range 
is .380-.400 [9.65-10.16]. 


Wire Ranges — 

1.24 AWG [0.20 mmZ2] (7 strand) or 
26 AWG [0.40 mm] (solid) and 24 
AWG [0.51 mm] (solid)-B Slot. 

2.26 AWG [0.14 mm2], 27 AWG 
[0.10 mm2] or 28 AWG [0.09 mm2] 
(strand)-E Slot. 


Back-to-Back Connector 
Assembly 


(50-Position Only) 

The 50-Position CHAMP 
Back-to-Back Connector 
provides the customer with 
the ability to make an elec- 
trical connection into exist- 
ing cable-to-cable and 
cable-to-panel applications. 
The male-to-female connec- 
tor can be utilized as a 
bridging connector in cen- 
tral office or PBX Bussing. 
It also provides a readily 
accessible interface for test 
scanning, maintenance or 
telephone monitoring 
equipment. 


This connector utilizes the 
insulation displacement 
technology. To terminate the 
connector, one half of the 
unstripped wires are laced 
through the applicator tool 
and mass terminated. 
Reversing the connector 
allows the mass termination 
of the remaining connec- 
tors. For applicator tooling, 
see page 65. 


Plug/Receptacle 50-Position, B-Slot Kit 
Part Number 553257-1 (Cable-to-Cable Application) 
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Product Facts 
w Kit is preassembled 


mw Like numbered contacts on 
both connectors are 
electrically common 


= Allows connections between 
plug and plug or receptacle 
and receptacle interfaces 


w Terminals constructed of 
high strength copper alloy 
with selectively plated gold 
over nickel plating in 
contact area 


w Hardware is zinc plated 
steel 


mw Housing and covers are 
polyphenylene black 


Gender Menders 
50-Position with J-Hook 
Hardware 


Materials 

Housing and Covers — 
Polyphenylene, black 

Terminals — Selectively plated gold 
over nickel plating high strength copper 
alloy 

Hardware — Zinc plated steel 


CHAMP Interconnection System 


CHAMP IDC Connectors for Special Applications, Gender Menders 


Receptacle Assembly 


Plug Assembly 


rs) 


_ 
a“ 
‘ 
| 


Style With J-Hook W/O J-Hook 

y Hardware Hardware 

Receptacle — 554875-2 
Plug 554876-1 554876-2 


Catalog 1-1773441-4 
Issued 10-05 


www.tycoelectronics.com 


Dimensions are in inches and 
millimeters unless otherwise 

specified. Values in brackets 

are metric equivalents. 


USA: 1-800-522-6752 
Canada: 1-905-470-4425 
Mexico: 01-800-733-8926 

C. America: 52-55-5-729-0425 


South America: 55-11-3611-1514 
Hong Kong: 852-2735-1628 
Japan: 81-44-844-8013 

UK: 44-141-810-8967 


Dimensions are shown for 
reference purposes only. 
Specifications subject 

to change. 


tyco 


Flectronics 


24-Position Shielded 
CHAMP IEEE-488 
Cable Assemblies 


Material and Finish 
Housing — Thermoplastic, black 


Terminals — Selectively plated gold 
over nickel plated high strength copper 
alloy 


Metric Jackscrew — Black oxide 
plated, carbon steel 


EMI Shield — Nickel plated 
non-ferrous die casting 


Notes: 

. Cable (24) conductors 26 AWG 
[0.12-0.15 mmz2], (2) 24 AWG 
[0.20 mmZ?] drain wires with 
double foil and braided shields. 

2. Manufacturer’s data code. 

3. Cable assemblies are available in 
special lengths. For further infor- 
mation contact Tyco Electronics at 
the numbers listed below. 


=a 


CHAMP Interconnection System 


CHAMP IDC Connectors for Special Applications, 


Shielded Cable Assemblies 


Back-to-back Jackscrew 
M 3.5 x0 H 


6-6: Receptacle EMI Shield 


(2 Required) 


Thread Rolling Pan Head 


Screw 
4-20 x .50 [12.70] Long 
(4 Required) 
See Note 2 


ANF 


, Shield 
(72.01] 
AMP Cable Label < A coal 
{2 Places) 1 
Dimension A Part 
in. m Numbers 
19.68 0.5 553577-11 
39.37 1.0 553577-21 
78.74 2.0 553577-31 
118.11 3.0 553577-41 
157.48 4.0 553577-51 
236.22 6.0 553577-61 
314.96 8.0 553577-71 


1 Contact Tyco Electronics for ROHS Part Number information. 
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tyco 


Flectronics 


Product Facts 


= Conforms to IEEE-488 
specifications 


mw Superior shielding 
effectiveness 


w Fully intermateable and 
compatible with all other 
IEEE-488 interfaces 


mw Conducive to post molding 
techniques 


w Available in back-to-back 
configuration 


w Design includes a two- 
piece, precision stamped 
metal shell that encloses 
the 24-position back-to-back 
connector 


w Connector design allows 
shields to accept a cable 
range of .300 to .450 [7.62 
to 11.43] diameter 


mw Acceptable wire sizes of 26, 
27 and 28 AWG [0.12, 0.10 
and 0.09 mm2] 7 strand 


Catalog 1-1773441-4 
Issued 10-05 


www.tycoelectronics.com 


CHAMP Interconnection System 


CHAMP IDC Connectors for Special Applications, 
Shielded Back-to-Back Cable Connectors 


The Shielded CHAMP 
Connector 


Back-to-Back Cable Con- 
nector Kit is currently avail- 
able in a true 24-position 
IEEE-488 configuration. 


The IEEE-488 Kit consists 
of a 24-position back-to- 
back connector assembly, 
a plug shield, a receptacle 
shield and two jackscrews. 
By ordering different dash 
numbers of the ferrule, you 
may obtain the appropriate 
diameter inner ferrule to 
accommodate the particu- 
lar size cable to be 
terminated. 


A two-piece, snap-on strain 
relief cover kit is also avail- 
able for those who do not 
wish to post mold the termi- 
nated assembly. 


to change. 


Dimensions are shown for 
reference purposes only. 
Specifications subject 


Wire termination of the 
back-to-back (plug-to- 
receptacle) connector 
assembly is facilitated by 
the unique, one-piece insu- 
lation displacement contact 
design. Applicator tooling is 
specifically designed to 
mass terminate unstripped 
wires into their respective 
slotted beams. Each wire is 
cut to length simultaneously 
as termination occurs, and 
24 wires are terminated at 
the same time. See pages 
128 thru 131 for application 
tooling. 


The two precision-stamped 
shields are then assembled 
over the terminated connec- 
tor assembly. The spring fin- 
gers of these shield halves 
captivate and reliably main- 
tain contact with the braid of 


USA: 1-800-522-6752 
Canada: 1-905-470-4425 
Mexico: 01-800-733-8926 


C. America: 52-55-5-729-0425 


the cable, previously posi- 
tioned over the inner ferrule 
prior to connector assembly 
termination. 


The spring fingers allow the 
shields to accept a cable 
range of .300 to .450 [7.62 
to 11.43] in diameter, and 
due to their stored energy 
design, provide continuity 
of shield to braid regard- 
less of temperature, shock, 
vibration and other external 
influence. Installation of the 
black, plated metric jack- 
screws in accordance with 
IEEE-488 specifications 
finalize the assembly. 


Dimensions are in inches and 
millimeters unless otherwise 

specified. Values in brackets 

are metric equivalents. 


South America: 55-11-3611-1514 
Hong Kong: 852-2735-1628 
Japan: 81-44-844-8013 

UK: 44-141-810-8967 


tyco 


Flectronics 


24-Position Back-to-Back Kit 


Metric Jack Screws 


EX) 
Ferrule ee 
(Sold Separately} 

Yo 
OO 


24-Position Interface 
Bus Connector 


Part Number 554815-1 


Snap-on Covers— 
Part Number 554831-1 


Material and Finish 

Housing and Cover — Black, 
thermoplastic 

Jackscrews — Black oxide plated 
carbon 

Terminals — High strength copper 
alloy with gold over nickel plating in 
contact area 


CHAMP Interconnection System 


CHAMP IDC Connectors for Special Applications, 
Shielded Back-to-Back Cable Connectors (continued) 


24-Position Back-to-Back Cover Kit 


Receptacle 
hield 
Plug Shield 
Groove Side Cover 
Cable Connectors 
Connector Cable Post Kit Part Snap-on Cover 
Styles Diameter Range Moldable Number Part Number 
.300-.375 
Back-to-Back 7 62-9.53 Yes 555182-1 554831-1 


Inner Ferrules 


Cable furnished by customer 
(must conform to IEEE-488 specifications) 


Slemien: Part Numbers 
Sr 554725-2 
Bees 554725-3 
pee 554725-4 


Jackscrews— Black 
(2 per kit) 


Connector 
Assembly 


Catalog 1-1773441-4 Dimensions are in inches and Dimensions are shown for — USA: 1-800-522-6752 
Issued 10-05 millimeters unless otherwise reference purposes only. Canada: 1-905-470-4425 
specified. Values in brackets Specifications subject Mexico: 01-800-733-8926 


www.tycoelectronics.com are metric equivalents. to change. C. America: 52-55-5-729-0425 
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tyco 


CHAMP Interconnection System 


ANF 


Flectronics 


CHAMP IDC Connectors for Special Applications, 


Interface Bus IDC Connector Panel Mount Applications 


Panel Mount Receptacle 
(24-Position) 


Material and Finish 
Housing — Black thermoplastic 
Contacts — Selectively plated gold over nickel plated on high strength copper alloy 


Note: For tooling, see pages 128 thru 132. 


1.842% 014 
7 [46.79+0.36 085 
- [2.16] 


605 
(15.37) 
Max. 
: [e= --——-- 4] ai Overall Width 
= | 
1.425 
Perl b (36.20) Max. er sal 
(55.25) 
Wire Size Housing Contact Part 
Solid 7-Strand Color Dot Letter Number 
AWG mm AWG mm2 Designation Designation (thin flange) 
22 0.64 22 0.40 Green Cc 2-552322-1 
24-26 O87 24 0.20 Blue B 2-552273-1 
— — 26-27-28 9, Yellow E 2-552474-1 


Panel Cutout Dimensions 


310 
[7.87] Ref. 


at} i 


+.010 
A ™ 000 


Description Dimensions 
A B Cc 
1.488 2.036 126 
Front Panel 37.80 e171 oon 
1.575 2.036 -192 
Rear Panel 40 01 eee Ae 


Note: Panel Thickness Range .062-.125 [1.57-3.18] for 
front panel mount applications. 
Panel Thickness Range .062-.093 [1.57-2.36] for 
rear panel mount applications. 


Snap-On Strain Relief, 24-Position 
(2 parts required per each assembly) 


Material and Finish 
Black thermoplastic 


466 
(11.84] 
a [7.92] 
Aad 1.467 uf Nom. 
Gey [37.26] eee 
Max. 
Low Profile 


Part Number 1-552298-1 


Panel Mount Metric Screw Lock 
Hardware Kits 
(one kit required per each assembly) 


Material and Finish 
Nut and Lock Washer — Zinc plated carbon steel 
Metric Mounting Screw — Black oxide plated carbon steel 


7 
4 


For Front Panel Mount 
Part Number 552633-3 


For Rear Panel Mount 
Part Number 552633-4 


Dimensions are in inches and 
millimeters unless otherwise 

specified. Values in brackets 

are metric equivalents. 
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tyco CHAMP Interconnection System ANF 


Electronics CHAMP IDC Connectors for Special Applications, 
Interface Bus PCB Connector Applications 


Vertical Mount Receptacle 
(24-Position) 
Part Number 552224-1 24175 


716 
1,842+.014 [18.19] 
192 [46.79*0-38] Ref. 
[4.88] [| 
4 
: aa 412 
Material and Finish [10.46] 
Housing — Polyester thermoplastic  SeeDetailA = Terminal 
412 
iblagt) (10.461 
Terminals — Selectively plated gold 
over nickel plated on high strength \ 
copper alloy, tin plated tails Te 
295 1, 
17.49] Dia. 
Detail A 
Style RV 
Recommended Printed Circuit 
Board Mounting Dimensions 
(24-Position Only) 032 +233 8 
(0.81 7383)/ [4.29] .085 
+ = , [2.16] 
Fon aE Set 
Note: Sc neS ; f 
PC Board Thickness— 985 ors = 171). 
125 [3.18] maximum 12.16] (4.34) Dia. 
(2 Holes} 
453 +-003 
[11.5109] ~ 
1.842 +006 
[46.79+ 9-15] 
Edge Mount Screw Lock Vertical Mount Screw Lock fT 1} 
Hardware Kits (one kit Hardware Kits (one kit bad id 
required per assembly) required per assembly) : od 
Order all hardware separately 
Mounting Bracket 
Part Number 552656-1 
Metric Standoff Stud For Standard Mount 
Part Number 552634-3 Part Number 
552767-1 
Note: 4.40 x 3/8 [9.53] screws and nuts for mounting brackets 
are customer supplied items. 
Standard Mount Standard Mount 
123 
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tyco CHAMP Interconnection System ANI 


Electronics CHAMP IDC Connectors for Special Applications, 
Interface Bus PCB Connector Applications (Continued) 


Right Angle Mount sie 
Receptacles (25.65) Max. 
(24-Position) 


0 
[15.75] Ret 

Material and Finish 
Housing, Bracket and Plate — 402 [2.59 Dia. Ref. for 
Polyester thermoplastic (black) use with a No. 4 

: ‘ self-tapping screw. Part No. 552821 
Terminals — Selectively plated gold for .062-.093 [1 .57-2.36] bd. thk. 
over nickel plated high strength copper and Part No. 552820-2 for 


; : 125 [8.18] bd. thk. 
alloy, tin plated tails pee) 


Part Number 552791-1 
(Standard Orientation) 


Recommended PC Board tet 
Mounting Dimensions 10.81 ass] 


(24-Position Only) 7 
i 7 MT 13.18] Dia. 
1.842 *-008 one Ctrs. Typ. 
[46.7949 '5] | 
=> 453 +.003 
{11.51*9.8] 
1 For rear panel mounting applications. 
Right Angle Mount For Rear Panel Mount 
7 Part Number 
Hardware Kit pele 
Note: Only fastening hardware sup- For Standard Mount 
plied, other items shown for Part Number 
reference purposes. 552633-3 
Standard Mount Rear Panel Mount! Shielded CHAMP Connectors 
Panel ——» Connectors to be used with 


24-Position Interface Bus Applications per IEEE-488 


For Part Numbers and 


Type of Connector Specifications, See Pages: 


Discrete Wire 102 
CHAMP Latch 109 
Right Angle 82-85 

Vertical Mount 86-87 

1 Panel Thickness Range: .062-.093 [1.57-2.36] for rear panel mount metric 
applications. 
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CHAMP Interconnection System 


ANF 


CHAMP IDC Connectors for Special Applications, 


Connector Panel Cutouts for SCSI Applications 


Methods of panel mounting 
the Small Computer System 
Interface (SCSI) 50-Position 
Connectors 


.312+-005 
2.910 7-238 (7.922019) 
es (73.91 78:38) 


i (15. 88+0.13] 


2.946+ 007 \ 
R Typ. 


[74.83+0 18] 


Connector Position 
from Front of Panel 


SCSI Mounted Preassembled 
Screw Lock Connector 


Loose Piece Shielded Connectors (Rear Mount of Bails)! 


Applicable Base 
Part Number 


CHAMP Latch 5543502 


Connector Type 


Preassembled Shielded Bail Lock Connectors! 
Applicable Base 


(7.92+0.13] 


O062=-005 


(68.58 +886] 


\ 


B12+.005 ; 2.700 £:218 | [1.574099] 08 


Connector Type Part Number 
CHAMP Latch 554902 
Right Angle 554901 


1 Panel Thickness: .062 [1.57] Max. 
2 For SCSI mount of bails, two 4-40 screws .750 [19.05] long and 
two 4-40 hex nuts are required. 


g 625 +-005 
[15.88+£0.13] 
2.946+-014 Apgeaes! : 
(74.83+0.28] [3.20+0.08) Dia. 


Connector Position 
from Front of Panel 


Els 


SCSI Mounted Preassembled 
Bail Lock Connector 


Loose Piece Shielded Connectors (Front Mount of Bails) 


Applicable Base 
Part Number 


CHAMP Latch 5543502 


Connector Type 


Preassembled Shielded Screw Lock Connectors (Front Mount of Bail 
Clips by Use of Hardware Kit No. 554818-2) 


Applicable Base 


Connector Type Part Number 
CHAMP Latch 554436 
Right Angle 553813 
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tyco 
Electronics 


The following information on 
miscellaneous mounting 
screws and hardware com- 
ponents is offered for indi- 
viduals designing Panel 
Mount or Cable-to-Cable 
Screw Locking Systems. 
For more information con- 
cerning this subject, con- 


CHAMP Interconnection System ANF 


CHAMP .085 Centerline Connectors Miscellaneous Mounting Hardware 


Standoff Mounting Screw Part Number 552657-1 


i : Dimensions 
tact Tyco Electronics at the A B c D E F 
bers listed below 
nam 250 400 650 091 4-40 4-40 
6.35 10.16 16.51 2.31 
Standoff Mounting Studs 
Dimensions Part 
A B Cc D E F G Number 
239 = 347 .640 141 401 
6.07 881 i626 358 440 440 ino 229995-2 
250 .605 1.000 .112 -750 
635 1537 25.40 284 440 440 igo 552113-1 
256 = .339 .650 -165 394 
Ba 650. Get esi. aig “MSO 440" qogs “SAeterS 
193.335 .650 -185 457 
| 4.90 851 16.51 4.790 M35x.6 440 41'6, 552634-4 
256 .457 .750 -183 494 
6.50 11.61 19.05 4.65 M35x.6 4-40 i555 552634-7 
193.394 .688 -183 495 
4.90 10.00 17.48 465 M35x.6 440 i557 552634-9 
Catalog 1-1773441-4 Dimensions are in inches and Dimensions are shown for — USA: 1-800-522-6752 South America: 55-11-3611-1514 
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CHAMP Interconnection System 


ANF 


CHAMP .085 Centerline Connectors Miscellaneous Mounting Hardware (Continued) 


Captive Pan Head Screw 


Mounting Bracket 


Part Number 552656-1 


; 


-60' 
[15.24] 


ae 


Dimensions Part 

A B Number 
(9005 o3 eat 
is75 é35 een tee 
we as 29919 
ae cole 
ima 293862 
ne on 229996-3 


J-Hook Latch for Panel Mount Receptacle 
to 90° Cable Exit Plug Part Number 552655-1 


-470 


045 
_ (11.94] al 1.14] 


155 
[3.94] 


-160 
[4.06] 


(O58) > 
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CHAMP Interconnection System 


Electronics 


Portable Hand Operated Tool (MI-1) 
Refer to IS 408-7559 


Lacing Fixture 
Refer to IS 408-7559 


Standard Tool Part Number 229378-1 


The standard portable hand-operated tool (MI-1) is designed for field applications and 
medium volume production and is capable of terminating all connectors up to 50 positions 
with 90° wire dress. 


Lacing Fixture Part Number 230328-3 


90° or 180° wire dress can be obtained with the MI-1 tool by using the removable lacing 
combs and placing them in the lacing fixture (shown above and ordered separately) all con- 
nectors up to 50 positions. Will not accommodate 64 positions. 


Comb Kit* (6 per kit) Part Number 230327-1 


For greater productivity, additional operators can use additional comb sets and lacing fixtures 


CHAMP .085 Centerline Connectors Application Tooling 


Palm Grip Hand Tool Kit 
Part Number 229764-2, 14-64 Positions 
Part Number 229451-2, 50-Position Only 
Refer to IS 408-7642 


The Palm Grip Hand Tool Kit is recommended for field 
application and low volume production. The kit includes 
the items listed in the chart below. 


with a single tool. Item Part Number 
Palm Grip Tool 229451-1 
*50-position Comb No. 231619-1 is for small conductor diameter insulation (less than Index Slides for: 
.035 [0.89]) and two are required per MI-1 Tool. 14 Positions 229706-1 
Note: Best results obtained with conductor diameter to .045 [1.14] 24 Positions 229707-1 
Max. with PVC insulation. 36 Positions 229708-1 
Half-Tap Tool Part Number 229378-3 eit a 
For half-tap (daisy chain). 90° wire d licati 64 Positions 229709-1 
or half-tap (daisy chain), 90° wire dress applications. Cable Clamp DD9622-4 
A A ae Ratchet Release 229765-1 
multiple wire Tool (90° ae dress) Part Number 2-229378-0 ise E <RecEoaaGOl aaOaEA 
Multiple Wire Conversion Kit Part Number 230596-1 Tool Carrying Case 229710-1 
If required, the standard tool may be converted to multiple wire termination capability by use 
of separate multiple wire tools or a simple conversion kit. 
T-Handle Wire Insertion Tool Terminal 


50-Position Tool Part Number 231925-1 
64-Position Tool Part Number 231880-2 
F-Slot conversion tool for existing Ml-1 Part Number 231928-1 


For termination of F-Slot Cable Connectors. 


64-Position Tool Part Number 231880-1 Reference IS 408-9412 


he 64-position Comb Kit No. 231619-3 for small conductor diameter insulation 
less than .035 [0.89]). 


For termination of 64-position, 90° wire dress connectors only. 


Back-to-Back Connector Tool Part Number 2-229378-3 


For termination of IEEE-488 back-to-back cable connectors, Part Numbers. 554815, 555182 
and 555183. 


Conversion Kit, Color Code Bar Part Number 224105-1 


For termination of CHAMP System 5 Connectors. 


Part Number 229384-1 
Refer to IS 408-7558 


The T-Handle Wire Insertion 
Tool is designed for minor 
repair work on all CHAMP 
connectors. It does not 
have the capacity of shear- 
ing the wire in the termina- 
tion process. 


Insertion/Extraction Tool 
Part Number 230238-1 
Refer to IS 408-7787 


The Insertion/Extract tool is 
designed to replace dam- 
aged contacts in the 
CHAMP plug and recepta- 
cle connectors. 
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Product Facts 


mw Terminates discrete wire 
and laminated cable using 
the insulation displacement 
termination technique 


mw Accepts 14-, 24-, 36-, 
50- or 64-Position 
CHAMP Connectors 


= Contains tooling assembly 
and conversion kits for each 
position 


mw Designed to terminate 
laminated cable with 28-24 
AWG [0.08-0.2mm2] 
(stranded) or 28-24 AWG 
[0.32-0.51mm] (solid) 
conductors on .085 [2.16] 
centerline spacing 


mw Produces reliable electrical 
path between conductor and 
contact 


w Able to terminate most 
conductors up to .045 [1.14] 
insulation diameter 


Arbor Tooling 


CHAMP Miniature 
Applicator System 


The CHAMP Arbor Tool 
System is capable of termi- 
nating approved laminated 
cables on .085 [2.16] cen- 
ters without cable prepara- 
tion and discrete wires in 
14-, 24-, 36-, 50- and 64- 
position CHAMP insulation 
displacement connectors. 


The system consists of a 
manual Arbor Tool and 
Applicator. 


Applicators are compatible 
with Arbor Tooling 
currently applying other 
Tyco Electronics products. 


The Arbor Tool offers speed 
gained by true mass termi- 
nation and a production 
oriented system offering 
maximum flexibility and effi- 
ciency. Connector and 
cable size conversions can 
be accomplished with a 
minimum of downtime. 


CHAMP Interconnection Syste 


m 


CHAMP .085 Centerline Connectors Application Tooling (Continued) 


90° Dress CHAMP Applicator and Manual Arbor Tool 


180° Dress CHAMP Applicator and Manual Arbor Tool 


Part Numbers 


Pry t . 
Description eee Laminated Cable Discrete Wire Cable 
on .085 [2.16] 90°/180° Dress 
Centerline 
CHAMP Applicator Only 14 thru 64 231592-21 231593-22 
CHAMP Applicator with 
Manual Arbor Tool for 24 thru 64 _ 820805-13 


large wire (.058 [1.47]Max.) 


Use with Manual Arbor Tool Part Number 91085-2 refer to Instruction Sheet 408-7777 


1 Refer to Instruction Sheet 408-3137 
2 Refer to Instruction Sheet 408-3133 
3 Refer to Instruction Sheet 408-9856 
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CHAMP Interconnection System 


Flectronics 


Tooling for 

24- and 50-Position 
Back-to-Back 
Connectors Only 


Tooling consists of the man- 
ual arbor tool and applica- 
tor which accepts the 
preassembled “back-to- 
back” connectors. The 
operator positions the con- 
nector and laces wires of 
the cable through the 
combs across the connec- 
tor and by actuating the 
handle, terminates one side 
of the connector. This 
process is repeated on the 
other side of the connector. 
The terminated connector 
assembly is removed from 
the tool and the strain relief 
cover and jackscrews are 
installed to complete the 
connector assembly. 


CHAMP .085 Centerline Connectors Application Tooling (Continued) 


Manual Arbor Tool and Applicator 
50-Position—Part Number 230506-1, 
24-Position—Part Number 230506-5 


Refer to Instruction Sheet 408-6503 


Applicator only 
50-Position—Part Number 230506-3, 
24-Position—Part Number 230506-6 
Refer to Instruction Sheet 408-6503 
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CHAMPOMATOR 2.5 
Terminating Machine 
Part Number 354786-X 


Product Facts 
w Low applied costs 


a Automatic termination of 
jacket cable 


m Single-or double-ended 
assemblies 


= Microprocessor controlled 
mw Stored program capability 


w Selective termination of 
connector positions 


w Rapid tooling changeover 
for different connector types 


w Handles a variety of 
Tyco Electronics insulation- 
displacement connectors 


mw Terminated most jacketed 
cable 


= Remote programming and 
data retrieval 


mw 180° or 90° wire dress 


Controller required. 
Accessories available separately. 


CHAMP Interconnection System 


ANF 


CHAMP .085 Centerline Connectors Application Tooling (Continued) 


Controller 


CHAMPOMATOR 2.5 Terminating Machine 


Customer 
Part Number Description Manual IS 
354786-2 180° Wire Dress 
354786-3 90° Wire Dress 
1-354786-5 CAT 5 180° Wire Dress oe age 
354786-8 CAT 5 90° Wire Dress 


The CHAMPOMATOR 2.5 
terminating machine is the 
compact, high-productivity 
way to terminate a variety of 
Tyco Electronics connectors 
using insulation-displacement 
contacts. The machine effi- 
ciently terminates wires 
manually sorted from multi- 
conductor cables. The user- 
determined termination 
sequence may include full 
termination of all contacts 
or selective termination of 
some, such as for various 
RE-232 wiring patterns. 


The machine is micro- 
processor controlled and 
programmed by a mem- 
brane switch key-board. 
The easy programming sim- 
plifies the process and 
reduces training require- 
ments. The machine's inter- 
nal storage capability can 
retain up to 350 cable 


assemblies, which can be 
easily retrieved by number 
or name. Production data 
and diagnostics can also 
be accessed through the 
controller. Off-line program- 
ming is also possible with a 
host or personal computer. 


The machine can accom- 
modate a variety of connec- 
tors through a change in 
tooling packages, that may 
be purchased separately. 


A Category 5 tooling kit 
includes the necessary 
tooling to terminate the 
50-position CHAMP System 5 
connector 1-558693-1 on 
24 AWG [0.2 mm2] conduc- 
tors with .038 [.965] maxi- 
mum insulation diameter. 


Connectors can be termi- 
nated with straight (180°) or 
right angle (90°) wire dress. 


Specifications 

Length — 25 [635] 

Width — 23 [584] 

Height — 10 [254] 

Weight — 95 |b [43 kg] approx. 
Electrical Requirements — 

120 VAC, 50/60 Hz, single phase, 1A 
Air Requirements — 80 psi [5.52 
bars*] at .75 scfm 


* One bar = 100 kPa 


Production Rates 

Net production rates for fully loaded 
connectors depend on cable type, 
connector style and connector size. 
The machine cycle rate is one pair per 
second. 


For more detailed information, request 
Catalog 82247. 
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Dimensions are in inches and 
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are metric equivalents. 


to change. 
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reference purposes only. 
Specifications subject 


USA: 1-800-522-6752 
Canada: 1-905-470-4425 
Mexico: 01-800-733-8926 


C. America: 52-55-5-729-0425 


South America: 55-11-3611-1514 
Hong Kong: 852-2735-1628 
Japan: 81-44-844-8013 

UK: 44-141-810-8967 


tyco 


Flectronics 


South America: 55-11-3611-1514 
Hong Kong: 852-2735-1628 
Japan: 81-44-844-8013 

UK: 44-141-810-8967 


Catalog 1-1773441-4 
Issued 10-05 


www.tycoelectronics.com 


CHAMP Interconnection System 


CHAMP .085 Centerline Connectors Application Tooling (Continued) 


CHAMP Latch Hand Tool 
Part Number 231561-1 


IS 408-3135 


This tool is capable of ter- 
minating ribbon cable with 
26 AWG [0.46 mm] (solid); 
28 AWG [0.32 mm] (solid) 
and 28 AWG [0.08-0.09 
mm2] (stranded) or 30 
AWG [0.25 mm] (solid) 
conductors to 24-, 36- and 
50-position low profile 
connectors. 


If using other AMP-LATCH 
Ribbon Cable Connectors, 
use Hand Tool Kit Part 
Number 768340-1 (IS 408- 
9828) and Locator Kit Part 
Number 768351-1 (IS 408- 
9839). Tool Kit includes 
bench mount for increased 
productivity. This provides 
the most versatile and eco- 
nomical tooling. 


Dimensions are in inches and 
millimeters unless otherwise 
specified. Values in brackets 


are metric equivalents. to change. 


Dimensions are shown for 
reference purposes only. 
Specifications subject 


CHAMP Latch Applicator (only) 
Part Number 231576-1 


IS 408-3134 


Shown installed in 
Manual Arbor Tool 
Part Number 91085-2 


IS-408-7777 


This tooling is capable of 
terminating the same solid 
or stranded conductors as 
the hand tool. The tooling is 
a two-piece kit that includes 
a locator and a cable stop 
insert. 


The locator features a con- 
nector track to support the 
connector, a connector stop 
to position the connector 
and a cable guide to align 
the cable with the connector. 


The reversible cable stop 
insert accommodates 
dead-end (flush) or daisy- 
chain (feed-thru) termina- 
tions with .200 [5.08] 
minimum spacing between 
connectors. 


If using other AMP-LATCH 
Ribbon Cable Connectors 
use Arbor Tool Part Number 
91085-2 or Pneumatic Auto- 
Cycle Tool, Part Number 
91112-3 (IS 408-6732) 

with base tool Part Number 
768338-1 (IS 408-9827), 
and Locator Kit, Part 
Number 768351-1 (IS 408- 
9839). 


For 64-Position 

CHAMP Latch Connectors 
use tooling only, Part 
Number 230536-1. 


IS 408-6504 


USA: 1-800-522-6752 
Canada: 1-905-470-4425 
Mexico: 01-800-733-8926 


C. America: 52-55-5-729-0425 
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Electronics CHAMP .085 Centerline Connectors Technical Documents 


Various technical documents are available for your use: 


Product Specifications describe technical performance characteristics and verification 
tests. Intended for the design engineer, the component engineer and the quality engineer. 


108-1287 CHAMP Termination Connectors 

108-1698 CHAMP System 5 Connectors 

108-6005 CHAMP Connectors 

108-6019 CHAMP ACTION PIN Connectors 

108-6040 CHAMP Interface Bus, EMI/RFI Shielded Cable Assembly 
108-6076 CHAMP Latch Low Profile Connectors 

108-6078 CHAMP Printed Circuit Board Connectors 


Application Specifications describe requirements for using the product in its intended 
application and/or crimping information. They are intended for the Packaging and Design 
Engineer and the Setup person. 
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114-6027 CHAMP ACTION PIN Connectors 
114-6030 CHAMP Latch Low Profile Connectors 
114-6036 CHAMP Printed Circuit Board Connectors 
114-6041 CHAMP Cable Connectors 
Instruction Sheets provide instructions for assembling or applying the product. 
Intended for the manufacturing assembler or operator. 
408-3117 CHAMP ACTION PIN Connectors 
408-3133 CHAMP Discrete Wire Tooling Assembly Part Number 231593-2 
408-3134 CHAMP Latch Tooling Kit Part Number 231576-1 
408-3135 CHAMP Hand Tool Part Number 231561-1 for CHAMP Latch 

Low Profile Connectors 
408-3137 CHAMP Connector Applicator 231592-2 for Laminated Cable 
408-3158 CHAMP Latch Low Profile Connectors 
408-3159 Strain Relief Hardware for CHAMP Connectors 
408-3160 Mounting Hardware for CHAMP Connectors 
408-3170 CHAMP Shielded Connectors 90° IEEE-488 Kit 
408-3171 CHAMP Shielded Connectors Back-to-Back IEEE-488 Kit 
408-3182 CHAMP Self Retained ACTION PIN Connectors 
408-3188 CHAMP Shielded Connectors 
408-3201 CHAMP Edge Mount Printed Circuit Board Connectors 
408-3381 CHAMP System 5 Connectors 
408-6503 CHAMP Back-to-Back Tooling Assemblies 
408-6504 CHAMP Latch (64-Position) Tooling Assembly Part Number 230536-1 
408-7558 CHAMP T-Handle Wire Insertion Tool Part Number 229384-1 
408-7559 Application and Maintenance of CHAMP Multi-Insertion (MI-1) 

Hand Tool 14-, 24-, 36- and 50-Position 
408-7564 CHAMP Cable-to-Cable and Cable-to-Panel Connectors 
408-7642 CHAMP Palm Grip Insertion Tool 
408-7672 CHAMP Printed Circuit Board Connectors 
408-7787 CHAMP Insertion/Extraction Tool Part Number 230238-1 
408-8329 Part Numbers 1339220-1 and 1339220-3 
408-9412 Application and Maintenance of CHAMP Multi-Insertion (MI-1) 

Hand Tool, 64-Position 
408-9856 CHAMP Discrete Wire Tooling Assembly Part Number 820805-1 
408-9867 CHAMPOMATOR 2.5 Tooling Kit 
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Electronics RoHS Compliant to Non-RoHS Part Number Cross Reference 
RoHS Compliant Non-RoHS RoHS Compliant Non-RoHS RoHS Compliant Non-RoHS RoHS Compliant Non-RoHS 
Part No. Part No. Part No. Part No. Part No. Part No. Part No. Part No. 
58024-1 58024-1 231576-1 231576-1 552307-1 552307-1 553443-4 553443-4 
91085-2 91085-2 231592-2 231592-2 552312-1 552312-1 553443-5 553443-5 
91112-3 91112-3 231593-1 231593-1 552313-1 552313-1 553444-2 553444-2 
91295-1 91295-1 231593-2 231593-2 552314-1 552314-1 553444-3 553444-3 
122842-1 122842-1 231619-3 231619-3 552315-1 552315-1 553444-4 553444-4 
122842-2 122842-2 231880-1 231880-1 552317-1 552317-1 553444-5 553444-5 
122842-3 122842-3 231880-2 231880-2 552318-1 552318-1 553596-1 553596-1 
176793-1 176793-1 231925-1 231925-1 552319-1 552319-1 553597-1 553597-1 
176793-2 176793-2 231928-1 231928-1 552320-1 552320-1 553599-1 553599-1 
176793-4 176793-4 354786-2 354786-2 2-552322-1 2-552322-1 553600-1 553600-1 
176793-5 176793-5 354786-3 354786-3 2-552324-1 2-552324-1 553601-1 553601-1 
176793-7 176793-7 354786-6 354786-6 552390-1 552390-1 553602-1 553602-1 
176793-8 176793-8 354786-7 354786-7 552391-1 552391-1 553603-1 553603-1 
176793-9 176793-9 354786-8 354786-8 552412-1 552412-1 554043-2 554043-2 
1-176793-0 176793-0 1-354786-5 1-354786-5 1-552412-1 1-552412-1 554084-1 554084-1 
177728-1 177728-1 543580-1 543580-1 552413-1 552413-1 554085-1 554085-1 
177728-2 177728-2 543610-1 543610-1 1-552413-1 1-552413-1 554088-1 554088-1 
177734-1 177734-1 543630-1 543630-1 552414-1 552414-1 554089-1 554089-1 
177734-4 177734-4 2-552001-1 2-552001-1 3-552414-1 3-552414-1 554090-1 554090-1 
224105-1 224105-1 552008-1 552008-1 552443-1 552443-1 554099-1 554099-1 
229378-1 229378-1 2-552008-1 2-552008-1 552444-1 552444-1 554103-1 554103-1 
229378-3 229378-3 3-552008-1 3-552008-1 552469-1 552469-1 554266-3 554266-3 
2-229378-0 2-229378-0 4-552008-1 4-552008-1 552470-1 552470-1 554266-4 554266-4 
2-229378-3 2-229378-3 552011-1 552011-1 552471-1 552471-1 554266-5 554266-5 
229384-1 229384-1 1-552011-1 1-552011-1 2-552474-1 2-552474-1 554266-6 554266-6 
229451-1 229451-1 552014-1 552014-1 2-552475-1 2-552475-1 554266-7 554266-7 
229451-2 229451-2 1-552027-1 1-552027-1 552488-1 552488-1 554266-8 554266-8 
229621-1 229621-1 552032-1 552032-1 552496-1 552496-1 554725-1 554725-1 
229622-1 229622-1 552064-1 552064-1 1-552496-1 1-552496-1 554725-2 554725-2 
229706-1 229706-1 552073-1 552073-1 2-552496-1 2-552496-1 554725-3 554725-3 
229707-1 229707-1 552073-5 552073-5 552617-1 552617-1 554725-4 554725-4 
229708-1 229708-1 552073-6 552073-6 552634-3 552634-3 554725-5 554725-5 
229709-1 229709-1 552076-1 552076-1 552634-4 552634-4 554725-6 554725-6 
229710-1 229710-1 1-552076-1 1-552076-1 552634-7 552634-7 554753-1 554753-1 
229764-2 229764-2 2-552076-1 2-552076-1 552634-9 552634-9 554758-1 554758-1 
229765-1 229765-1 552079-1 552079-1 552655-1 552655-1 554759-1 554759-1 
229909-1 229909-1 1-552079-1 1-552079-1 552656-1 552656-1 554808-1 554808-1 
229910-1 229910-1 2-552079-1 2-552079-1 552686-1 552686-1 554815-1 554815-1 
1-229910-1 1-229910-1 552082-1 552082-1 552705-1 552705-1 554831-1 554831-1 
2-229910-1 2-229910-1 552113-1 552113-1 552723-1 552723-1 554902-1 554902-1 
3-229910-1 3-229910-1 552173-1 552173-1 552723-2 552723-2 554944-1 554944-1 
4-229910-1 4-229910-1 552270-1 552270-1 552723-3 552723-3 554945-1 554945-1 
229968-1 229968-1 2-552271-1 2-552271-1 552731-1 552731-1 554946-1 554946-1 
229968-2 229968-2 552272-1 552272-1 552760-1 552760-1 554946-2 554946-2 
229968-4 229968-4 2-552273-1 2-552273-1 552760-2 552760-2 554948-2 554948-2 
229969-1 229969-1 2-552273-1 2-552273-1 552763-1 552763-1 554948-3 554948-3 
229969-2 229969-2 552274-1 552274-1 552763-2 552763-2 554948-4 554948-4 
229969-3 229969-3 2-552275-1 2-552275-1 552767-1 552767-1 554950-1 554950-1 
229969-4 229969-4 552276-1 552276-1 552827-1 552827-1 554950-2 554950-2 
229974-1 229974-1 2-552277-1 2-552277-1 552827-2 552827-2 554951-2 554951-2 
229975-1 229975-1 552282-1 552282-1 552837-1 552837-1 554953-1 554953-1 
230238-1 230238-1 552283-1 552283-1 552838-1 552838-1 554953-2 554953-2 
230327-1 230327-1 552284-1 552284-1 552843-1 552843-1 554954-1 554954-1 
230328-3 230328-3 552285-1 552285-1 552851-2 552851-2 554955-1 554955-1 
230506-1 230506-1 1-552296-1 1-552296-1 552933-1 552933-1 554955-2 554955-2 
230506-3 230506-3 1-552297-1 1-552297-1 552962-3 552962-3 5-555012-1 5-555012-1 
230506-5 230506-5 1-552298-1 1-552298-1 553212-3 553212-3 5-555012-2 5-555012-2 
230506-6 230506-6 552300-1 552300-1 553213-3 §53213-3 555182-1 555182-1 
230536-1 230536-1 552301-1 552301-1 553443-1 553443-1 555227-1 555227-1 
230596-1 230596-1 552303-1 552303-1 553443-2 553443-2 556039-1 556039-1 
231561-1 231561-1 552305-1 552305-1 553443-3 553443-3 556409-1 556409-1 
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Electronics RoHS Compliant to Non-RoHS Part Number Cross Reference (Continued) 
RoHS Compliant Non-RoHS RoHS Compliant Non-RoHS RoHS Compliant Non-RoHS RoHS Compliant Non-RoHS 
Part No. Part No. Part No. Part No. Part No. Part No. Part No. Part No. 
557984-1 557984-1 1734099-8 2-557100-1 5-5175475-3 5-175475-3 5176378-1 176378-1 
1-558693-1 1-558693-1 1-1734099-0 2-557100-5 5-5175475-5 5-175475-5 5176378-2 176378-2 
569025-1 569025-1 1-1734099-2 2-557100-9 5-5175475-6 5-175475-6 5176378-3 176378-3 
569335-1 569335-1 1-1734099-4 4-557100-9 5-5175475-7 5-175475-7 5176378-4 176378-4 
569336-1 569336-1 1734100-2 5-557102-4 5-5175475-8 5-175475-8 5176378-5 176378-5 
662300-1 662300-1 1734100-6 1-557102-3 5-5175475-9 5-175475-9 5176378-6 176378-6 
679177-1 679177-1 1734100-7 1-557102-7 6-5175475-0 6-175475-0 5176378-7 176378-7 
1-761420-4 1-761420-4 1734100-8 2-557102-1 6-5175475-1 6-175475-1 5176378-8 176378-8 
768338-1 768338-1 1-1734100-0 2-557102-5 6-5175475-2 6-175475-2 5176379-2 176379-2 
768338-2 768338-2 1-1734100-1 5-557102-5 2-5175677-1 2-175677-1 5176379-3 176379-3 
768340-1 768340-1 1-1734100-2 2-557102-9 2-5175677-2 2-175677-2 5176379-4 176379-4 
768351-1 768351-1 1-1734100-3 3-557102-3 2-5175677-4 2-175677-4 5176379-5 176379-5 
768900-5 768900-5 1-1734100-6 3-557102-7 2-5175677-5 2-175677-5 5176379-6 176379-6 
786930-4 786930-1 1-1734100-8 5-557102-3 2-5175677-7 2-175677-7 5176379-7 176379-7 
786930-5 786930-2 1734101-4 557103-5 2-5175677-8 2-175677-8 5176379-8 176379-8 
786930-6 786930-3 1734101-5 557103-9 2-5175677-9 2-175677-9 5176381-1 176381-1 
787003-3 787003-3 1734101-6 1-557103-3 3-5175677-0 3-175677-0 5176381-2 176381-2 
787004-3 787004-3 1734101-7 1-557103-7 2-5175887-1 2-175887-1 5176381-3 176381-3 
787096-2 787096-1 1734101-8 2-557103-1 2-5175887-2 2-175887-2 5176381-4 176381-4 
787133-1 787133-1 1-1734101-0 2-557103-5 2-5175887-4 2-175887-4 5176381-5 176381-5 
787229-1 787229-1 1-1734101-2 2-557103-9 2-5175887-5 2-175887-5 5176381-6 176381-6 
787231-1 787231-1 1-1734101-4 3-557103-7 2-5175887-7 2-175887-7 5176381-7 176381-7 
787311-4 787311-1 1-1734101-5 4-557103-1 2-5175887-8 2-175887-8 5176381-8 176381-8 
787317-4 787317-1 1761371-1 1761371-1 2-5175887-9 2-175887-9 2-5178238-8 2-178238-8 
787535-3 787535-1 1761983-1 21108-4 3-5175887-0 3-175887-0 2-5178238-9 2-178238-9 
787565-2 787565-1 5021068-4 21068-4 5176371-1 176371-1 3-5178238-0 3-178238-0 
787596-4 787596-1 5021074-2 21074-2 5176371-2 176371-2 5179656-2 179656-2 
787596-5 787596-3 5084487-1 84487-1 5176371-3 176371-3 5229911-1 229911-1 
787597-3 787597-1 5084487-2 84487-2 5176371-4 176371-4 5229911-2 22991 1-2 
787646-4 787646-2 5084488-1 84488-1 5176371-5 176371-5 5229911-3 229911-3 
787653-3 787653-1 5084488-3 84488-3 5176371-6 176371-6 5229911-4 229911-4 
787653-4 787653-2 5084598-1 84598-1 5176372-1 176372-1 5229912-1 229912-1 
787900-2 787900-1 3-5175472-7 3-175472-7 5176372-2 176372-2 5229912-4 229912-4 
788389-2 788389-1 5-5175472-1 5-175472-1 5176372-3 176372-3 1-5229912-1 1-229912-1 
788395-2 788395-1 5-5175472-3 5-175472-3 5176372-4 176372-4 2-5229912-1 2-229912-1 
796068-3 796068-1 5-5175472-5 5-175472-5 5176372-5 176372-5 3-5229912-1 3-229912-1 
820805-1 820805-1 5-5175472-6 5-175472-6 5176372-6 176372-6 6-5229912-1 6-229912-1 
852423-1 852423-1 5-5175472-8 5-175472-8 5176373-1 176373-1 6-5229912-3 6-229912-3 
852423-4 852423-4 5-5175472-9 5-175472-9 5176373-2 176373-2 6-522991 2-4 6-229912-4 
911123-1 911123-1 6-5175472-0 6-175472-0 5176373-3 176373-3 5229913-1 229913-1 
911149-6 911149-6 6-5175472-1 6-175472-1 5176373-4 176373-4 5229913-4 229913-4 
911149-7 911149-7 6-5175472-2 6-175472-2 5176374-1 176374-1 1-5229913-1 1-229913-1 
911432-6 911432-6 3-5175473-8 3-175473-8 5176374-2 176374-2 2-5229913-1 2-229913-1 
911432-7 911432-7 4-5175473-1 4-175473-1 5176374-3 176374-3 3-5229913-1 3-229913-1 
915697-2 915697-2 5-5175473-1 5-175473-1 5176374-4 176374-4 6-5229913-1 6-229913-1 
919620-1 919620-1 5-5175473-6 5-175473-6 5176374-5 176374-5 6-5229913-3 6-229913-3 
1734037-1 2-557101-1 5-5175473-7 5-175473-7 5176374-6 176374-6 5229995-1 229995-1 
1734037-4 557101-5 5-5175473-9 5-175473-9 5176374-7 176374-7 5229995-2 229995-2 
1734037-5 557101-9 6-5175473-0 6-175473-0 5176375-2 176375-2 5229996-2 229996-2 
1734037-7 1-557101-7 6-5175473-2 6-175473-2 5176375-3 176375-3 5229996-3 229996-3 
1-1734037-0 2-557101-5 5175474-8 175474-8 5176376-1 176376-1 5406874-1 406874-1 
1-1734037-2 2-557101-9 4-5175474-1 4-175474-1 5176376-2 176376-2 5552116-1 552116-1 
1-1734037-4 4-557101-9 4-5175474-2 4-175474-2 5176376-3 176376-3 5552118-1 552118-1 
1-1734037-6 3-557101-7 5-5175474-1 5-175474-1 5176376-4 176376-4 5552126-1 552126-1 
1734098-4 1-557089-6 5-5175474-3 5-175474-3 5176376-5 176376-5 5552130-1 552130-1 
1734098-5 1-557089-1 5-5175474-5 5-175474-5 5176376-6 176376-6 5552209-1 552209-1 
1734098-7 1-557089-2 5-5175474-6 5-175474-6 5176377-1 176377-1 5552212-1 552212-1 
1734098-8 1-557089-3 5-5175474-7 5-175474-7 5176377-3 176377-3 5552221-1 552221-1 
1-1734098-0 1-557089-5 5-5175474-9 5-175474-9 5176377-4 176377-4 5552224-1 552224-1 
1734099-6 1-557100-3 6-5175474-0 6-175474-0 5176377-5 176377-5 5552232-1 552232-1 
1734099-7 1-557100-7 3-5175475-1 3-175475-1 5176377-8 176377-8 5552235-1 552235-1 
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RoHS Compliant to Non-RoHS Part Number Cross Reference (Continued) 


RoHS Compliant Non-RoHS 


Part No. Part No. Part No. Part No. Part No. Part No. Part No. Part No. 
5552241-1 552241-1 5552960-2 552960-2 5555983-1 555983-1 5917628-7 917628-7 
5552243-1 552243-1 5552960-5 552960-5 5557724-1 557724-1 5917628-8 917628-8 
5552246-1 552246-1 5553257-1 553257-1 5557932-1 557932-1 5917629-1 917629-1 
5552382-1 552382-1 5553636-2 553636-2 5557932-2 557932-2 5917629-2 917629-2 
5552383-1 552383-1 5553636-3 553636-3 5787096-1 787096-1 5917629-3 917629-3 
5552402-1 552402-1 555381 1-1 553811-1 5787131-1 787131-1 5917629-4 917629-4 
5552403-1 552403-1 555381 1-2 553811-2 5787131-2 787131-2 5917629-5 917629-5 
5552560-1 552560-1 5553813-3 553813-3 5787131-3 787131-3 5917629-6 917629-6 
5552560-5 552560-5 555381 3-4 553813-4 5787191-1 787191-1 5917630-1 917630-1 
5552561-3 552561-3 5553813 553813 5787233-1 787233-1 5917630-2 917630-2 
5552561-4 552561-4 5553921-1 553921-1 5787254-1 787254-1 5917630-3 917630-3 
5552562-1 552562-1 5554145-4 554145-4 5787254-2 787254-2 5917630-4 917630-4 
5552562-2 552562-2 5554216-3 554216-3 5787254-3 787254-3 5917630-5 917630-5 
5552563-1 552563-1 5554217-4 554217-4 5787641-1 787641-1 5917630-6 917630-6 
5552567-1 552567-1 5554272-1 554272-1 5787775-1 787775-1 5917630-7 917630-7 
5552567-2 552567-2 5554348-1 554348-1 5787801-1 787801-1 5917630-8 917630-8 
5552567-3 552567-3 5554349-1 554349-1 5787851-1 787851-1 5917631-1 917631-1 
5552568-1 552568-1 5554350-1 554350-1 5787851-2 787851-2 5917631-2 917631-2 
5552568-2 552568-2 5554350 554350 5787855-1 787855-1 5917631-3 917631-3 
5552631-1 552631-1 5554381-2 554381 -2 5787855-2 787855-2 5917631-4 917631-4 
5552633-3 552633-3 5554434-1 554434-1 5787859-1 787859-1 5917631-5 917631-5 
5552633-4 552633-4 5554436-2 554436-2 5787882-1 787882-1 5917631-6 917631-6 
5552657-1 552657-1 5554436 554436 5787883-1 787883-1 5917631-7 917631-7 
5552675-1 552675-1 5554501-1 554501-1 5787885-1 787885-1 5917631-8 917631-8 
5552690-1 552690-1 5554726-1 554726-1 5787886-1 787886-1 5917738-1 917738-1 
5552725-1 552725-1 5554815 554815 5787887-1 787887-1 5917738-2 917738-2 
5552725-2 §52725-2 5554858-1 554858-1 5787913-2 787913-2 5917738-4 917738-4 
5552725-3 §52725-3 5554875-2 554875-2 5787962-1 787962-1 5917738-5 917738-5 
5552726-1 552726-1 5554876-1 554876-1 5787962-2 787962-2 5917738-7 917738-7 
5552726-3 552726-3 5554876-2 554876-2 5787973-1 787973-1 1-5917738-5 1-917738-5 
5552738-1 552738-1 5554901-1 554901-1 5787979-1 787979-1 1-5917738-7 1-917738-7 
5552738-2 552738-2 5554901 554901 5788362-1 788362-1 6123283-5 1123283-5 
5552740-1 552740-1 5554902 554902 5788450-1 788450-1 6123283-9 1123283-9 
5552741-1 552741-1 5554923-1 554923-1 5788451-1 788451-1 6364306-1 1364306-1 
5552742-1 552742-1 5554923-2 554923-2 5796055-1 796055-1 6364308-1 1364308-1 
5552742-3 552742-3 5555057-1 555057-1 5796055-2 796055-2 6364973-2 1364973-2 
5552743-1 552743-1 5555119-1 555119-1 5796064-1 796064-1 6489050-1 1489050-1 
5552744-1 552744-1 5555139-1 555139-1 5917593-9 917593-9 6489232-1 1489232-1 
5552744-2 552744-2 5555139-2 555139-2 5-5917593-9 5-917593-9 6489232-2 1489232-2 
5552745-1 552745-1 5555149-1 555149-1 5917628-1 917628-1 6658203-1 1658203-1 
5552791-1 552791-1 5555149-3 555149-3 5917628-2 917628-2 6658240-1 1658240-1 
5552791-4 552791-4 5555182 555182 5917628-3 917628-3 6658751-1 1658751-1 
5552820-1 552820-1 5555183 555183 5917628-4 917628-4 
5552820-2 552820-2 5555233-1 §55233-1 5917628-5 917628-5 
5552960-1 552960-1 5555520-2 555520-2 5917628-6 917628-6 
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tyco CHAMP Interconnection System ANI 


Electronics Non-RoHS to RoHS Compliant Part Number Cross Reference 
Non-RoHS RoHS Compliant Non-RoHS RoHS Compliant Non-RoHS RoHS Compliant Non-RoHS RoHS Compliant 
Part No. Part No. Part No. Part No. Part No. Part No. Part No. Part No. 
21068-4 5021068-4 2-175887-1 2-5175887-1 176381-3 5176381-3 3-229913-1 3-5229913-1 
21074-2 5021074-2 2-175887-2 2-5175887-2 176381-4 5176381-4 6-229913-1 6-5229913-1 
21108-4 1761983-1 2-175887-4 2-5175887-4 176381-5 5176381-5 6-229913-3 6-5229913-3 
58024-1 58024-1 2-175887-5 2-5175887-5 176381-6 5176381-6 229968-1 229968-1 
84487-1 5084487-1 2-175887-7 2-5175887-7 176381-7 5176381-7 229968-2 229968-2 
84487-2 5084487-2 2-175887-8 2-5175887-8 176381-8 5176381-8 229968-4 229968-4 
84488-1 5084488-1 2-175887-9 2-5175887-9 176793-0 1-176793-0 229969-1 229969-1 
84488-3 5084488-3 3-175887-0 3-5175887-0 176793-1 176793-1 229969-2 229969-2 
84598-1 5084598-1 176371-1 5176371-1 176793-2 176793-2 229969-3 229969-3 
91085-2 91085-2 176371-2 5176371-2 176793-4 176793-4 229969-4 229969-4 
91112-3 91112-3 176371-3 5176371-3 176793-5 176793-5 229974-1 229974-1 
91295-1 91295-1 176371-4 5176371-4 176793-7 176793-7 229975-1 229975-1 
122842-1 122842-1 176371-5 5176371-5 176793-8 176793-8 229995-1 5229995-1 
122842-2 122842-2 176371-6 5176371-6 176793-9 176793-9 229995-2 5229995-2 
122842-3 122842-3 176372-1 5176372-1 177728-1 177728-1 229996-2 5229996-2 
3-175472-7 3-5175472-7 176372-2 5176372-2 177728-2 177728-2 229996-3 5229996-3 
5-175472-1 5-5175472-1 176372-3 5176372-3 177734-1 177734-1 230238-1 230238-1 
5-175472-3 5-5175472-3 176372-4 5176372-4 177734-4 177734-4 230327-1 230327-1 
5-175472-5 5-5175472-5 176372-5 5176372-5 2-178238-8 2-5178238-8 230328-3 230328-3 
5-175472-6 5-5175472-6 176372-6 5176372-6 2-178238-9 2-5178238-9 230506-1 230506-1 
5-175472-8 5-5175472-8 176373-1 5176373-1 3-178238-0 3-5178238-0 230506-3 230506-3 
5-175472-9 5-5175472-9 176373-2 5176373-2 179656-2 5179656-2 230506-5 230506-5 
6-175472-0 6-5175472-0 176373-3 5176373-3 224105-1 224105-1 230506-6 230506-6 
6-175472-1 6-5175472-1 176373-4 5176373-4 229378-1 229378-1 230536-1 230536-1 
6-175472-2 6-5175472-2 176374-1 5176374-1 229378-3 229378-3 230596-1 230596-1 
3-175473-8 3-5175473-8 176374-2 5176374-2 2-229378-0 2-229378-0 231561-1 231561-1 
4-175473-1 4-5175473-1 176374-3 5176374-3 2-229378-3 2-229378-3 231576-1 231576-1 
5-175473-1 5-5175473-1 176374-4 5176374-4 229384-1 229384-1 231592-2 231592-2 
5-175473-6 5-5175473-6 176374-5 5176374-5 229451-1 229451-1 231593-1 231593-1 
5-175473-7 5-5175473-7 176374-6 5176374-6 229451-2 229451-2 231593-2 231593-2 
5-175473-9 5-5175473-9 176374-7 5176374-7 229621-1 229621-1 231619-3 231619-3 
6-175473-0 6-5175473-0 176375-2 5176375-2 229622-1 229622-1 231880-1 231880-1 
6-175473-2 6-5175473-2 176375-3 5176375-3 229706-1 229706-1 231880-2 231880-2 
175474-8 5175474-8 176376-1 5176376-1 229707-1 229707-1 231925-1 231925-1 
4-175474-1 4-5175474-1 176376-2 5176376-2 229708-1 229708-1 231928-1 231928-1 
4-175474-2 4-5175474-2 176376-3 5176376-3 229709-1 229709-1 354786-2 354786-2 
5-175474-1 5-5175474-1 176376-4 5176376-4 229710-1 229710-1 354786-3 354786-3 
5-175474-3 5-5175474-3 176376-5 5176376-5 229764-2 229764-2 354786-6 354786-6 
5-175474-5 5-5175474-5 176376-6 5176376-6 229765-1 229765-1 354786-7 354786-7 
5-175474-6 5-5175474-6 176377-1 5176377-1 229909-1 229909-1 354786-8 354786-8 
5-175474-7 5-5175474-7 176377-3 5176377-3 229910-1 229910-1 1-354786-5 1-354786-5 
5-175474-9 5-5175474-9 176377-4 5176377-4 1-229910-1 1-229910-1 406874-1 5406874-1 
6-175474-0 6-5175474-0 176377-5 5176377-5 2-229910-1 2-229910-1 543580-1 543580-1 
3-175475-1 3-5175475-1 176377-8 5176377-8 3-229910-1 3-229910-1 543610-1 543610-1 
5-175475-3 5-5175475-3 176378-1 5176378-1 4-229910-1 4-229910-1 543630-1 543630-1 
5-175475-5 5-5175475-5 176378-2 5176378-2 229911-1 5229911-1 2-552001-1 2-552001-1 
5-175475-6 5-5175475-6 176378-3 5176378-3 22991 1-2 5229911-2 552008-1 552008-1 
5-175475-7 5-5175475-7 176378-4 5176378-4 229911-3 5229911-3 2-552008-1 2-552008-1 
5-175475-8 5-5175475-8 176378-5 5176378-5 22991 1-4 5229911-4 3-552008-1 3-552008-1 
5-175475-9 5-5175475-9 176378-6 5176378-6 229912-1 5229912-1 4-552008-1 4-552008-1 
6-175475-0 6-5175475-0 176378-7 5176378-7 229912-4 5229912-4 552011-1 552011-1 
6-175475-1 6-5175475-1 176378-8 5176378-8 1-229912-1 1-5229912-1 1-552011-1 1-552011-1 
6-175475-2 6-5175475-2 176379-2 5176379-2 2-229912-1 2-5229912-1 552014-1 552014-1 
2-175677-1 2-5175677-1 176379-3 5176379-3 3-229912-1 3-5229912-1 1-552027-1 1-552027-1 
2-175677-2 2-5175677-2 176379-4 5176379-4 6-229912-1 6-5229912-1 552032-1 552032-1 
2-175677-4 2-5175677-4 176379-5 5176379-5 6-229912-3 6-5229912-3 552064-1 552064-1 
2-175677-5 2-5175677-5 176379-6 5176379-6 6-229912-4 6-5229912-4 552073-1 552073-1 
2-175677-7 2-5175677-7 176379-7 5176379-7 229913-1 5229913-1 552073-5 552073-5 
2-175677-8 2-5175677-8 176379-8 5176379-8 229913-4 5229913-4 552073-6 552073-6 
2-175677-9 2-5175677-9 176381-1 5176381-1 1-229913-1 1-5229913-1 552076-1 552076-1 
3-175677-0 3-5175677-0 176381-2 5176381-2 2-229913-1 2-5229913-1 1-552076-1 1-552076-1 
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tyco CHAMP Interconnection System ANI 


Electronics Non-RoHS to RoHS Compliant Part Number Cross Reference (continued) 
Non-RoHS RoHS Compliant Non-RoHS RoHS Compliant Non-RoHS RoHS Compliant Non-RoHS RoHS Compliant 
Part No. Part No. Part No. Part No. Part No. Part No. Part No. Part No. 
2-552076-1 2-552076-1 552414-1 552414-1 552763-1 552763-1 554266-8 554266-8 
552079-1 552079-1 3-552414-1 3-552414-1 552763-2 552763-2 554272-1 5554272-1 
1-552079-1 1-552079-1 552443-1 552443-1 552767-1 552767-1 554348-1 5554348-1 
2-552079-1 2-552079-1 552444-1 552444-1 552791-1 5552791-1 554349-1 5554349-1 
552082-1 552082-1 552469-1 552469-1 552791-4 5552791-4 554350-1 5554350-1 
552113-1 552113-1 552470-1 552470-1 552820-1 5552820-1 554350 5554350 
552116-1 5552116-1 552471-1 552471-1 552820-2 5552820-2 554381-2 5554381-2 
552118-1 5552118-1 2-552474-1 2-552474-1 552827-1 552827-1 554434-1 5554434-1 
552126-1 5552126-1 2-552475-1 2-552475-1 552827-2 552827-2 554436-2 5554436-2 
552130-1 5552130-1 552488-1 552488-1 552837-1 552837-1 554436 5554436 
552173-1 552173-1 552496-1 552496-1 552838-1 552838-1 554501-1 5554501-1 
552209-1 5552209-1 1-552496-1 1-552496-1 552843-1 552843-1 554725-1 554725-1 
552212-1 5552212-1 2-552496-1 2-552496-1 552851-2 552851 -2 554725-2 554725-2 
552221-1 5552221-1 552560-1 5552560-1 552933-1 552933-1 554725-3 554725-3 
552224-1 5552224-1 552560-5 5552560-5 552960-1 5552960-1 554725-4 554725-4 
552232-1 5552232-1 552561-3 5552561-3 552960-2 5552960-2 554725-5 554725-5 
552235-1 5552235-1 552561-4 5552561-4 552960-5 5552960-5 554725-6 554725-6 
552241-1 5552241-1 552562-1 5552562-1 552962-3 552962-3 554726-1 5554726-1 
552243-1 5552243-1 552562-2 5552562-2 553212-3 553212-3 554753-1 554753-1 
552246-1 5552246-1 552563-1 5552563-1 553213-3 553213-3 554758-1 554758-1 
552270-1 552270-1 552567-1 5552567-1 553257-1 5553257-1 554759-1 554759-1 
2-552271-1 2-552271-1 552567-2 5552567-2 553443-1 553443-1 554808-1 554808-1 
552272-1 552272-1 552567-3 5552567-3 553443-2 553443-2 554815-1 554815-1 
2-552273-1 2-552273-1 552568-1 5552568-1 553443-3 553443-3 554815 5554815 
2-552273-1 2-552273-1 552568-2 5552568-2 553443-4 553443-4 554831-1 554831-1 
552274-1 552274-1 552617-1 552617-1 553443-5 553443-5 554858-1 5554858-1 
2-552275-1 2-552275-1 552631-1 5552631-1 553444-2 553444-2 554875-2 5554875-2 
552276-1 552276-1 552633-3 5552633-3 553444-3 553444-3 554876-1 5554876-1 
2-552277-1 2-552277-1 552633-4 5552633-4 553444-4 553444-4 554876-2 5554876-2 
552282-1 552282-1 552634-3 552634-3 553444-5 553444-5 554901-1 5554901-1 
552283-1 552283-1 552634-4 552634-4 553596-1 553596-1 554901 5554901 
552284-1 552284-1 552634-7 552634-7 553597-1 553597-1 554902-1 554902-1 
552285-1 552285-1 552634-9 552634-9 553599-1 553599-1 554902 5554902 
1-552296-1 1-552296-1 552655-1 552655-1 553600-1 553600-1 554923-1 5554923-1 
1-552297-1 1-552297-1 552656-1 552656-1 553601-1 553601-1 554923-2 5554923-2 
1-552298-1 1-552298-1 552657-1 5552657-1 553602-1 553602-1 554944-1 554944-1 
552300-1 552300-1 552675-1 5552675-1 553603-1 553603-1 554945-1 554945-1 
552301-1 552301-1 552686-1 552686-1 553636-2 5553636-2 554946-1 554946-1 
552303-1 552303-1 552690-1 5552690-1 553636-3 5553636-3 554946-2 554946-2 
552305-1 552305-1 552705-1 552705-1 553811-1 5553811-1 554948-2 554948-2 
552307-1 552307-1 552723-1 552723-1 55381 1-2 555381 1-2 554948-3 554948-3 
552312-1 552312-1 552723-2 552723-2 553813-3 5553813-3 554948-4 554948-4 
552313-1 552313-1 552723-3 552723-3 553813-4 5553813-4 554950-1 554950-1 
552314-1 552314-1 552725-1 5552725-1 553813 5553813 554950-2 554950-2 
552315-1 552315-1 552725-2 5552725-2 553921-1 5553921-1 554951-2 554951-2 
552317-1 552317-1 552725-3 5552725-3 554043-2 554043-2 554953-1 554953-1 
552318-1 552318-1 552726-1 5552726-1 554084-1 554084-1 554953-2 554953-2 
552319-1 552319-1 552726-3 5552726-3 554085-1 554085-1 554954-1 554954-1 
552320-1 552320-1 552731-1 552731-1 554088-1 554088-1 554955-1 554955-1 
2-552322-1 2-552322-1 552738-1 5552738-1 554089-1 554089-1 554955-2 554955-2 
2-552324-1 2-552324-1 552738-2 5552738-2 554090-1 554090-1 5-555012-1 5-555012-1 
552382-1 5552382-1 552740-1 5552740-1 554099-1 554099-1 5-555012-2 5-555012-2 
552383-1 5552383-1 552741-1 5552741-1 554103-1 554103-1 555057-1 5555057-1 
552390-1 552390-1 552742-1 5552742-1 554145-4 5554145-4 555119-1 5555119-1 
552391-1 552391-1 552742-3 5552742-3 554216-3 5554216-3 555139-1 5555139-1 
552402-1 5552402-1 552743-1 5552743-1 554217-4 5554217-4 555139-2 5555139-2 
552403-1 5552403-1 552744-1 5552744-1 554266-3 554266-3 555149-1 5555149-1 
552412-1 552412-1 552744-2 5552744-2 554266-4 554266-4 555149-3 5555149-3 
1-552412-1 1-552412-1 552745-1 5552745-1 554266-5 554266-5 555182-1 555182-1 
552413-1 552413-1 552760-1 552760-1 554266-6 554266-6 555182 5555182 
1-552413-1 1-552413-1 552760-2 552760-2 554266-7 554266-7 555183 5555183 
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Non-RoHS RoHS Compliant 


CHAMP Interconnection System 


Non-RoHS RoHS Compliant 


Non-RoHS RoHS Compliant 


ANF 


Non-RoHS to RoHS Compliant Part Number Cross Reference (Continued) 


Non-RoHS RoHS Compliant 


Part No. Part No. Part No. Part No. Part No. Part No. Part No. Part No. 
§55227-1 555227-1 557932-1 5557932-1 787801-1 5787801-1 917629-1 5917629-1 
555233-1 5555233-1 557932-2 5557932-2 787851-1 5787851-1 917629-2 5917629-2 
555520-2 5555520-2 557984-1 557984-1 787851-2 5787851-2 917629-3 5917629-3 
555983-1 5555983-1 1-558693-1 1-558693-1 787855-1 5787855-1 917629-4 5917629-4 
556039-1 556039-1 569025-1 569025-1 787855-2 5787855-2 917629-5 5917629-5 
556409-1 556409-1 569335-1 569335-1 787859-1 5787859-1 917629-6 5917629-6 

1-557089-1 1734098-5 569336-1 569336-1 787882-1 5787882-1 917630-1 5917630-1 
1-557089-2 1734098-7 662300-1 662300-1 787883-1 5787883-1 917630-2 5917630-2 
1-557089-3 1734098-8 679177-1 679177-1 787885-1 5787885-1 917630-3 5917630-3 
1-557089-5 1-1734098-0 1-761420-4 1-761420-4 787886-1 5787886-1 917630-4 5917630-4 
1-557089-6 1734098-4 768338-1 768338-1 787887-1 5787887-1 917630-5 5917630-5 
1-557100-3 1734099-6 768338-2 768338-2 787900-1 787900-2 917630-6 5917630-6 
1-557100-7 1734099-7 768340-1 768340-1 787913-2 5787913-2 917630-7 5917630-7 
2-557100-1 1734099-8 768351-1 768351 -1 787962-1 5787962-1 917630-8 5917630-8 
2-557100-5 1-1734099-0 768900-5 768900-5 787962-2 5787962-2 917631-1 5917631-1 
2-557100-9 1-1734099-2 786930-1 786930-4 787973-1 5787973-1 917631-2 5917631-2 
4-557100-9 1-1734099-4 786930-2 786930-5 787979-1 5787979-1 917631-3 5917631-3 
557101-5 1734037-4 786930-3 786930-6 788362-1 5788362-1 917631-4 5917631-4 
557101-9 1734037-5 787003-3 787003-3 788389-1 788389-2 917631-5 5917631-5 
1-557101-7 1734037-7 787004-3 787004-3 788395-1 788395-2 917631-6 5917631-6 
2-557101-1 1734037-1 787096-1 787096-2 788450-1 5788450-1 917631-7 5917631-7 
2-557101-5 1-1734037-0 787096-1 5787096-1 788451-1 5788451-1 917631-8 5917631-8 
2-557101-9 1-1734037-2 787131-1 5787131-1 796055-1 5796055-1 917738-1 5917738-1 
3-557101-7 1-1734037-6 787131-2 5787131-2 796055-2 5796055-2 917738-2 5917738-2 
4-557101-9 1-1734037-4 787131-3 5787131-3 796064-1 5796064-1 917738-4 5917738-4 
1-557102-3 1734100-6 787133-1 787133-1 796068-1 796068-3 917738-5 5917738-5 
1-557102-7 1734100-7 787191-1 5787191-1 820805-1 820805-1 917738-7 5917738-7 
2-557102-1 1734100-8 787229-1 787229-1 852423-1 852423-1 1-917738-5 1-5917738-5 
2-557102-5 1-1734100-0 787231-1 787231-1 852423-4 852423-4 1-917738-7 1-5917738-7 
2-557102-9 1-1734100-2 787233-1 5787233-1 911123-1 911123-1 919620-1 919620-1 
3-557102-3 1-1734100-3 787254-1 5787254-1 911149-6 911149-6 1123283-5 6123283-5 
3-557102-7 1-1734100-6 787254-2 5787254-2 911149-7 911149-7 1123283-9 6123283-9 
5-557102-3 1-1734100-8 787254-3 5787254-3 911432-6 911432-6 1364306-1 6364306-1 
5-557102-4 1734100-2 787311-1 787311-4 911432-7 911432-7 1364308-1 6364308-1 
5-557102-5 1-1734100-1 787317-1 787317-4 915697-2 915697-2 1364973-2 6364973-2 
557103-5 1734101-4 787535-1 787535-3 917593-9 5917593-9 1489050-1 6489050-1 
557103-9 1734101-5 787565-1 787565-2 5-917593-9 5-5917593-9 1489232-1 6489232-1 
1-557103-3 1734101-6 787596-1 787596-4 917628-1 5917628-1 1489232-2 6489232-2 
1-557103-7 1734101-7 787596-3 787596-5 917628-2 5917628-2 1658203-1 6658203-1 
2-557103-1 1734101-8 787597-1 787597-3 917628-3 5917628-3 1658240-1 6658240-1 
2-557103-5 1-1734101-0 787641-1 5787641-1 917628-4 5917628-4 1658751-1 6658751-1 
2-557103-9 1-1734101-2 787646-2 787646-4 917628-5 5917628-5 1761371-1 1761371-1 
3-557103-7 1-1734101-4 787653-1 787653-3 917628-6 5917628-6 
4-557103-1 1-1734101-5 787653-2 787653-4 917628-7 5917628-7 
557724-1 5557724-1 787775-1 5787775-1 917628-8 5917628-8 
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tyco CHAMP Interconnection System ANF 


Electronics Part Number Index 


Note: This index lists all cataloged parts PartNo. +Page Page PartNo. +~Page Page PartNo. +Page Page 
by base no. only. Complete part nos. =... TF CC FTF SO SF —irr 


(with prefixes and/or suffixes) are shown 21068 102 952232 73 552634 123, 126 
on the page(s) indicated. 21074 102 552235 73 552655 127 
21108 102 552241 73 552656 123, 127 
84487 39, 43 552243 73 552657 126 
84488 38, 43 552246 73 552675 75 
84598 46 552270 90 552686 90 
93510 78 552271 90 552690 74 
93533 82 552272 90 552705 116 
175472 20 552273 90, 122 552723 72, 80, 92, 107 
175473 22, 23 552274 90 552725 70 
175474 21 552275 90 552726 70 
175475 24, 25 552276 90 552731 93, 114 
175677 60 552277 90 552738 70 
175887 63 552282 90 552740 70 
176371 52 552283 90 552741 70 
176372 52 552284 90 552742 70 
176373 52 552285 90 552743 70 
176374 52 552296 95 552744 70 
176375 52 552297 95 552745 70 
176376 52 552298 95, 102, 122 552760 94 
176377 52 552300 90 552763 94 
176378 52 552301 90 552767 123 
176379 54 552303 90 552791 70, 124 
176381 57 552305 90 552820 70, 80 
176793 61 552307 90 552827 117 
177728 33 552312 90 552837 106 
177734 33 552313 90 552838 106 
179656 56 552314 90 552843 106 
229909 94 552315 90 552851 117 
229910 94 552317 90 552933 106 
229911 72, 80, 92, 552318 90 552960 94 
94, 107, 127 552319 90 552962 95 
229912 92 552320 90 553212 116 
229913 92 552322 90, 122 553213 116 
229968 93 552324 90 553257 117 
229969 93 552382 92 553443 78 
229974 90 552383 92 553444 78 
229975 90 552390 90 553577 119 
229995 102, 126 552391 90 553596 105 
229996 127 552402 92 553597 105 
406874 86 552403 92 553598 105 
552001 90 552412 93 553599 105 
552008 93 552413 93 553600 105 
552011 93 552414 93 553601 105 
5952014 93 552443 90 553602 105 
552027 95 552444 90 553603 105 
552032 90 552469 90 553636 102, 108, 111 
552064 90 552470 90 553811 82 
552073 93 552471 90 553813 82, 114, 125 
552076 93 552474 90, 122 553921 91 
552079 93 552475 90 554043 87 
552082 93 552488 90 554084 105 
552113 126 552496 93 554085 105 
952116 73 552560 94 554088 105 
952118 73 552561 72, 80, 92, 107 554089 105 
552126 73 552562 74 554090 105 
552130 7 552563 74 554099 105 
552173 90 552567 96, 108 554103 105 
552209 73 552568 96, 108 554145 86 
992212 73 552617 94 554266 99 
992221 73 552631 72, 80 554272 85, 111 
55222478, 123 552633 722, 124 554348 110 
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Part No. Page Part No. Page Part No. Page 
554349 110 556409 91 787859 32 
554350 110, 125 557038 65 787882 32 
554381 91 557089 26 787883 32 
554434 110 557100 20 787885 32 
554436 110, 125 557101 21 787886 32 
554501 86 557102 22, 23 787887 32 
554725 99, 121 557103 24, 25 787900 35 
554726 98 557104 65 787913 32 
554753 78 557170 23 787962 10, 12, 14 
554758 78 557724 84 787973 8,11, 14 
554759 78 557932 84, 114 787979 8, 10, 12 
554808 85,111 557984 78 788362 14 
554815 121 558693 113, 114 788389 42, 45 
554831 121 569025 93 788395 36 
554858 87 569335 114 788450 32 
554875 118 569336 113 788451 32 
554876 118 786925 24, 25 796055 8,11, 14 
554901 83, 125 786930 8,9 796064 10, 12 
554902 110, 125 787096 9,11, 14 796067 47 
554923 84 787131 8,11, 14 796068 44 
554944 100 787133 13, 14 917301 31 
554945 100 787191 13, 14 917302 30 
554946 100 787229 13, 14 917593 38 
554948 100 787231 13, 14 917628 50 
554950 100 787233 13, 14 917629 51 
554951 100 787254 8,11, 14 917630 51 
554953 100 787311 35 917631 55 
554954 100 787317 44 917738 62 
554955 100 787535 37 917815 56 
555012 101 787565 35 1123283 44 
555119 84 787596 37 1364306 10, 14 
555139 84 787597 45 1364308 10 
555149 84 787641 9,11, 14 1364973 8 
555182 121 787646 47 1489050 10, 14 
555227 91 787653 48 1489232 10, 14 
555233 83 787775 8, 10, 12, 14 1658203 32 
555520 84 787801 8, 10, 12 1658240 32 
555983 110 787851 32 1658751 8,11, 14 
556039 91 787855 32 1761371 42 
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tyco 
Flectronics 


Americas 


Argentina — Buenos Aires 
Phone: +54-11-4733-2200 
Fax: +64-11-4733-2211 


Brasil — Sao Paulo 
Phone: +55-11-3611-1311 


Global Contacts 


Canada — Markham 

Phone: +905-475-6222 
Fax: +905-474-5520 
Product Information Center: 
(Technical Support) 

Phone: +905-470-4425 


Mexico — Mexico City For Latin/South American 

Phone: +52-5-729-0400 Countries not shown 

Fax: +52-5-361-8545 Phone: +54-11-4733-2015 
Fax: +54-11-4733-2083 

United States — Harrisburg, PA 

Phone: +717-564-0100 


Fax: +55-11-3611-0397 Fax: +905-474-5525 Fax: +717-986-7575 
Product Information Center: 
Colombia — Bogota (Technical Support) 
Phone: +57-1-231-9398 Phone: +800-522-6752 
Fax: +57-1-660-0206 Fax: +717-986-7575 
Asia/Pacific 


Australia — Sydney 

Phone: +61-2-9554-2600 
Fax: +61-2-9502-2556 
Product Information Center: 
(Technical Support) 

Phone: +61-2-9840-8200 
Fax: +61-2-9634-6188 


India — Bangalore 
Phone: +91-80-285-40800 
Fax: +91 -80-285-40820 


Indonesia — Jakarta 
Phone: +65-6482-0311 
Fax: +65-6482-1012 


Japan — Toyko 

Phone: +81-44-844-8111 
Fax: +81-44-812-3207 
Product Information Center: 
(Technical Support) 

hone: +81-44-844-8013 
Fax: +81-44-812-3200 
Raychem Products 

Phone: +81-44-900-5102 
Fax: +81-44-5025-5027 


U 


Korea — Seoul 
Phone: +82-2-3415-4500 
Fax: +82-2-3486-3810 


Malaysia — Kuala Lumpur 
Phone: +60-3-78053055 
Fax: +60-3-78053066 


New Zealand — Auckland 
Phone: +64-9-634-4580 
Fax: +64-9-634-4586 


Philippines — Makati City 
Phone: +632-848-0171 


ax: +632-867-8661 
People’s Republic of China 
Hong Kong 

Phone: +852-2735-1628 
Fax: +852-2735-0243 
Shanghai 
Pj 


hone: +86-21-53838188/64850602 


Fax: +86-21 -53838018/54260180 
Shunde 

Phone: +86-765-775-1368 

Fax: +86-765-775-2823 


Europe/Middle East/Africa 


Austria — Vienna 
Phone: +43-190-560-0 
Fax: +43-190-560-1333 


Belgium — Kessel-Lo 
Phone: +32-16-35-23-00 
ax: +32-16-35-23-52 


Bulgaria — Sofia 
Phone: +359-2-971-2152 
Fax: +359-2-971-2153 


Czech Republic — Kurim 
Phone: +420-5-41-162-111 
ax: +420-5-41-162-223 


Denmark -— Viby J 
Phone: +45-70- 
Fax: +45-43-4) 


sg 


Egypt - Cairo 
Phone: +20-2-417-76-47 
ax: +20-2-419-23-34 


Estonia — Tallinn 
Phone: +372-65-05-474 
Fax: +372-65-05-470 


Finland — Helsinki 
Phone: +358-95-12-34-20 


Fax: +358-95-12-34-250 
France — 

Cergy-Pontoise 

Pj 


hone: +33-1-3420-8888 
‘ax: +33-1-3420-8600 
roduct Information Center: 


(Technical Support) 

Phone: +83-1-3420-8943 
Fax: +33-1-3420-8623 
France 


Tyco Electronics Export — 

St Ouen L-Aumone 

Phone: +33-1-3440-7200 
Fax: +33-1-3440-7220 or 
+33-1-3440-7230 


Germany — Bensheim 

Phone: +49-6251-133-0 
Fax: +49-6251-133-1600 
Product Information Center: 
(Technical Support) 

Phone: +49-6251-133-1999 
Fax: +49-6251-133-1988 


Germany — Langen 

Phone: +49-6103-709-0 
Fax: +49-6103-709-1223 
Germany — Speyer 

Phone: +49-6232-30-0 

Fax: +49-6232-30-2243 


Germany 

HTS Division — Neunkirchen 
Phone: +49-2247-305-0 
Fax: +49-2247-305-122 


Great Britain — 

Stanmore Middlesex 

Phone:  +44-208-954-2356 
Fax: +44-208-954-6234 
Product Information Center: 
(Technical Support) 

Freephone GB: 0800-267-666 
hone:  +44-141 810 8968 
Fax: +44-141 810 8971 
Great Britain — Dorcan, Swindon 
Raychem Products 
Py 


U 


hone:  +44-1793-528171 
‘ax: +44-1793-572516 


Greece — Athens 
Phone: +30-1-9370-396/397 
‘ax: +30-1-9370-655 


Hungary — Budapest 
Phone: +36-1-289-1000 
Fax: +36-1-289-1010 


Ireland — Dublin 
Phone: +3853-1-820-3000 
Fax: +353-1-820-9790 


Israel — Yokneam 
Phone: +972-4-959-0508 
Fax: +972-4-959-0506 


Italy — Collegno (Torino) Spain — Barcelona 

Phone: +39-011-4012-111 Phone: +34-93-291-0330 

Fax: +39-011-4031-116 Fax: +34-93-201-7879 

Product Information Center: 
Lithuania — Vilnius (Technical Support): 

Phone: +870-5-2131-402 Phone: +34-93-291-0330 

Fax: +370-5-2131-403 Fax: +34-93-200-3779 


UZ 


jetherlands — 's-Hertogenbosch 
hone: +31-73-624-6246 
ax: +31-73-621-2365 
roduct Information Center: 


Sweden - Upplands Vasby 
Phone: +46-8-50-72-50-00 
Fax: +46-8-50-72-50-01 


(Technical Support) 

Phone: +31-73-6246-999 Switzerland — Steinach 

Fax: +31-73-6246-998 Phone: +41-71-447-0447 
Fax: +41-71-447-0444 

Norway — Nesbru 

Phone: +47-66-77-8899 Turkey — Istanbul 

Fax: +47-66-77-8855 Phone: +90-212-281-8181/2/3 
Fax: +90-212-281-8184 

Poland — Warsaw 

Phone: +48-22-45-76-700 ies ia 

Fax: +48-22-45-76-720 ralne= Ney 
Phone: +38-044-238-6908 

Romania — Bucharest Fax: +38-044-568-5740 

Phone: +40-1-311-3479/3596 

Fax: +40-1-312-0574 

Russia — Moscow 

Phone:  +7-095-926-5506/07/08/09 

Fax: +7-095-926-5505 

Russia — St. Petersburg 

Phone: +7-812-118-8192 

Fax: +7-812-118-8193 

Slovakia — Banska Bystrica 

Phone:  +421-48-415-20-11/12 

Fax: +421-48-415-20-13 

Slovenia — Ljubljana 

Phone: +3886-1561-3270 

Fax: +386-1561-3240 

South Africa — Port Elizabeth 

Py 


hone: +27-41-405-4500 
ax: +27-41-486-1314 
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